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1 INTRODUCTION

The Department of Energy (DOE) isresponsiblefor designing, constructing, operating, and closing
low-level waste (LLW) disposal facilitiesin amanner that is protective of workers, the public, and
the environment. In order to provide reasonable assurances that disposal of LLW will provide this
protectioninthelong term, disposal facility operators preparetwo typesof radiol ogical assessments.
Namely, Performance Assessments (PAs) and Composite Analyses (CAS).

Required by DOE Order 435.1, these documents help establish design features and operating
constraints that promote compliance with the Order’s performance objectives and related
performance measures. PAsare analyses of LLW disposal facilities performed to demonstrate that
thereisareasonabl e expectation that thelong-term performance objectivesfor adisposal facility will
be satisfied. CAsare used as a planning tool to analyze the potential offsite impact of alow-level
wastedisposal facility incombinationwith other radioactive sourcetermsthat areexpectedtoremain
at the site. The Department has the responsibility for reviewing and approving these radiological
assessments. The review and approval function is performed by DOE Headquarters.

Following approval of the PA and CA for adisposal facility, a Disposal Authorization Statement is
prepared for approval by DOE Headquarters. Theprocessfor devel opment of thiskey document and
its content is also described in this manual.

1.1 Low-Level Waste Disposal Facility Federal Review Group

On June 27, 1997, the Deputy Assistant Secretaries for Waste Management and Environmental
Restoration in the Office of Environmental Management (EM) established the Low-Level Waste
Disposal Facility Federal Review Group (LFRG) to develop and implement a review process for
LLW disposal facility PAsand CAs. The LFRG was chartered with providing management withthe
necessary information to determineif low-level waste disposal facilities are designed, constructed,
operated, maintained, and closed in a manner that protects the public and environment. The
approved charter appearsin Appendix A.

DOE management officials are responsible for the approval of PAs and CAs in accordance with
DOE Order 435.1. Theestablishment of the LFRG assigned theresponsibility to Federal employees
for reviewing PAsand CAs, determining compliancewith performance objectivesand measures, and
recommending the approval of PAs and CAs. Establishing the LFRG also centralized the LLW
disposal facility PA and CA review processto fulfill the Department’ sregulatory oversight process.

The LFRG consists of Federal employeesfrom Headquartersand field organizations. Membersare
selected to ensurethe LFRG reflectsthe policy, technical, regulatory, and programmati ¢ perspectives
necessary to conduct effective PA and CA reviews.

1.2  Purpose and Organization of this Manual

This manual provides guidance for conducting reviews of DOE LLW disposal facilities PAs and
CAsin accordance with DOE Order 435.1. Reviews shall be performed in accordance with these
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procedures and guidance. The LFRG is responsible for conducting the reviews for DOE LLW
disposal facilities of different designs and with varying potential for impacting public safety and
health, and the environment. The guidance provided by this manual is intended to provide
consistency in the conduct of and products from the review process. Review procedures and
document formats may be modified, as appropriate, to address specific site conditions.
Modifications to the procedures and formats contained in the guidance manual should be
documented in the site-specific PA and/or CA review plans described in Chapter 2.

Thismanual isalso intended to aid DOE program offices, DOE field offices, and the site contractors
in understanding and preparing for the review of their PAs and CAs, aswell as participating in the
PA and CA review processes. The manual also serves as a means of informing other interested
agencies and parties of DOE’s processes for reviewing PAs and CAs.

The approved PA and CA for afacility are key documents that support the granting of a Disposal
Authorization Statement for adisposal facility. This LFRG manual also provides guidance on the
preparation and approval of Disposal Authorization Statements.

Reviewers who use this manual should report any feedback on or suggestions for improvement for
the PA/CA review processto the LFRG. Reviewersand personnel at the site being reviewed should
be encouraged by the LFRG and thereviewersto providethisfeedback. The LFRG should consider
these critiques and develop updates to this LLW Federal Review Group Manual as appropriate.

1.3  Purposeof PAsand CAs

PAs are conducted to demonstrate that there is areasonable expectation that LLW disposed at DOE
LLW facilities will not exceed the performance objectives contained in DOE Manua 435.1,
Radioactive Waste Management, and rel ated measures associ ated with protection of the public from
the management of LLW. The three performance objectives imposed by DOE Manual 435.1 are:

@D Doseto representative membersof the public shall not exceed 25 mrem (0.25 mSv) inayear
total effective dose equivalent from all exposure pathways, excluding the dose from radon
and its progeny in air.

2 Doseto representative members of the public viathe air pathway shall not exceed 10 mrem
(0.10 mSv) in ayear total effective dose equivalent, excluding the dose from radon and its

progeny.

3 Release of radon shall be less than an average flux of 20 pCi/m?/s (0.74 Bg/m?/s) at the
surface of the disposal facility. Alternatively, alimit of 0.5 pCi/¢ (0.0185 Bg/() of air may
be applied at the boundary of the facility.

CAsare conducted to assess possi bleimpacts of multiple sources, including the disposal facility, on
long-term compliance with DOE environmental and public radiation protection requirements
contained in DOE Order 5400.5, Radiation Protection of the Public and the Environment. The
purpose of the analysis is to facilitate planning and land use decision that help assure that the
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authorization of the disposal facility will not result in long-term compliance problems, and should
potential problems be identified, to determine management alternatives and corrective actions or
assessment needs. The CA isnot adocument which is prepared for the purpose of demonstrating
compliance with DOE’ s primary dose limit for protection of the public. The analysisisa planning
tool intended to provideareasonabl e expectation that current LLWdisposal activitieswill not result
in the need for future corrective or remedial actionsto protect the public and environment.

1.4  Purposeof PA and CA Review

Thegoal of thereview processisto promote compl ete and comprehensive documents, which reflect
the site- and facility-specific conditions, supported by appropriate rationale, and are therefore,
defensible. The reviews are performed to provide management with the reasonabl e assurance that
the applicable performance objectives and measureswill be met. Thereviews providethe basisfor
accepting the PA and/or CA, and for issuing Disposal Authorization Statements. The Disposal
Authorization Statement represents Headquarters approval of the PA and/or CA, and includes
conditions deemed necessary to provide long-term protection of the public and environment from
the LLW disposal facility.

15  Purposeof the Disposal Authorization Statement

The Disposal Authorization Statement is the ultimate document verifying that the required
radiological assessments have been performed and that they support the conclusions that thereisa
reasonabl e expectation that the low-level waste disposal performance objectives will be satisfied.
It also documents limits on design, construction, operations and closure for the subject disposal
facility. Approval of aDisposal Authorization Statement isalso based on review of three additional
facility-specific maintenance plan documents. (1) the performance assessment and composite
analysis; (2) the preliminary closure plan; and (3) the preliminary monitoring plan.

1.6  Scopeof the PA and CA Reviews

PA and CA reviews will be conducted for the LLW disposal facilities identified in the DOE's
Implementation Plan for Defense Nuclear Facilities Safety Board Recommendation 94-2 and any
future LLW disposal facilities. The Implementation Plan, as modified, establishes a schedule for
completion and approval of the PAs and CAsfor the following LLW disposal facilities:

Los Alamos National Laboratory, TA-54, Area G Disposa Facility;

. Idaho National Engineering and Environmental Laboratory Radi oactive Waste M anagement
Complex;
. Nevada Test Site Area 3 and Area 5 Radioactive Waste Management Sites,

. Oak Ridge National Laboratory Solid Waste Storage Area-6;
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. Hanford Environmental Restoration Disposal Facility, 200-W Burial Grounds, 200-E Burial
Grounds, and Immobilized Low-Activity Tank Waste; and

. Savannah River E-AreaVaults and Saltstone Disposal Facility.

Each PA and/or CA review will be afocused, site-specific review of the technical, regulatory, and
programmatic adequacy. The complex-wide representation of Federal staff enhances DOE's LLW
line management capabilities by providing a mechanism for transferring lessons learned from site
to site.

1.7 PA/CA Review Process

LFRG Review Teams are convened to conduct reviews in amanner conceptually similar to DOE’s
processesfor review of Safety Analysis Reportsand for conducting Operational ReadinessReviews.
The PA and CA Review Teams are comprised of federal employees. Teams may be supplemented
with qualified consulting contractorsasappropriate(i.e., to providetechnical assistance, or expertise
not readily available in DOE) that are approved by the LFRG.

The principal activities and products comprising a PA and CA review are:

. Acknowledge suitability of PA/CA for review;

. Assemble a PA/CA Review Team;
. Develop a PA/CA Review Plan,
. Conduct site visits and meetings;

. Review LLW disposal facility PA and CA;
. Compile a PA/CA Review Report; and
. Develop a Compliance Evaluation.

Figure 1-1 shows the major activities comprising the PA and CA review process. The PA and CA
review process beginswith adetermination by the LFRG that the PA or CA iscomplete and suitable
for review. If this determination is affirmative, the LFRG selects a PA and/or CA Review Team
Leader. The Review Team Leader, after a concise review of the PA and/or CA, recommends
candidate team members and areas of responsibility for the review to the LFRG for approval.
Following team selection, the Review Team prepares aReview Plan for conducting the specific PA
and/or CA review for which it has been formed.

The PA/CA Review Team should conduct the technical review of the PA and/or CA by evaluating
the PA and/or CA against the criteria contained in Chapter 3 of this manual. The review includes
a site visit and review of other site documentation, if necessary. The Review Team prepares a
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Review Report and recommends to the LFRG that the PA and/or CA be accepted, accepted with
conditions, or not accepted.

The LFRG prepares a Compliance Evaluation which either accepts the Review Team's
recommendation or provides justification which supports the Team's recommendations.
Management will consider the LFRG Compliance Evaluation during thereview and approval of the
Disposal Authorization

Statement, which is DOE Headquarters
prepared by the LFRG. DOE Site Do Eadiy PA/CA Review Team
Federal Review Group
The elapsed time from -
. t 1
conducting PA and/or CA Ao Al
reviews, through issuing DASWM or ER - DI ,
. . et
final PA and/or CA Review PA/CA isgu??'aﬁi
Reports ranges from four to for Review
seven months. Theduration l
of th_e revie\_/v IS _affected by LERG Appoirts Leater
the ines of inquiry pursuied REN AL
Y e Review Team.
During the course of the ¥
review, additional LFRG Briefed Onand [« PAICA Review Team
i nformatl on may be Approves Review Plan » Develops Review Plan
requested from the PA or
CA preparersto support the Y
assessment and its Site Provides — PQ/CA Z?/l(i:ewdTecfméit Ve
. e . r - Arran onaucts evis
conclusions. The LFRG Add|;|;)ﬂaéelgggjyss > on Review Results ‘i - Condt?cts Technical Review
may continue involvement - DevelopsDraft Reviaw Report
with other activities
. . . A
associated with preparation oA R T
- eview |eam
of the Compliance Submits Final Review
Evaluation and the Disposal Report o LFRG
Authorization Statement
including maintenance Compl e Euehemtion
Updates by the SlteS, and and Recommendation
records maintenance. v
Recommendation Action
Forwarded to
DAS/WM or ER

Figure 1-1: Major Activities Conducted During PA/CA Review
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2. PA/CA REVIEW PROCESS

This Chapter describes the administrative process and the basic technical framework under which
the LFRG administers the reviews of radiological assessments (PAs and CAs) and formulates
conclusions. Key planning steps, basic duties, and responsible individuals are identified. The
administrative procedures, the basic technical framework, and the examples provided in the
Appendices, will help ensure consistency among Review Teamsin conducting and documenting the
reviews of radiological assessments.

21  Establishing Suitability for Review

Upon receipt of aradiological assessment, the LFRG evaluates the document to determineif itis
suitable for review. Thisevaluation determinesif sufficient information is present for the Review
Team to conduct an effective technical review. To expedite the review process, this initial
evaluation can take place concurrently with the establishment of the Review Team.

2.2 Establishing a Review Team

The LFRG begins the establishment of a Review Team by selecting a Review Team Leader.
Potential Team Leaders may come from alist of technically qualified DOE personnel maintained
by the LFRG or may be a DOE employee nominated by a member of the LFRG. In selecting a
Review Team Leader, the LFRG considers the type of review (i.e., PA only, or CA only, or both),
thesite- or facility-specific conditionsand characteristics, and the capabilitiesof thecandidates. The
Team Leader performsaconcise review of the radiological assessment and thelist of candidatesfor
Review Team members. The Team Leader proposes the Review Team membersto the LFRG and
any contractor technical specialistsor consultantsthat he/sheanticipatesusinginthereview andthey
are selected with the concurrence of the LFRG Co-Chairs.

221 Team Membership

Review Team members are Federal personnel and contractor specialists selected for their technical
gualifications and their knowledge and experience related to radiol ogical assessment reviews; their
knowledge of theimportant technical and regulatory disciplinesunderpinning the specific PA and/or
CA to be reviewed; their technical and programmatic review experience; their demonstrated
technical and managerial leadership skills; and their communication skills. At least one member of
each team shall be an LFRG member.

At least one staff member from the DOE field office with responsibility over the PA and/or CA
being reviewed is to serve as a liaison to the Review Team to provide first hand knowledge of the
sitebeing evaluated. Asaliaison, this person providesthe necessary contactsto arrange site visits,
provide documents if requested, and answer questions about the radiological assessment.

Generaly, the areas of expertise to be represented on a Review Team include hydrology, geology,
hydrogeol ogy, health physics, radiological exposure analysis (e.g., pathways analysis, conceptual
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modeling, computer code evaluation, dose effects), chemistry, civil engineering (e.g., concrete
degradation, evaluations of disposal facility engineering features), and waste form stability.

2.2.2 Conflictsof Interest

Sensitivity to potential conflictsof interest must be considered when selecting personnel for specific
radiological assessment Review Teams. Personswill not be asked to review their ownwork or work
for which theindependence of their judgment might be adversely influenced. Inevaluating potential
Review Team members, the Team Leader should consider:

. If the person has ever been employed, directly or indirectly (e.g., through subcontract) at the
site under review? If yes, what is/'was the timing and nature of that employment?

. Isthe person involved in waste management at afacility or site that has a generator-disposer
relationship with the site under review? What are the person’ s relevant responsibilities?

. If the person has been involved in development of any models that are used for performing
PA or CA modeling? If yes, what models and are those models used in the radiological
assessment under review?

. If the person was materialy involved in the preparation of any part of the analysis under
review (e.g., providing data, devel oping models, performing analyses, writing, reviewing)?
If yes, what was the nature of the person’sinvolvement?

Federal employee members of the Review Teams are reminded that they remain subject to the
conflicts of interest statutes and regul ations that apply to all Department employees. Members may
be asked to sign a“Confidentiality and Conflict of Interest Certification” (see Appendix E).

2.3  Review Team Responsibilities

The responsibilities of each person supporting a Review Team are discussed in this section.

Team Leader

The Team Leader manages the Review Team and serves as the primary contact point between the
LFRG and the site representatives. The Team Leader’s principal responsibilities are to:

@D Obtain commitment of time and travel funds, as necessary, from his’her manager to support
the review effort. The office employing the Team Leader is asked to pay for the Team
Leader’stime and travel.

2 Select and familiarize Review Team staff including identifying and recruiting qualified DOE
personnel as members and contractors as supplemental technical consultants, as necessary
to meet the objectives of the review, with the concurrence of the LFRG Co-Chairs.
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©)

(4)

©)

(6)
(7)

(8)

(9)

(10)

(11)

(12)

Identify and address any conflict of interest issuesfor Review Team members and technical
consultants.

Manage and provide guidance to the Review Team staff concerning the overall review
process and methodology, documentation requirements, draft and final Review Reports,
Review Team meetings, and schedules.

Develop a Review Plan that describes site visits, review approach, review products,
necessary documents, and review milestones and schedules.

Coordinate and manage Review Team discussions, site visits, and meetings.

Coordinate communications among the Team Leader, Review Team members and
consultants, and the LFRG. Coordinate activitiesof Review Team membersand consultants
so the results of the review are integrated.

Serve asthe point of contact for information requests regarding Review Team activities and
reports.

Inform Review Team staff of any DOE Headquarters policy and/or program changes and
other pertinent information that could affect the review process or schedule.

Compilethe Review Report. Ensurethe Report isaccurate, objective, and thorough. Ensure
that sufficient copies of the final Review Reports are printed and delivered to the LFRG,
appropriate DOE Offices, and others.

Ensure, with assistance from the DOE liaison from the site under review, that all pertinent
documentation is placed into the administrative record during the review. Maintain the
administrativerecord and any other recordsand filesassociated with Review Team activities,
and provide them to the LFRG with the Review Report.

Ensure, with assistance from the DOE liaison from the site under review, that progress on
completion of any follow-up commitments (e.g., review of areport required by a condition
contained inaDisposal Authorization Statement), LFRG recommendations, or other planned
actions are tracked and reported to the LFRG until completed.

If desired, the Review Team Leader may appoint another individua to act as a Review Team
Coordinator and delegate responsibilities to the coordinator. If appointed, the coordinator reports
directly to the Review Team Leader throughout the review.
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Team Members

The Review Team members’' responsibilities are to:

@D Obtain commitment of time and travel funds, as necessary, from his’her manager to support
the review effort to ensure continuity in Review Team membership. The office employing
each Review Team member is asked to pay for the member’ s time and travel.

2 Confirm the review assignments with the Team Leader.

(©)) Evaluatetheradiol ogical assessment against the criteriaapplicableto his/her assignment and
the scope of the review contained in Chapter 3 of this manual.

4 Provide the results of the radiological assessment review to the Team Leader. Ensure that
the results are accurately reflected in the Review Report.

5) Review any follow-up documentation as requested by the Team Leader or the LFRG.
Team Consultants

The team consultants may be Review Team members or may serve as non-member resources and
their responsibilities are to:

@ Obtain commitment of time and travel funds, as necessary, from his’her manager or sponsor
to support the review effort to ensure continuity in Review Team membership.

2 Confirm the review assignments with the Team Leader.

(©)) Evaluate the technical area(s) of the radiological assessment for technical adequacy
consistent with hig/her assignment and the scope of the review.

4 Providetheresults of the radiol ogical assessment technical areareview to the Team Leader.
5) Review any follow-up documentation as requested by the Team Leader or the LFRG.
Interaction with Regulatory Agencies and Others

External regulatory agencies (e.g., state environmental protection agencies, or other interested
parties), may express an interest in the review of aradiological assessment for a specific DOE site
or LLW disposal facility. Recognizing the Department’s commitment to open interactions with
external entities, the LFRG, the Review Team Leader, and site management are responsible for
determining the best means of establishing an effective interface. Options for interfacing with
external entities include providing progress reports, both written and oral, and extending an
opportunity to participate with the Review Team as an observer.
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24 Review Administrative Process

Theadministrative process established to conduct aradiol ogical assessment review will: coordinate
the activities of the LFRG and a Review Team; facilitate the interactions of the Review Team and
the site and facility being evaluated; and establish a complete record of the review. An example
review planis provided in Appendix B.

PA/CA Review Plan

Prior to the review, the Review Team prepares a Review Plan to coordinate the activities of the
review process. Key elements of the Review Plan are:

. General review approach;

. Planned specific activities;

. Review schedule and milestones,

. Review Team leader, members, and technical specialists identification;
. Administrative record requirements,

. Supporting data and documents to be reviewed;

. EM Quality Assurance Program implementation plans;

. Orientation Plans for Review Team members,

. Modifications or additions to the standard review criteria; and

. Plans for health and safety protection of the Review Team.

Administrative Record

The Review Team Leader establishes an administrative record for documenting the review and the
review'sresults. Thisadministrativerecordissimilar to adocket filethat isestablished for licensing
actionsby the U.S. Nuclear Regulatory Commission (NRC). All recordsassociated withthereview,
including the Review Plan, site visit interactions and results, correspondence, technical documents,
meeting minutes, briefing packages, Review Team member qualifications, and conflict of interest
avoidance information become part of the administrative record. The administrative record is
subject to, and administered under, the Office of Environmental Management (EM) Quality
Assurance Program protocols. If possible, the administrative record should contain the original s of
all documents. If copies are used as official records, they must be clearly marked as copies.
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The administrative record is assembled and maintained by the Review Team Leader during the
review and is turned over to the LFRG when the Review Report is submitted.

Quality Assurance

Radiological assessment review activities are performed in conformance with the requirements of
the EM Quality Assurance Program, as defined on the EM World Wide Web Server
(http://www.em.doe.gov/em30/). [ThisInternet site hasrestricted access, therefore, the LFRG will
ensure that Review Team Leaders are provided with access to the site, or the relevant instructions
for following the EM Quality Assurance Program.] Theimplementing protocolsfor the EM Quality
Assurance Program guide the development and maintenance of the administrative record.

25  SiteVisit

All members and consultants of the Review Team will usually benefit frm a site visit. At a
minimum, this visit should include an orientation of the site and facility evaluated, and the
radiological assessment under review, a tour of the site and facility, and meetings with
knowledgeable site and facility personnel to exchangeinformation about thefacility, PA and/or CA.

251 Pre-SiteVisit Activities

Prior to an initial site visit, the Review Team performs a preliminary review of the radiological
assessment. The preliminary review isintended to: 1) confirm that the document is complete and
ready for acomprehensivereview; 2) determineif the Review Team has the collective expertise to
perform a comprehensive review; and 3) identify information in the radiological assessment that
requires discussion during the site visit. The findings of this preliminary review may be used to
determine whether additional technical expertise and/or information is needed.

The preliminary review may include a review of past studies, assessments, reports, sampling and
monitoring data, and other pertinent documents the Review Team needs to gain an understanding
of site operations and existing or potential problem areas. A key role of the DOE liaison from the
site under review isto identify and review Federa, state, and local statutes or regulations that are
relevant to the review, including any site-specific requirements or guidance documents relevant to
theinformation in the radiological assessment.

252 SiteVist Preparation

In order to maximize the benefit of site visits, the Team Leader and members should be thoroughly
prepared. Proper preparation should include but not be limited to:

Q) Coordination of Site Activities and Information Needs

The Team Leader should contact the appropriate field office and site representatives to
determine specific dates and logistics for a site visit.
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After the dates and logistics for asite visit have been finalized, the Team Leader will notify
the LFRG Co-Chairs who will prepare a letter of introduction to the field office manager
from the cognizant Deputy Assistant Secretary . The letter should provide the dates for the
sitevisit, list the Team Leader, Review Team members and consultants, the Review Team
Coordinator if oneisappointed, and set forth the Review Team'’ sintended on-site activities.
A copy of the Review Plan should be provided with the | etter.

The letter should outline expectations for the site visit (e.g., site tour, meetings with PA
preparers) and should list documents, if any, identified by the Review Team based on its
preliminary review that need to be available. Theletter should aso include arequest for the
field office to identify its representatives and communication information (phone and fax
numbers, e-mail addresses).

Security and Health and Safety Planning

As part of the preparation for the site visit and tour, the Team Leader should coordinate the
information flow to ensure that security badges are ready for attendees and that any other
security or clearance matters are handled prior to arrival at the site. The site personnel
coordinating the visit should provide the necessary papers, documents, and site logistics
required to accomplish these important steps when arranging a visit.

Also, as part of preparation for the review site visit, the Team Leader needs to ensure that
necessary health and safety planning is performed. If the Review Team membersare going
to be walking in or around areas under which OSHA health and safety and/or other
regulations apply, the Team Leader needs to ensure that the necessary training or training
waivers and other paperwork have been arranged with site personnel.

Agenda

The Team Leader, along with the site representative, develop a detailed agenda for the site
visit. A list of topics to be covered and issues to be considered during the review is
devel oped based onthepreliminary review of theradiol ogical assessment. Thedetailsof the
agenda, with logistics and appropriate attendees, should be worked with the site and facility
contacts, and finalized at |least five days prior to the visit. The Team Leader should ensure
that all parties attending the meetings receive the agenda in advance of the visit.

2.5.3 SiteVidt Activities

In order to maximize the benefit of the site visit for all participants, the Review Team should
consider accomplishing the following actions:

(1)

Meetings

The site visit provides the opportunity for meetings of the Review Team in which they can
share technical information gathered during the visit and to discuss remaining site visit
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activities. Meetings with preparers of the radiological assessment and other cognizant site
and facility personnel also provide opportunitiesfor exchange of information relevant to the
PA and CA review. To the extent possible, the need for these meetingsisidentified prior to
the site visit, coordinated appropriately, and scheduled on the agenda.

2 Closeout Briefing

TheTeam Leader providesacloseout briefing for the site personnel beforethe Review Team
leaves the site. This briefing provides an opportunity for final questions and answers, and
exchange of information. Also at this point, any need for further documentation, site tours,
technical meetings, and information exchangeswith technical personnel can beidentified and
discussed.

(©)) Documentation of Site Visit

Following the visit, the Team Leader prepares atrip report documenting the activities and
results. Thetrip report isplaced inthe administrative record. Thereport should includethe
final agenda, minutes of meetings, documentation of thetrip, a list of documents reviewed
during the visit, and any other information deemed important to preserve as part of the
administrative record. Thistrip report should be an attachment or appendix to the Review
Report.

2.6 PA/CA Technical Reviews

The principal purpose of the Review Team’s activities is to perform detailed technical reviews of
PAs and/or CAs. Based on the reviews, the LFRG will formulate conclusions on whether thereis
reasonabl e expectation that the public and the environment are being sufficiently protected from the
activities performed at LLW disposal facilities, as demonstrated in the evaluations, and make
decisionsabout operationsat thefacilities. These eval uations need to be thoroughly reviewed so that
the decisions made based on them are justifiable.

The detailed technical review of a PA and CA isto: (1) identify whether required information is
present; (2) determineif theinformation presented iscorrect and applicable; and (3) determineif the
analysis supports the conclusions. To that end, the PA and CA are reviewed against criteria to
determine whether they are adequate and acceptable.

Chapter 3 provides the basic framework and technical criteria for the reviews. Review Findings
represent broad conclusions reached on the PA or CA. Detailed acceptance criteriaare included to
apply to specific topics and discussionsin the PA and CA in order to support the Review Findings.
Minimum information expected in either the PA or CA to support the analysis, is provided in the
guidance.

Following thereview, the Review Team members determine whether the conclusionsreachedinthe
PA and/or CA are acceptable and supportable. The Review Team documentsitsfindingsin areport
(discussed in detail in Section 2.8).
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2.7 Additional Technical I nfor mation

Additional questionsmay ariseasthe Review Teamisdevel oping conclusionsonthe PA and/or CA.
The Team should solicit additional technical information requested in accordance with the
acceptance criteriapresented in Chapter 3. Additional information requested by the Review Team
should be in the form of existing data or information. The Review Team Leader should solicit the
assistance of the DOE field office liaison in obtaining additional information and analysis.

The Review Team should not solicit additional PA or CA evaluations (e.g., a complete PA
calculation to determine the results of an alternative scenario). If thistype of additional evaluation
isrequired, it should only be requested by the LFRG as a condition of acceptance of the PA or CA
based on the conclusions of the Review Team on the existing PA and/or CA evaluations.

Additional information needs, requests, and meetings are to be documented and become part of the
administrative record.

2.8 Review Report(s)

Following thetechnical review, the Review Team prepares areview report. Thereport summarizes
the findings, technical adequacy and completeness of the radiological assessment, the issues
identified from the review and their resolution, and any issues that were not resolved. The Review
Team should include as appendices, supplemental information and/or documentation deemed
necessary to understanding the review. The Review Report should include all of the information
fromthereview neededto providethe basisfor the LFRG’ sCompliance Evaluation (see Section 2.9)
of the radiological assessment.

The following guidance is provided in two parts. First, guidance is provided on the PA Review
Report. Separate guidance is provided on the CA Review Report. If a Review Team has the
opportunity to simultaneously review the PA and CA for alow-level waste disposal facility, thenthe
two parts of the guidance could be combined to create one Review Report.

2.8.1 PA Review Report Outline
A suggested PA Review Report outlineis as follows:

i Executive Summary

10 Introduction

20  Summary of Ste and Facility Description

3.0 Summary of Performance Assessment Review
4.0  Technical Adequacy of Performance Assessment
5.0 Consistency of Performance Assessment

6.0  Unresolved Issues

7.0 Recommendation of Review Team
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8.0  Appendices

Review Team Members and Consultants and Their Qualifications
Review Plan

Chronology of Review

Comments from Review Team Members

List of Important Communications Between Ste and Review Team
List of Supporting Documentation Utilized During the Review

nTmoowp

The following sections address these suggested elements of a PA Review Report.
2.8.2 PA Review Report Development

The conclusions of the PA review with respect to the criteria presented in Chapter 3 are to be
addressedinaReview Report. Thisguidanceisnot intended to provide acomprehensivediscussion
applicableto all PAs. Instead, the Review Team should customize their report under the headings
suggested in the outline and provide a concise reflection of the PA review conducted. The Review
Report should include references to the PA and any related documentation. The conclusion of the
Review Report should include arecommendation that the PA be accepted, accepted with conditions,
or not accepted. The Review Report should be considered a final stand-alone document. Once
submitted to the LFRG in final, no changes should be made to the Review Report.

1.0 Introduction

This section provides a brief introduction on the purpose of the report, and includes a citation of the PA being reviewed
and the guidance used to conduct the review. There should also be a concise statement of the review process and Review
Team findings, as well as an overview of the report format.

2.0 Summary of Site and Facility Description

This section provides a concise description of the LLW disposal facility that is the topic of the PA, including the
surrounding site. Thematerial in this section could be extracted from the PA and presented as background to any readers
of the Review Report who are unfamiliar with the site and the disposal facility.

3.0 Summary of Performance Assessment Review

This section provides an overview of the PA review. Any documentation from the site that was prepared in response to
requests from the Review Team should be briefly discussed. Issues identified during the course of the review and the
resolution of those issues should be discussed in this section.

The conclusions of the review are presented in this section. References to any appendices for extended discussions
contained in the minutes of the meetings of the Review Team are appropriate. Referencesto appendicesthat identify the
members and consultants on the Review Team, and the chronology of the review are also appropriate.
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4.0 Technical Adegquacy of Performance Assessment
This section provides discussion of the following aspects of the PA:

»  Theperformance measuresthat were used and the basi sas appropriateinterpretations of the performance objectives;
and

» A summary of the method of analysis and the calculated results.
This section also provides discussion of the following aspects of the review of the PA:

»  Thereview findings that the assessment is complete, thorough and technically supported and that conclusions are
valid and acceptable;

»  Magjor issuesrelating to the technical adequacy of the PA; and

»  Thebasisfor concluding the PA istechnically adequate and that there is areasonable expectation that performance
objectives of DOE Manual 435.1 will be met.

5.0 Consistency of Performance Assessment

This section documents the consistency of the PA and any additional material developed in the review with the Interim
Format and Content Guide and Sandard Review Plan for U.S. Department of Ener gy Low-Level Waste Disposal Facility
Performance Assessments. Discussion of how the guidance wasinterpreted for the PA, and ajudgment on the consistency
of approach taken with respect to: the PA guidance; existing laws; regulations; DOE Orders; DOE policy; and any
applicable agreements with regul atory agencies or affected states. Conflicts with the PA guidance and other competing
regulatory matters should be identified and the approach taken in the PA in addressing these conflicts identified. The
significance of any inconsistencies with respect to the acceptance of the PA should be discussed.

6.0 Unresolved Issues

This section identifiesissueswhich were not satisfactorily or completely resolved during the PA review. Most issuescan
be expected to be resolved in the course of the review through requests for additional information or during discussions
between the Review Team and the DOE site. Some issues may remain unresolved due to a lack of sufficient data or
knowledge, or due to competing policies or regulatory directives. Some Review Team members may enter dissenting
opinions on parts of the review, and these should be discussed in this section. The significance of unresolved issues on
the recommendation to the LFRG should be identified and discussed.

Because many unresolved issues may pertain to the uncertaintiesinvol ved in the decisionmaking, the assumptions made,
and the difficulty in agreeing or disagreeing with findings based on calculations far into the future, the PA maintenance
program required by DOE Manual 435.1 can be used as an effective method for resolving theseissues. Theidentification
of studiesto reduce uncertainty, analysis to justify assumptions, and the collection of data over time are all examples of
conditions that should be considered for inclusion in the recommendation specifically as part of the facility’s PA
maintenance program. Recommendations for conditions on the PA maintenance program may allow the facility to
continue to operate while the uncertainties are being studied.
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7.0 Recommendation of Review Team

The Review Team must recommend that the PA be accepted, accepted with conditions, or not accepted. The basis for
the recommendation should be provided, including references to the relevant material in the Review Report.

If the Review Team recommends the PA be accepted, this signifiesthat all issues concerning the results of the PA and
any relationship to waste acceptance criteria, disposal facility operations, the PA maintenance program, and any other
elements of the management of low-level waste were resolved. Thisalso meansthat documentationin the administrative
record is complete and the Review Team could identify no additional conditions that need to be placed in the Disposal
Authorization Statement beyond those that have already been addressed in the section of the PA and resolved. Thiswould
be arare finding until PAs have been reviewed through a few maintenance cycles.

If the Review Team recommends the PA be accepted with conditions, then the Review Team has identified some issues
that could not beresolved. Theteamwill recommend further analysis, PA maintenance activities, monitoring, or reporting
that should |ead to issue resolution or closure and can be specified in aDisposal Authorization Statement. Any conditions
on the acceptance of the PA should be explicitly stated, with reference to the justifications for the conditions clearly
identified in the materials reviewed and placed in the administrative record.

If the team recommends the PA not be accepted, then the Review Team has identified major issues which could not be
resolved through the development and implementation of any conditions on the facility operations, waste acceptance,
monitoring, or reporting. This condition would require additional rounds of review, therefore, the Review Report should
clearly lay out the issues that cannot be resolved, the reasons they cannot be resolved, and any comments that provide
assistance to the PA developers and the site/facility that would allow for afinding of acceptance.

Appendices

Appendices should be used to reduce the Review Report’s length and provide references to important information used
in the PA review.

Appendix A should include alist of the Review Team members and any consultants and their qualifications.
Appendix B should be the Review Plan used for the PA review.

Appendix C shouldinclude achronology of the PA review that listsall communi cations, meetings, and other eventswhich
occurred as part of the review.

Appendix D should contain Review Team member comments or dissenting opinions which need to be reflected in the
Review Report.

Appendix E should list all written communications between the DOE site and the Review Team that are considered
germane to the conclusions of the review.

Appendix F should list any supporting documentation provided by the sitefor the PA review or used by the Review Team
in making the conclusions of the review.

This documentation should include any material developed in response to questions posed by the Review Team.
Additional appendices may be added to the Review Report as appropriate.
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2.8.3 CA Review Report Outline
A suggested CA Review Report outline follows:

[ Executive Summary
10 Introduction
20  Summary of Facility Description and Interacting Sources
3.0 Summary of Composite Analysis Review
4.0  Technical Adequacy of Composite Analysis
5.0 Consistency of Composite Analysis
6.0  Unresolved Issues
7.0 Recommendation of Review Team
8.0  Appendices
Review Team Members and Qualifications
Review Plan
Chronology of Review
Comments from Review Team Members
List of Important Communications Between Ste and Review Team
List of Supporting Documentation Utilized During the Review

nTmoowp

These suggested elements of a CA Review Report are described below.
2.84 CA Review Report Development

The results of the CA review using the guidance presented in Chapter 3 are to be addressed in a
Review Report. Thisguidanceisnot intended to provide acomprehensive discussion for aReview
Report applicable to all CAs. Instead, the Review Report should be a concise reflection of the CA
review with the guidance provided in Chapter 3. The Review Report should include referencesto
the CA, PA, and any related documentation. The conclusion of the Review Report should include
the recommendation that the CA be accepted, accepted with conditions, or not accepted. The
Review Report should be afinal stand-alone document. Once submitted to the LFRG, no changes
should be made to the final Review Report.

1.0 Introduction

This section provides a brief introduction on the purpose of the report, and includes a citation of the CA being reviewed
and the guidance used to conduct the review. If the associated PA is a separate document, the PA citation should be
included. There should also be a concise statement of the review process and Review Team findings, as well as an
overview of the report contents.

2.0 Summary of Facility Description and Interacting Source Terms

This section provides sufficient background to readers of the Review Report who are unfamiliar with the disposal facility
and potential contributing sources. This section provides a concise description of the overall geographic area addressed
inthe CA, of the LLW disposal facility and all potential sourcesthat could interact with the disposal facility. This section
should also identifies those potential sources which were not considered in the CA and a concise explanation why they
were excluded. The material in this section could be extracted from the CA, and may include material abstracted from
the PA.
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3.0 Summary of Composite Analysis Review

This section provides an overview of the CA review. Referencesto appendicesthat identify the members of the Review
Team and consultants to the Review Team and the chronology of the review are appropriate. Documentation from the
sitethat was prepared in responseto requestsfor additional information by the Review Team should be discussed briefly,
with references to the documentation itself. Issuesidentified during the course of the review and the resolutions should
be documented in this section. Any appendices containing minutes or summaries of extended discussions of the Review
Team can be referenced. The conclusions of the review should also be presented in this section.

4.0 Technical Adequacy of the Composite Analysis

This section provides discussion of the following aspects of the CA:

»  Summary of the method of analysis and the calculated results;

»  Required options analyses; and

»  Required ALARA analyses.

This section also provides discussion on the following aspects of the review:

»  Findings on CA completeness, thoroughness, technical supportability and quality of the conclusions of the CA;
»  Magjor technical issues relating to the technical adequacy of the CA; and

»  Thebasisfor concluding that the CA is technically adequate and provides reasonable conclusions relative to the
performance measures for environmental and public radiation protection in DOE Order 5400.5.

5.0 Consistency of Composite Analysis

This section documents the consistency of the CA with the Format and Content Guide for U.S. Department of Energy
Low-Level Waste Disposal Facility Performance Assessments and Composite Analyses. There should be a discussion of
how the guidance wasinterpreted for the CA, and ajudgment on the consi stency of approach with respect tothe guidance.
Inthejudgment of consistency, consideration of theinterpretationsmadefor existing laws, regulations, other DOE Orders,
DOE policy, and applicabl e agreementswith regul atory agencies or affected states should beincluded. Conflictswiththe
CA guidance or other competing regulatory matters and the approaches taken in the CA in addressing these conflicts,
should be identified. The significance of any inconsistencies with respect to the acceptance of the CA should also be
discussed.

6.0 Unresolved |ssues

This section identifies issues which were not satisfactorily or completely resolved in the CA review. The review of the
CA islikely to identify issues to be addressed. Most of these issues were expected to be resolved in the course of the
review by requests for additional information or discussions between the Review Team and the DOE site. Some issues,
however, remain unresolved because of insufficient data or knowledge, or because of competing policies or regulatory
directives. Some Team members may enter dissenting opinions on parts of the review. If so, these should be discussed
inthissection. Moreover, the significance of these unresolved i ssues on the Review Team’ srecommendationtothe LFRG
should be identified and discussed.
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7.0 Recommendation of the Review Team

The Review Team must recommend that the CA be accepted, accepted with conditions, or not accepted. The basis for
the recommendation should be provided, including references to the relevant material in the Review Report.

If the Review Team recommends the CA be accepted, this means that all issues concerning the results of the CA are
resolved. Thedocumentation intheadministrativerecordiscompleteand that a Disposal Authorization Statement should
be issued.

If the Review Team recommends the CA be accepted with conditions, then the Review Team has identified some issues
that could not be resolved to their full satisfaction, but hasidentified further analysis, monitoring, or reporting that should
be implemented in the corrective actions identified in the options analysis included in the CA and as conditionsin the
Disposal Authorization Statement. Conditions on the acceptance of the CA should be explicitly stated, with reference to
the justifications for the conditions clearly identified in the materials reviewed and placed in the administrative record.

If the Review Team recommendsthe CA not be accepted, then the Team has identified major issues which could not be
resolved through the devel opment and i mplementation of any conditions on the operations, waste acceptance, monitoring,
or reporting by thefacility. It is expected that a“non-acceptance” would require additional rounds of review, therefore,
the Review Report needs to clearly lay out the issues that cannot be resolved, the reasons they cannot be resolved, and
comments that would provide assistance to the CA devel opers and the site/facility in providing the analysis or data that
would allow for afinding of acceptance.

Appendices

Appendices should be used to reduce the Review Report’ s length and provide references to important information used
in the CA review.

Appendix A lists the Review Team members, consultants and their qualifications.
Appendix B contains the Review Plan used for the CA review.

Appendix C includes a chronology of the CA review a list of all communications, meetings, and other events which
occurred as part of the CA review.

Appendix D provides Review Team member comments and/or dissenting opinionsthat need to be reflected inthe Review
Report.

Appendix E listsall written communications between the site and the Review Team considered germaneto the conclusions
in the Review Report.

Appendix F lists supporting documentation provided by the site for the CA review or used by the Review Team. This
documentation should include any material developed in response to questions posed by the Review Team.

Additional appendices may be added to the Review Report as appropriate.
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2.85 Review Report Approval

The Review Team should review the initial report for adequacy and accuracy and prepare a draft
report. The draft Review Report should be provided to the affected DOE field office management
for a factual accuracy review. Site comments should be reviewed by the Review Team and
incorporated in the final Review Report as appropriate. The final Review Report, together with a
summary of the site review comments and the Review Team's response to those comments should
be submitted to the LFRG for review and approval .*

29  Disposal Facility Compliance Evaluation

Upon compl etion of the Review Reports, the LFRG beginsits deliberations on the PA and CA and
whether to recommend approval by the cognizant Deputy Assistant Secretary. During these
deliberations, the LFRG considers: the Review Report and the recommendations of the Review
Team concerning the PA and/or CA; unresolved issues identified in the Review Report; issues
which may have been identified after the report was submitted; and any additional information that
may have been provided to the LFRG for consideration. If the LFRG concludes that the document
is acceptable, the Review Team will prepare a Compliance Evaluation for the PA and/or CA.

If the PA and CA are submitted simultaneously, the LFRG can complete the review process and
immediately follow-up with the development and submission of the Disposa Authorization
Statement, if justified. This effort would require the devel opment of the Compliance Evaluation,
pertinent supporting documentation and a draft Disposal Authorization Statement prior to formal
submission to the cognizant Deputy Assistant Secretary.

If the PA and CA are not submitted at the same time, and the PA review is completed without the
CA, then the following steps in development of a Compliance Evaluation and Disposal
Authorization Statement should be modified appropriately. A suggested approach for the LFRG to
consider if the PA and CA are submitted separately isin Section 4.4.2.

2.9.1 IssuesResolution

During the development of the Review Report, issues which were unresolved may become
conditions for facility operation. The LFRG may decide that some or all of the issues should be
resolved, or the recommendations of the Review Team modified, prior to the development of a
Compliance Evaluation and/or Disposal Authorization Statement. If thisisthe action taken by the
LFRG, the LFRG should not make any changes to the Review Report. Instead, the resolution or
modification of conclusions concerning these issues should be thoroughly documented with issues
papers, analyses, briefing minutes, and meeting minutes, and added to the administrative record for

M The LFRG member from the affected DOE field office has avested interest in a PA and/or CA Review Report for asite
under the authority of hig/her field office. However, his/her position and perspective areimportant for comprehensive eval uation of
the PA and CA, so he/she may participate in discussions and votes.
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the PA/CA review. Resolution or modifications to these issues should be discussed in the
Compliance Evaluation transmitted to the cognizant Deputy Assistant Secretary.

The LFRG should consider meeting with the Review Team members and site/facility personnel
involved inthe development of the PA and/or CA to assist in theresolution of unresolved issuesthat
are identified in the Review Report.

2.9.2 LFRG Review of a PA Review Report

The LFRG thoroughly reviews the PA Review Report; assimilates the necessary information from
the appendices and the administrative record; evaluates the PA, additional information or issues
discussed after the submittal of the Review Report, and addresses the following subjects:

(1)

)

DOE Order 435.1 Compliance

The LFRG determines if the PA, as reviewed by the Review Team and discussed in the
Review Report, provides a reasonabl e expectation that the performance objectives of DOE
Order 435.1 are met for the LLW disposal facility evaluated in the PA. The criterion for
reasonabl e expectationisa“weight of evidence’ determination that is based on the material
included in the PA, supplemental documentation, and the Review Report.

Conditions of Acceptance

Therecommendation of the Review Team that the PA beaccepted, accepted with conditions,
or not accepted should be reviewed and discussed in consideration of any unresolved issues
inthe Review Report. The LFRG evaluates conditionsidentified by the Review Team. Each
condition of acceptance identified by the Review Team should be justified in the Review
Report. The LFRG should settle unresolved issues identified in the Review Report and
document the resolutions. Should these resolutions lead to modifications of the conditions
for acceptance identified by the Review Team, changes to the conditions for acceptance
should be made and documented. The use of the PA maintenance program to reduce
uncertainties should be examined carefully to ensure that the goals of those conditions, as
proposed by the Review Team, are both useful and reasonable.

New issues identified following the PA review should be discussed. Conditions for
acceptance of the PA should be developed, and the basis for the new conditions should be
documented. The final conditions for acceptance of the PA should be agreed upon by the
LFRG. Thesefinal conditionsand thejustification of these conditions by the Review Report
or other information should be documented as part of the decision of the LFRG.
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(©)) Acceptance of the PA
In addition to the PA, the basis for its acceptance should include:
> The Review Report;
> The administrative record;
> Evaluations by the LFRG; and
> Conditions imposed on acceptance of the PA.

The LFRG should review thismaterial and conclude whether the PA should be accepted and
recommended for approval. Acceptance of the PA and associated documentation meansthe
LLW disposal facility can be expected to operate under specified conditions with a
reasonable expectation that the performance objectives of DOE Order 435.1 will be met.
[Approval of the PA and associated documentation also means the LLW disposal facility
should be issued a Disposal Authorization Statement, provided that a recommendation for
approval is also made following the review of the CA (See Section 2.9.6)].

2.9.3 PA Compliance Evaluation Development

Thefindingsof the LFRG should be documented in a Compliance Evaluation to be submitted to the
cognizant Deputy Assistant Secretary for approval. If the LFRG does not recommend approval of
the PA, then the recommended steps to be taken by the DOE site to gain acceptance and approval
should be documented and submitted to the cognizant Deputy Assistant Secretary for transmittal to
the field office manager.

If the LFRG recommends approval of the PA, a Compliance Evaluation documenting its approval
should be prepared by the LFRG and submitted to the cognizant Deputy Assistant Secretary.

Essentia elements of the Compliance Evaluation include:

. A summary of the findings on the subjects described in Section 2.9.2;
. Conditions on the PA maintenance program;

. Conditions on disposal operations,

. Conditions on waste acceptance and receipt;

. Conditions on monitoring;

. Conditions on recordkeeping; and
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Other pertinent information needed to mai ntai n reasonabl e expectation that the performance
objectives of DOE Order and Manual 435.1 will be met.

Failure to satisfy conditions on acceptance of the PA could lead to rejection of the Disposal
Authorization Statement for the subject facility and/or shut down of the facility. The Compliance
Evaluation should include a draft Disposal Authorization Statement with the proposed conditions
for the facility to meet that the cognizant Deputy Assistant Secretary may issue if the Disposal
Authorization Statement is approved.

2.9.4 LFRG Review of a CA Review Report

The LFRG thoroughly reviews the CA Review Report; assimilates the necessary information from
the appendices and the administrative record; evaluatesthe CA, including issues discussed after the
submittal of the Review Report; and addresses the following subjects:

(1)

Conclusions Concerning Performance Measures

The LFRG will make two determinations about the CA based on the Review Report
conclusions. First, the LFRG will determine whether the CA provides a reasonable
expectation that disposal facility operation is unlikely to result in long-term compliance
problems. Second, the LFRG will determine whether the CA provides for appropriate
management alternatives and corrective actions in the event that potential problems are
identified. “Appropriate management alternatives and corrective actions’ must yield a
reasonable expectation that current LLW activities will not result in the need for future
corrective or remedial actions.

Corrective actions are to be identified for LLW disposal facilities and other contributing
sources which exceed the constraining performance measure. The corrective actions must
provide a reasonable expectation that the constraining performance measure will not be
exceeded in the future. The corrective actions should provide a reasonable first line of
defense. Examples of corrective actions that should be proposed are:

. Refining the analysis to reduce conservatism;

Limiting receipt of certain wastes until further information is collected,;

Evaluating remedia measures on interacting source terms; and

Evaluating alternative land use plans.

Additional discussion of CA corrective actions can be found in the Format and Content
Guide for U.S Department of Energy Low-Level Waste Disposal Facility Performance
Assessments and Composite Analyses.
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The LFRG determination is based on the material presented in the CA, Review Report, and
supplemental information developed for thereview. Therecommendation on acceptance of
the CA should be supported by the Review Report and conditions placed on such a
recommendation.

2 Conditions of Acceptance

The Review Team may recommend that the CA, be accepted, accepted with conditions, or
not accepted. Review and discussion of the recommendation should consider unresolved
issuesin the Review Report and any other issues or information identified following the CA
review. The LFRG will either concur with any conditions recommended by the Review
Team or modify the recommendations based on other issues or information. If the LFRG
elects to modify the recommendations of the Review Team, the justification for any
modificationsshould be documented. The LFRG isto settleany unresolved issuesidentified
in the Review Report and document the resolutions. If these resolutions lead to
modifications of the conditions for acceptance identified by the Review Team, changes to
the conditions for acceptance must be made and documented. New issues not identified by
the Review Report that were identified following the CA review areto be discussed. Any
conditions needed to addressthe issuesfor acceptance of the CA must be devel oped and the
basis for the new conditions documented.

Thefinal conditions for acceptance of the CA are to be agreed upon by the LFRG. These
final conditions and the justification of these conditions by the Review Report or other
information must be documented as part of the decision of the LFRG.

(©)) Acceptance of the CA

TheCA, Review Report, administrativerecord, evaluationsby the LFRG, and any conditions
for acceptance of the CA form the basisfor acceptingthe CA. The LFRG should review this
material and conclude whether the CA should be accepted and recommended for approval.
Acceptance of the CA meansthe LLW disposal facility can be expected to operate under the
specified conditionswithout the constraining dose limits being exceeded. If the CA (andthe
corresponding PA) are approved, a Disposal Authorization Statement should be issued for
the facility (See Section 2.9.6).

2.9.5 CA Compliance Evaluation Development

The findings of the LFRG are documented in a Compliance Evaluation to be submitted to the
cognizant Deputy Assistant Secretary for approval. Insome cases, the LFRG may not accept the CA
and not recommend approval of the CA. If so, the recommended stepsto be taken by the DOE site
to gain acceptance and approval should be documented and submitted to the cognizant Deputy
Assistant Secretary for transmittal to the field office manager.
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If the LFRG accepts the CA and recommends its approva by DOE, a Compliance Evaluation
documenting approval of the CA will be prepared by the LFRG and submitted to the cognizant
Deputy Assistant Secretary.

Essentia elements of the Compliance Evaluation include:

. A summary of the findings on the subjects described in Section 2.9.4;
. Conditions for acceptance of the CA; and
. Other pertinent information needed to assure appropriate planning for continued protection

of the public from radioactive materia disposed in the facility.

The Compliance Evaluation should include a draft Disposal Authorization Statement with
appropriate proposed conditions. The cognizant Deputy Assistant Secretary may approve the draft
Disposal Authorization statement as final.

2.9.6 Development of Disposal Authorization Statement

The LFRG develops a draft Disposal Authorization Statement that authorizes the operation (or
continued operation) of the LLW disposal facility evaluated in the PA and CA. The statement is
based on the results of the PA and CA reviews as documented in the Compliance Evaluations, and
specifies the conditions under which the LFRG would permit the operation to continue. The
assistance of the Review Team Leader should be solicited if necessary for devel oping the Disposal
Authorization Statement.

Referencestothe PA, CA, and other procedures and facility-specific documents should beincluded
to ensure operational controlsthat are expected to be followed are clearly identified. Deadlinesfor
submittal of information or data, and specific measures of performance should be identified for
clarity. The expiration date for the Disposal Authorization Statement should be clearly indicated,
aswell as expiration dates for any interim conditions.

Chapter 4 provides additional guidance on preparation of Disposal Authorization Statements.
2.9.7 Compliance Evaluation/Disposal Authorization Statement Approval

The Compliance Evaluations and Disposal Authorization Statement undergo a thorough interna
(LFRG) review for adequacy and accuracy, both during preparation and prior to final transmittal.
TheLFRG completesthefinal Compliance Eval uationsand draft Disposal Authorization Statement,
and transmitsthem to the cogni zant Deputy Assistant Secretary for final approval and signature. The
LFRG al so transmitsany documentati on such asthe Review Report and documentati on of resolution
of issues that will assist the Deputy Assistance Secretary’s understanding of the Compliance
Evaluations and Disposal Authorization Statement. The cognizant Deputy Assistant Secretary
should then take the appropriate action on the approval package in accordance with his management
responsibilities.
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Additional details on approva of Compliance Evaluations and Disposal Authorization Statements
are presented in Chapter 4.

2.10 Review Closeout
2.10.1 Review Feedback

The LFRG PA and CA review for a site includes an opportunity for evaluation and feedback by
Review Team members, the staff responsible for the site/facility being reviewed, the LFRG, and
other DOE organizations (e.g., EM, EH, field offices) involved with or affected by the review. If
requested by the site/facility being reviewed, ameeting between the LFRG, Review Team members,
and site personnel should be convened to provide for an understanding of the results of the review
and the conditions recommended in the Disposal Authorization Statement.

2.10.2 Final Administrative Record

During the PA and/or CA review process, the Review Team Leader assembles the administrative
record. Following approval of the Disposal Authorization Statement by the cognizant Deputy
Assistant Secretary, the statement should be placed in the administrative record, and the review
considered closed.

The administrative records for all PA and CA reviews will be stored and maintained in a central
location. The LFRG Co-Chairswill identify thelocation at Headquarters and the affected siteswill
be responsible for maintaining records relevant to their facility/facilities.

If the LFRG decides to take additiona actions with respect to the disposa facility, then
documentation of these actions will be placed into the same administrative record. When another
substantive review of a PA and/or CA for the same disposal facility is conducted, for example,
during a PA maintenance cycle, then the LFRG should use the same administrative record. The
administrative record then becomes a comprehensive record of disposal authorization decisions
through all or remaining operations at the facility, similar to a docket file for afacility licensed by
the NRC.

2.10.3 Conditions Tracking

The LFRG is responsible for ensuring that completion of actions or adherence with conditions
specified inthe Disposal Authorization Statement are tracked and astatus provided to the cogni zant
Deputy Assistant Secretary, if requested. Completion of other commitments or actions of the site
and/or LFRG related to the PA/CA review, but not specified inthe Disposal Authorization Statement
(e.g., commitment to update LFRG guidance), should also be tracked by the LFRG.
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3. TECHNICAL REVIEW CRITERIA

The framework and technical review criteriafor Review Teams to evaluate low-level radioactive
waste disposal facility PAsand CAs are contained in Section 3.

Performance Assessments and Compliance Analyses are technical studies that are prepared with
considerable engineering and professiona judgment. As a result, they contain arguments and
discussions that often do not lead to absolute results or conclusionsthat are absolutes. The Review
Team must include these perspectives when reaching conclusions on the review of PAs and CAs.
A key objective of the technical review of a PA or CA isto verify incorporation of and appropriate
support for:

. Relevant and important technical discussions;
. Analyses and methodol ogies; and
. Supporting data and information.

It is aso important that this material include articulation of nuances of technical and engineering
judgment.

The following sections include acceptance criteria for PA and CA reviews. In many cases, the
acceptance criteriaare followed by sub-criteriathat describe the minimum information expected or
other guidance on how each of the acceptance criteria can be measured. These acceptance criteria
areto beused asguidancein thereviewsof the PAsand CAsby the Review Team, and for preparing
the Review Reports discussed in Section 2.8.

Thetechnical criteriapresented in this chapter have been formulated through prior PA reviews and
consideration of a“generic” situation. They provide benchmarks to be addressed in the review of
PAs and CAs and provide direction to ensure the review satisfies its objectives. In the conduct of
a specific review, modifications to these criteria or additional criteria may be required for
determining the acceptability of site-specific information. Review Teams must document the
changes and additions to these criteriain the Review Report for specific PA/CA reviews.

3.1 PA Review Criteria

The Review Team must make the following fundamental conclusions, called review findings, if a
PA isto be accepted:

. The PA is complete.
. The PA isthorough and technically supported.
. The PA conclusions are valid and acceptable.

Each of these review findings can be made using the acceptance criteria presented in the following
subsections. The acceptance criteria are intended to provide guidance and should be addressed in
the review commensurate with the importance of each criterion to the performance of the site and
disposal facility, and to the results and conclusions of a PA for evaluating LLW disposed after
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September 26, 1988. The criteriaprovide athorough listing of topicsto be addressed in the course
of thereview and present the basisfor any requestsfor additional information concerning adisposal
facility or the PA.

3.1.1 ReviewFinding! - The PA is Complete
To declare a PA complete, the Review Team must determine the following:

. Materia considered to be significant in understanding the PA and associated analysis is
available so that a detailed review can be performed.

. The PA must address each of the topicsidentified in the Format and Content Guidefor U.S
Department of Energy Low-Level Waste Disposal Facility Performance Assessments and
Composite Analyses, and the PA discussion must contain sufficient information for the
review.

. Thematerial presented in the PA isrepresentative of current and avail able knowledge, does
not overlook known information, and includes supporting information.

. Thearguments and discussionsincluded in the PA havetechnical merit, and the conclusions
represent reasonabl einterpretations of the resultsfor thelong-term performance of the LLW
disposal facility and as presented with the supporting data.

. The steps of the analysis follow logically one after another, and there are no extraneous
discussions or unjustified assumptions.

. The methodology of analysis evaluates the important features of the site and the disposal
facility and demonstrates an understanding of the site and facility.

. Themethodology of analysisisclearly explained, theassumptionsand performance measures
are clearly presented, including justifications, and the results of the application of the
methodology of analysis are clearly presented and interpreted to formulate the conclusions.

Thefollowing acceptance criteriaaddressthesereview findingsand providethe basisfor identifying
guestions to be addressed and requests for additional data or information concerning a disposal
facility or PA.

Criterion 1. The PA identifies the performance measures and a justification for their useto
achieve site-specific applications of the performance objectives. (Anillustration of the application
of thiscriterionto evaluate whether aspecific PA iscompleteisprovided in Attachment 1, Appendix
C, Table C-2, Criterion 3.1.1.a.)

Criterion2.  ThePA presentsinformation onthefollowingthat issufficient to support the analysis
presented in the PA: site geography, demography, land use plans, meteorology, ecology, geology,
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seismology, volcanology, surface water and groundwater hydrology, geochemistry, geologic
resources, water resources, and natural background radiation. (Anillustration of the application of
this criterion to evaluate whether aspecific PA iscompleteis provided in Attachment 1, Appendix
C, Table C-2, Criterion 3.1.1.b.)

Criterion 3. The PA presents information on the facility design features that address water
infiltration, disposal unit cover integrity, structural stability, and the inadvertent intruder barrier
sufficient to support the analysis presented in the PA. (An illustration of the application of this
criterion to evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.1.c.)

Criterion 4. ThePA identifies Federa, state, and local statutes, regulations, and agreements that
may impact site engineering, facility design, or facility operations. The PA aso describes the
impacts of those statutes, regulations, and agreements that may be precipitated by the PA results.
(Anillustration of the application of this criterion to evaluate whether a specific PA iscompleteis
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.d.)

Criterion5.  ThePA identifiesproceduresandfacility related documentation (e.g., Safety Analysis
Report, Operationa Readiness Review, Waste Acceptance Criteria) that may impact site
engineering, facility design, or facility operations. The PA also describestheimpacts of procedures
and documents that may be precipitated by the PA results. (Anillustration of the application of this
criterion to evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.1.e)

Criterion 6. The PA identifies and justifies the key assumptions included in the analysis. (An
illustration of the application of this criterion to evaluate whether a specific PA is complete is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.f.)

Criterion 7. The PA identifies the point of assessment (see Figure 3-1) for each performance
measure, and justifies the selection of each point of assessment. The point of assessment is the
location for which compliance with the performance objectivesisevauated. (Anillustration of the
application of thiscriterion to evaluate whether aspecific PA iscompleteis provided in Attachment
1, Appendix C, Table C-2, Criterion 3.1.1.9.)

Ta The point of assessment for all pathways, the air pathway excluding radon,
and groundwater resource protection is justified based on future land use. If the
future site boundary is uncertain, a reasonable point of assessment (e.g., point of
maximum impact greater than 100-m from the edge of the disposal unit) isjustified.
(Anillustration of the application of this criterion to evaluate whether a specific PA
is complete is provided in Attachment 1, Appendix C, Table C-2, Criterion
31191)

7b.  The default point of assessment for the performance measure for radon
exposure that is based on alimit on the average flux of radon of 20 pCi/m?/s at the
ground surface is the ground surface over the disposal unit. (Anillustration of the
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application of thiscriterionto evaluate whether aspecific PA iscompleteisprovided

in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.9.2.)

7c. The default point of assessment for the alternative performance measure for
radon exposure that is based on a limit on air concentration of radioactive material
of 0.5 pCi/L is 100-m from the edge of the disposal unit. (Anillustration of the

application of this criterion to
evaluate whether a specific
PA iscompleteisprovidedin
Attachment 1, Appendix C,
Table C-2, Criterion
3.1.1.9.3)

Criterion 8. The PA identifies and
quantifiesall radionuclides present in
the low-level waste to be disposed of
at the facility that could significantly
contributeto dosefor theall pathways
anaysis, the air pathway analysis, the
groundwater analysis, and theintruder
analysis. Technica justification is
provided for those radionuclides
considered in detail in the analyses,
and conversely, those not considered
intheanalyses. (Anillustration of the
application of this criterion to
evaluate whether a specific PA is
completeisprovidedin Attachment 1,
Appendix C, Table C-2, Criterion
3.1.1h)

Criterion 9. The PA accounts for
al relevant mechanisms for the
release of radionuclides from the
waste materials for environmenta
transport. The mechanisms analyzed
arejustified by references to relevant

studies, available data, or supporting analysesin the PA. (Anillustration of the application of this
criterion to evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C,

Table C-2, Criterion 3.1.1.i.)

Criterion 10. The PA provides a complete and clear description of the conceptual model of the
environmental transport of radionuclidesfrom the waste material sto the points of complianceby air
and water. The conceptual model is justified by referenced investigations, data, and supporting
analyses that are representative of the site-specific conditions described. (An illustration of the

Figure 3-1. lllustration of the Term “Point of Assessment”

Point of Assessment (100
meter s beyond the disposal
facility boundary) if the
future site boundary is
uncertain

Future site boundary
(area to remain under
long-term institutional
control) according to
thefinal approved land
useplan for the site

Current Site
Boundary

Point of
Assessment if the
futuresite
boundary has
been established
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application of thiscriterion to evaluate whether aspecific PA iscompleteis provided in Attachment
1, Appendix C, Table C-2, Criterion 3.1.1.}.)

10a. Theconceptual model incorporatesinterpretationsof available geochemical,
geologic, meteorologic and hydrologic data, and the relevant mechanisms that have
a significant effect on the transport of radionuclides at the disposal site. (An
illustration of the application of this criterion to evaluate whether a specific PA is
completeis provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.j.1.)

10b.  Assumptionsincorporated into the conceptual model to account for transport
mechanismslacking sufficient dataor supporting analysesareidentified and justified
as reasonabl e representations of site behavior over thetime period considered in the
anaysis. (Anillustration of the application of this criterion to evaluate whether a
specific PA is complete is provided in Attachment 1, Appendix C, Table C-2,
Criterion 3.1.1,j.2.)

10c. The conceptual model includes closure of the facility as justified based on
referenced closure plans or reasonable assumptions of facility closure. (An
illustration of the application of this criterion to evaluate whether a specific PA is
completeis provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.j.3.)

10d. The conceptua model includes any creditsto betakeninthe analysisfor the
performance of engineered features. Credits for engineered features include a
reasonable representation of the degradation of the engineered features that is
justified by supporting investigations and data. (Anillustration of the application of
thiscriterionto evaluatewhether aspecific PA iscompleteisprovided in Attachment
1, Appendix C, Table C-2, Criterion 3.1.1.j.4.)

10e. The conceptua model includes natural processes that affect the transport of
radionuclides(e.g., flooding, masswasting, erosion, weathering) over thetimeperiod
considered in the analysis, as justified based on referenced investigations and
supporting analysis. (Anillustration of the application of this criterion to evaluate
whether a specific PA iscompleteis provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.1,.5.)

Criterion 11. The PA providesaclear description of the mathematical models used in the analysis,
the basisfor their selection, and their linkage. The mathematical models selected are justified and
provide areasonable representation of al of the elements of the conceptual model. (Anillustration
of the application of this criterion to evaluate whether a specific PA is complete is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.k.)

1la. Thecomplexity of the mathematical models selected is commensurate with
theavailablesitedata. (Anillustration of the application of thiscriterionto evaluate
whether a specific PA is completeis provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.1.k.1.)
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11b. Assumptions incorporated into the mathematica models are identified,
justified, and consistent with the conceptual model. (An illustration of the
application of thiscriterionto evaluate whether aspecific PA iscompleteisprovided
in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.k.2.)

11c. Mathematical models selected are documented and verified either in
referenced publications or in the appendices of the PA. (An illustration of the
application of thiscriterion to evaluate whether aspecific PA iscompleteisprovided
in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.k.3.)

Criterion 12. The PA provides a complete description of the important exposure pathways and
scenarios for the specific disposal facility that are used in the evaluation of the potential doses to
hypothetical members of the public and inadvertent intruders consistent with site-specific
environmental conditions and local and regional practices. The exposure pathways and scenarios
selected for detailed analysis are justified as conservative representations of the long-term
performance of the LLW disposal facility. Theseinclude: (Anillustration of the application of this
criterion to evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.1.1.)

12a. Exposure pathways from the transport of contamination in groundwater that
may be considered to include potential exposuresfrom theingestion of contaminated
groundwater, the use of contaminated groundwater for irrigation and livestock
watering, and the bi oti c uptake and transport of contamination from groundwater and
surface water. Potential exposure pathways from the transport of contamination in
surface water include the ingestion of contaminated surface water and contaminated
fish. (Anillustration of the application of thiscriterion to evaluate whether aspecific
PA is complete is provided in Attachment 1, Appendix C, Table C-2, Criterion
3.111.1)

12b. If radiation doseisused asameasure of groundwater resource protection, the
exposure scenarios consider the ingestion of water (at 2 liters per day or an
aternative rate, if a justification is included) at the point of assessment, which
representsthel ocation of maximum exposurefromawell constructed and devel oped
using current practicestypical for theloca area. (Anillustration of the application
of this criterion to evaluate whether a specific PA is complete is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.1.2.)

12c.  Exposure scenarios from the transport of contamination in water for the all
pathwaysanalysisconsiderstheuseof groundwater and surfacewater consistent with
local and regiona practices. Exposure scenarios that may be considered include
drinkingwater, cropirrigation and livestock watering, theingestion of dairy products,
livestock, fish, crops, and soil, the inhalation of resuspended particles, and external
exposure. (Anillustration of the application of this criterion to evaluate whether a
specific PA is complete is provided in Attachment 1, Appendix C, Table C-2,
Criterion 3.1.1.1.3.)
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12d. Exposure pathways from the transport of contamination in the atmosphere
that may be considered include potential exposure from immersion in air
contaminated with volatile and nonvolatile radionuclides, deposition of volatile and
nonvolatile radionuclides, and subsequent exposure from direct radiation, ingestion,
and resuspension. (An illustration of the application of this criterion to evaluate
whether a specific PA iscompleteis provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.1.1.4.)

12e.  Exposure scenarios from the transport of contamination in air that may be
considered include residential and gardening activities which include the direct
inhalation of volatile and nonvolatile radionuclides, external exposure, ingestion of
crops, soil, livestock, dairy products, and inhalation of resuspended particles. (An
illustration of the application of this criterion to evaluate whether a specific PA is
completeis provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.1.5.)

12f.  Exposure pathways from inadvertent intrusion into the waste disposal units
identify the chronic and acute exposure pathways for each of the exposure scenarios
considered. Theexposurepathwaysincludeall relevant ingestion, external exposure,
and inhalation pathways for each exposure scenario. [Direct ingestion of
contaminated groundwater and exposures to radon should not be considered for
inadvertent intrusion, becausethey are considered separately.] (Anillustration of the
application of thiscriterion to evaluate whether aspecific PA iscompleteisprovided
in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.1.6.)

12g. Acuteexposure scenariosfor inadvertent intrusion considersdirect intrusion
into the disposal site and exhumation of accessible waste material. Relevant
scenariosthat may beconsideredincludediscovery, residential construction, and well
drilling that incorporate external exposure, inhalation of resuspended particles, and
ingestion of particles. (Anillustration of the application of thiscriterion to evaluate
whether a specific PA is completeis provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.1.1.7.)

12h.  Chronicexposurescenariosfor inadvertent intrusion consider direct intrusion
into the disposal site and exhumation of accessible waste material. Relevant
scenarios that may be considered include residential use and post-construction, and
post drilling agricultural use, that incorporate the ingestion of foodstuffs, ingestion
of soil, external exposure, and inhalation of resuspended particles. (Anillustration
of the application of this criterion to evaluate whether a specific PA is completeis
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.1.8.)

Criterion 13. The PA provides a coherent presentation of the relevant descriptive information
concerning the site, thedisposal facility, thewaste characteristicsthat arereflected in the conceptual
model, and the selection of the mathematical models used in the analysis. The descriptive
information and the approach to modeling provide the necessary results to evaluate the exposure
pathways and scenarios that are important to assess the performance of the disposal facility. (An
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illustration of the application of this criterion to evaluate whether a specific PA is complete is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.m.)

Criterion 14. The calculated results presented in the PA are demonstrated to be consistent with the
site characteristics, the waste characteristics, and the conceptual model of the facility. The
demonstration of consistency is supported by available site monitoring data and supporting field
investigations. (Anillustration of the application of this criterion to evaluate whether aspecific PA
iscompleteis provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.1.n.)

Criterion 15. The models used for calculating the results presented in the PA are analyzed to
identify the sensitive parametersin the analysis. The results of the sensitivity analysis are used to
evaluate the uncertainty in the calculated results. (Anillustration of the application of thiscriterion
to evaluate whether aspecific PA iscompleteisprovided in Attachment 1, Appendix C, Table C-2,
Criterion 3.1.1.0.)

Criterion 16. Theresultsof the sensitivity and uncertainty analyses are interpreted asthey relate to
establishing reasonabl e assurance that the conclusions of the PA are correct. (Anillustration of the
application of thiscriterion to evaluate whether aspecific PA iscompleteis provided in Attachment
1, Appendix C, Table C-2, Criterion 3.1.1.p.)

Criterion 17. ThePA integratestheresultsof theanalysis, the uncertainty analysis, the performance
measures, waste acceptancecriteria, operating procedures, and applicablelaws, regulations, policies
and agreements to formulate conclusions. (An illustration of the application of this criterion to
evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C, Table C-2,
Criterion 3.1.1.q.)

Criterion 18. The PA includes an interpretation of the results that allows for a comparison to the
performance measures used in the PA, and include any necessary limitations on facility design or
operationsthat are required to meet the performance objectives. (Anillustration of the application
of thiscriterionto evaluate whether aspecific PA iscompleteisprovided in Attachment 1, Appendix
C, Table C-2, Criterion 3.1.1.r.)

Criterion 19. The PA discusses the quality assurance measures applied to the preparation of the
anaysis and its documentation. (An illustration of the application of this criterion to evaluate
whether a specific PA iscompleteis provided in Attachment 1, Appendix C, Table C-2, Criterion
3.11s)

Criterion 20. The PA includesan ALARA analysis, and if appropriate, the analytical methods for
the ALARA assessment aredescribed. (Anillustration of the application of thiscriterionto evaluate
whether a specific PA iscompleteis provided in Attachment 1, Appendix C, Table C-2, Criterion
3.1.1t)

Criterion 21. The PA includes appendices or references to published documents and/or data that
provide abasisfor the discussionsand analysisinthe PA. (Anillustration of the application of this
criterion to evaluate whether a specific PA is complete is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.1.u.)
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3.1.2 ReviewFindingll - ThePA isThorough and Technically Supported.

In order to declare that the PA is thorough and technically supported, the Review Team must
determine the following:

ThePA isacomprehensive examination of thelong-term performance of thedisposal facility
that includes sufficient analyses to support the conclusions.

The analysis is representative of the available knowledge of site behavior and is a
comprehensive representation of that knowledge.

Sufficient depth of analysisispresented intheeval uationsof radionuclideinventory, physical
and chemical characteristics of waste, the conceptua models, the key assumptions
incorporated into the models, and the sensitivity and uncertainty analysis to support the
conclusions.

The PA analysisincludes technically correct methodologies and calculations.

The methodology of analysisis justified and based on site data. Pathways and scenarios
addressed in the analysis are justified, and are reasonable representations of the site and
disposal facility.

The models used in the analysis are justified and based on site data.

The parameters and input datain the analysis are justified and representative of the site and
disposal facility.

The results determined from the models used are verified and consistent with available site
information, the conceptual model, and monitoring data, and no inconsistenciesor errorsare
present.

The sensitivity and uncertainty of the calculated results are analyzed for all aspects of the
assessment that have a significant effect on the conclusions of the PA.

The results are interpreted to provide a comprehensive understanding of the long-term
performance of the disposal facility, and the conclusions are based on the interpretations of
the results.

The conclusions are incorporated into the disposal facility design and operations.

Thefollowing acceptance criteriaaddressthisreview finding. Thesecriteriacan be used to examine
the thoroughness of the analysis presented in the PA, and as the basis for requesting additional
information to provide a reasonabl e expectation that the conclusions of the PA are consistent with
site and facility information and are justified and defensible.
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Criterion 1. The PA presents an estimate of the radionuclide inventory of the radioactive waste
disposed of and to be disposed of at the facility which is quantified and technically supported by
records, data, studies, and evaluations. (Anillustration of the application of thiscriterionto evaluate
whether aspecific PA isthorough and technically supported is provided in Attachment 1, Appendix
C, Table C-2, Criterion 3.1.2.a.)

la.  All of the radionuclides disposed and anticipated to be present in wastes to
be disposed of are evaluated in the PA. Radionuclides screened from detailed
anaysis or having no inventory limit are identified, and the bases for these
conclusions are supported and defensible. (Anillustration of the application of this
criterion to evaluate whether a specific PA isthorough and technically supported is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.a.1.)

1b. Estimatesof theradionuclideinventory for past waste di sposal sare described
and to the extent practical are based on past waste disposal records, a reasonable
expectation of actual waste content based on a knowledge of the processes that
generated the waste, calculations, sampling data, technical studies, and reasonable
projections of waste to be disposed. (An illustration of the application of this
criterion to evaluate whether a specific PA is thorough and technically supported is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.a.2.)

Criterion 2. Thephysical and chemical characteristicsof thewaste disposed of inthe past that affect
the release and transport of radionuclides areidentified. The physical and chemical characteristics
of the waste form are quantified and supported by laboratory or field studies, or are based on
referenced documentation. (Anillustration of the application of this criterion to evaluate whether
aspecific PA isthorough and technically supportedis provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.2.hb.)

Criterion 3. Anyinventory limitsaredevel oped from reasonable projections of wasteto bedisposed
and analyses that consider the physical and chemica characteristics of the wastes if those
characteristics affect the release and transport of radionuclides. (Anillustration of the application
of thiscriterion to evaluate whether aspecific PA isthorough and technically supported is provided
in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.c.)

Criterion 4. The conceptual model is a reasonable interpretation of the existing geochemical,
geologic, meteorologic, hydrologic, and monitoring data for the site and disposal facility. The
components of the conceptual model for the transport of radionuclides that are important to the
conclusions relating to the long-term performance of the disposal facility are thoroughly analyzed.
The assumptions incorporated into the conceptual model are consistent with the available data,
related investigations, and theory related to the conceptual model. Parameters included in the
conceptual model are supported by data or related investigations relevant to the site and disposal
facility. (Anillustration of the application of this criterion to evaluate whether a specific PA is
thorough and technically supported is provided in Attachment 1, Appendix C, Table C-2, Criterion
3.1.2d)
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Criterion 5. Theassumptions of the PA related to the waste, site, and facility design and operations
which are critical to the conclusions of the PA are supported and the uncertainties associated with
theseassumptionsare analyzed aspart of the PA. Creditsfor the performance of engineered features
and siteclosureincludedinthe conceptual model are based on dataderived fromfieldinvestigations,
related investigations, or documented sourcesof information relevant tothesiteand disposal facility.
(Anillustration of the application of this criterion to evaluate whether a specific PA isthorough and
technically supported is provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.e.)

Criterion 6. The conceptual model for the source term, groundwater flow, and radionuclide
transport includes parameters for unsaturated and saturated flow, total and effective porosity,
hydraulic conductivity, water retention, rel ative permeability rel ationships, volumetric water content,
retardation, and diffusion that are based on data, related investigations, or documented references
relevant to the site and disposal facility. (An illustration of the application of this criterion to
evaluate whether a specific PA isthorough and technically supported is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.2.f.)

Criterion 7. The mathematical models used in the PA for analyzing air and water transport of
radionuclidesare appropriatefor thedisposal facility and disposal site. The selected modelsprovide
ajustified representation of thetechnically important mechanismsidentified in theconceptual model,
and provide calculated results that are a defensible basis for formulating conclusions. (An
illustration of the application of this criterion to evaluate whether a specific PA is thorough and
technically supported is provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.9.)

7a.  Theinput datafor the mathematical models are derived from field datafrom
the site, laboratory data interpreted for field applications, or referenced literature
sources which are applicable to the site. Assumptions which are used to formulate
input data are justified and have a defensible technical basis. (Anillustration of the
application of this criterion to evaluate whether a specific PA is thorough and
technically supportedisprovidedin Attachment 1, Appendix C, Table C-2, Criterion
3.1.2.9.1)

7b. Intermediate calculations are performed and results are presented that
demonstrate, by comparisonto sitedataor related investigations, that the cal culations
of the mathematical models used in the PA are representative of disposal site and
facility behavior for important mechanismsrepresented in the mathematical models.
(Anillustration of the application of this criterion to evaluate whether a specific PA
is thorough and technically supported is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.2.9.2.)

7c. Representations of groundwater well performance (e.g., construction,
diameter, yield, depth of penetration, screen length) are reasonable reflections of
regional practicesand arejustified. (Anillustration of theapplication of thiscriterion
to evaluate whether a specific PA isthorough and technically supported is provided
in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.9.3.)
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7d.  Themathematical modelsaretested, by comparisonto analytical calculations
or other models, to demonstrate that the results are consistent with the conceptual
model, physical and chemical processesrepresented inthemodels, and availablesite
data. The models are evaluated for defensibility and are reasonabl e representations
of the disposal site and facility performance by comparison to available site data,
related technical investigations, or referenced documentation or literature. (An
illustration of the application of this criterion to evaluate whether a specific PA is
thorough and technically supported isprovided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.2.9.4.)

Te. Theinitial conditions, the boundary conditions, and the changesof properties
over time for the mathematical model are analytically correct (i.e., well posed), and
derived from existing site data and information. (Anillustration of the application
of this criterion to evaluate whether a specific PA is thorough and technicaly
supported isprovided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.9.5.)

Criterion 8. The dose analysis considers the exposure pathways and transfer factors and calculates
the maximum dose using acceptable methodologies and parameters. (An illustration of the
application of thiscriterion to evaluate whether a specific PA isthorough and technically supported
isprovided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.h.)

8a. The dose analysis for exposures to radionuclides identifies the transfer
coefficients between media and justifies the parameters used in the analysis with
supporting data or referencesto the literature. (Anillustration of the application of
thiscriterion to evaluate whether aspecific PA isthorough and technically supported
isprovided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.h.1.)

8b.  The dose analysis specifies the consumption of radioactively contaminated
materials for the exposure pathways evaluated, the inhal ation rates of contaminated
materials, and the external exposure rates and conditions for radioactive materials.
These parameters are justified using references to the literature or site-specific
investigations. (Anillustration of theapplication of thiscriterionto evaluatewhether
a specific PA is thorough and technically supported is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.2.h.2.)

8c. Thedoseanalysisisconducted using effective dose equival entsin accordance
with ICRP-30 (1979) and uses dose conversion factors from recognized published
sources. (Anillustration of the application of this criterion to evaluate whether a
specific PA is thorough and technically supported is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.2.h.3.)

8d.  Themaximum dose projected for 1000 yearsafter facility closure at the point
of complianceisused inthe analysisfor evaluating disposal of LLW or establishing
waste acceptance criteriafor future disposals. (Anillustration of the application of
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thiscriterion to evaluate whether aspecific PA isthorough and technically supported
isprovided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.h.4.)

Criterion 9. The sensitivity and uncertainty analysis considers those parameters and mechanisms
that are important to the conclusions relating to the long-term performance of the disposal facility,
including radionuclide inventory, radionuclide characteristics, release rates, site and facility
characteristics, groundwater flow parameters, site meteorology, and radionuclide transport
parameters. Parametric and mechanistic variations analyzed in the uncertainty analysis that are
important to the conclusions are justified as reasonabl e for the site and facility using data or related
fieldinvestigations. (Anillustration of theapplication of thiscriterionto evaluate whether aspecific
PA is thorough and technically supported is provided in Attachment 1, Appendix C, Table C-2,
Criterion 3.1.2.i.)

9a.  The parametersimportant to the components of the analysis are analyzed to
identify the sensitive parameters, and the selection of sensitive parameters is
quantitatively justified. (Anillustration of theapplication of thiscriterionto eva uate
whether a specific PA is thorough and technically supported is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.i.1.)

9b.  The sengitive parameters are analyzed for uncertainty in the results of the
analysis to provide quantitative bounds for interpreting the results of the analysis.
(Anillustration of the application of this criterion to evaluate whether a specific PA
is thorough and technically supported is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.2.i.2.)

9c. The results of the sensitivity and uncertainty analyses are determined using
a prescribed methodology that is technically justified. The results of the analysis
provide the necessary information to justify the assumptions and conclusions of the
PA. (Anillustration of the application of thiscriterion to evaluate whether aspecific
PA isthorough and technically supported is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.2.i.3.)

9d.  Themaximum projected dose and time of occurrence are presented inthe PA
to provide for understanding of the natural system being modeled and the behavior
of themodel. (Anillustration of the application of thiscriterion to evaluate whether
a specific PA is thorough and technically supported is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.2.i.4.)

Criterion 10. The ALARA analysis provides a cost-benefit analysis that is an optimization of the
collective or population dose based on the cost of dosereductionintheexposed popul ation of $1,000
to $10,000 per person-rem averted. (ALARA analysisisnot required if the projected individual or
collective doses in the exposed population are trivial.) (An illustration of the application of this
criterion to evaluate whether a specific PA is thorough and technically supported is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.2,j.)
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Criterion 11. Theinadvertent intruder analysis considersthe natural and man-made processes that
impact the possible exposure to an intruder and cal cul ates the dose using acceptabl e methodol ogies
and parameters. (Anillustration of the application of thiscriterion to evaluate whether aspecific PA
isthorough and technically supportedisprovidedin Attachment 1, Appendix C, Table C-2, Criterion
3.12k.)

11a. Theinadvertent intruder analysis specifies the reductions in concentrations
of radioactive material from mixing with uncontaminated material or the transport
of radionuclides from the disposed waste mass, and justifies the parameters used in
the analysis with site data, supporting analysis, or referenced information. (An
illustration of the application of this criterion to evaluate whether a specific PA is
thorough and technically supported is provided in Attachment 1, Appendix C, Table
C-2, Criterion 3.1.2.k.1.)

11b. Theinadvertent intruder analysis accountsfor naturally occurring processes
(e.g., erosion, precipitation, flooding) and the degradation of engineered barriersin
the calculation of results. (An illustration of the application of this criterion to
evaluate whether a specific PA isthorough and technically supported is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.k.2.)

11c. Theinadvertentintruder analysiscal cul atesthe maximum dosefrom disposed
materialsduring the period of 100 -1000 years after site closure for waste acceptance
criteria for wastes to be disposed of in the disposal facility using the
recommendations of ICRP-30 (1979) and dose conversion factors from recognized
published sources. (An illustration of the application of this criterion to evaluate
whether a specific PA is thorough and technically supported is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.2.k.3.)

Criterion 12. Theresultsof the analysesfor transport of radionuclidesand theinadvertent intrusion
into the disposal facility, and the sensitivity and uncertainty of the calculated results are
comprehensive representations of the existing knowledge of the site and the disposal facility design
and operations. (Anillustration of the application of thiscriterion to evaluate whether aspecific PA
isthorough and technically supportedisprovidedin Attachment 1, Appendix C, Table C-2, Criterion
3.1.21)

3.1.3 ReviewFindinglll - The PA Conclusionsare Valid and Acceptable

To declare that the PA conclusions are valid and acceptable, the Review Team must determine the
following:

. The PA provides a reasonabl e expectation that the conclusions of the evaluation are valid,
complete, and defensible, and the performance objectives of DOE Order 435.1 will be met.
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. The conclusions incorporate the results, the uncertainties in the analysis, and the relevant
site-specific issues to provide a valid projection of the operation and performance of the
LLW facility.

. Theresults of the analysisaccommodate the various uncertaintieslogically, alowing avalid
basis for making a compliance decision.

. The analysis, results, and conclusions presented in the PA are sufficient for making avalid
compliance decision.
. The performance objectives of DOE Order 435.1 are compared to the calculated results of

the PA, the sensitivity and uncertainty analysis, the inadvertent intruder analysis, and the
interpretations of these results and are presented in the conclusions.

Thefollowing acceptance criteriaaddressthisreview finding that the conclusions of the PA arevalid
and acceptable.

Criterion 1. The PA presentsvalid conclusionsthat demonstrate that the all-pathways analysis, air
pathway analysis, groundwater resource protection analysis, and inadvertent intruder analysis meet
the performance objectives of DOE Order 435.1. (Anillustration of the application of thiscriterion
to evaluate whether the conclusions of a specific PA are valid and acceptable is provided in
Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.a)

la. The al pathways performance objective of 25 mrem/year effective dose
equivalent is met over the performance period of 1000 years for al radionuclides
disposed of inthedisposal facility. (Anillustration of the application of thiscriterion
to evaluate whether the conclusions of a specific PA are valid and acceptable is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.a.1.)

1b.  The air pathways performance objective of 10 mrem/year effective dose
equivalent is met over the performance period of 1000 years for all radionuclides
disposed of inthedisposal facility. (Anillustration of theapplication of thiscriterion
to evaluate whether the conclusions of a specific PA are valid and acceptable is
provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.a.2.)

1lc. The radon performance objective of an average flux of 20 pCi/m?s at the
disposal surface or 0.5 pCi/L in air at the point of compliance is met over the
performance period of 1000 years for all radionuclides disposed of in the disposal
facility. (Anillustration of the application of this criterion to evaluate whether the
conclusions of a specific PA are valid and acceptable is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.3.a.3.)

1d.  Thegroundwater resource performance measuresfor all radionuclidesto be
disposed of inthedisposal facility are met over the performance period of 1000 years
at the prescribed point of compliance. (An illustration of the application of this
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criterion to evaluate whether the conclusions of a specific PA are valid and
acceptableisprovidedin Attachment 1, Appendix C, TableC-2, Criterion 3.1.3.a.4.)

le. Theinadvertent intruder performance objectives of 100 mrem/year effective
dose equivalent for chronic exposure and 500 mrem effective dose equivalent for
acute exposure are met within the disposal facility over the performance period of
1000 years. (Anillustration of the application of this criterion to evaluate whether
the conclusions of a specific PA are valid and acceptableis provided in Attachment
1, Appendix C, Table C-2, Criterion 3.1.3.a.5.)

1f. The condition that doses from the disposal of waste are ALARA has been
demonstrated and incorporated into the design and operations of the disposal facility.
(An illustration of the application of this criterion to evaluate whether the
conclusions of a specific PA are valid and acceptable is provided in Attachment 1,
Appendix C, Table C-2, Criterion 3.1.3.a.6.)

Criterion 2. The PA conclusions incorporate the findings of the calculated results for the all
pathways analysis, air pathway analysis, groundwater resource protection analysis, inadvertent
intruder analysis, and sensitivity and uncertainty analysis. Theresultsareinterpreted and integrated
to formulate conclusions which are supported by the results and the uncertaintiesin theresults. (An
illustration of the application of this criterion to evaluate whether the conclusions of a specific PA
arevalid and acceptable is provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.b.)

Criterion 3. The conclusions of the PA are applied to the facility design and operations. The
resulting design constraints and limitations on operations can be reasonably accomplished at the
disposal facility. (An illustration of the application of this criterion to evaluate whether the
conclusions of a specific PA are valid and acceptable is provided in Attachment 1, Appendix C,
Table C-2, Criterion 3.1.3.c.)

Criterion 4. The conclusions of the PA address and incorporate constraints included in Federal,
state, and local statutes or regulations or agreements that impact the site design, facility design, or
facility operations. The conclusions also address and incorporate any procedural or site
documentation changes or constraints due to the results of the facility PA. Reasonable expectation
exists that these constraints and impacts are appropriately addressed in the PA. (Anillustration of
the application of this criterion to evaluate whether the conclusions of a specific PA are valid and
acceptable is provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.d.)

Criterion 5. The analysis, results, and conclusions of the PA provide both a reasonable
representation of the disposal facility’ slong-term performance and areasonabl e expectation that the
disposal facility will remain in compliance with DOE Order 435.1. (An illustration of the
application of this criterion to evaluate whether the conclusions of a specific PA are valid and
acceptable is provided in Attachment 1, Appendix C, Table C-2, Criterion 3.1.3.e.)
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3.2 CA Review Criteria

The Review Team must make the following fundamental conclusions, called review findings,
regarding the CA:

. The CA iscomplete.
. The CA isthorough and technically supported.
. The CA conclusions are valid and acceptable.

Each of these review findings can be made using the acceptance criteria presented in the following
sections. These acceptance criteria are intended to provide guidance but are not to be considered
requirements to be satisfied in detail for every CA. Instead, the criteria should be addressed in the
review commensurate with the importance of each criterion to thefacilitiesbeing considered by the
CA. Every CA will belimited by the amount of available data on the historical disposal facilities
and other sources that could contribute to the potential offsite dose. Consequently, throughout the
review of a CA, the emphasis of the review should be placed on understanding the estimates
established in the analysis, and determining the likelihood that the estimates capture the
consequences of LLW disposal considering all of the contributing sources included in the CA.

3.21 ReviewFindingl - The CA is Complete
To declare that the CA complete, the Review Team must determine the following:

. All material considered to be important in understanding the CA is presented so that a
detailed CA review can be performed.

. The CA addresses each of the topics identified in the Format and Content guide for U.S
Department of Energy Low-Level Waste Disposal Facility Performance Assessment and
Composite Analyses and the discussion contai ns sufficient information for thereview of the
CA.

. Thematerial presented in the CA isrepresentative of current and available knowledge, does
not overlook known information, and includes supporting information.

. The arguments and discussionsincluded in the CA havetechnical merit and the conclusions
represent reasonable interpretations of the results of the CA and are justified by the
supporting data.

. The steps of the analysis follow logically one after another, and there are no extraneous
discussions or unjustified assumptions.

. The methodology of analysis evaluates the important features of the other sources of
radioactive material included inthe CA, demonstrates an understanding of their relationship
with the disposal facility, and is consistent with the analysis presented in the PA.
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. The methodology of analysis is clearly explained and presented, and the results of the
application of the methodol ogy of analysisare clearly presented and interpreted to formul ate
the conclusions.

The following acceptance criteria address this review finding and provide the basis for identifying
guestions to be addressed, or requests for additional data or information concerning the disposal
facility or the CA that are necessary to conduct acomprehensivereview of the CA and to ensurethe
arguments presented in the CA arerational and logical.

Criterion 1. The CA includesadiscussion of how the Data Quality Objectives (DQO) process was
used asaflexible planning tool and applied to the CA preparation. (Anillustration of theapplication
of this criterion to evaluate whether a specific CA is complete is provided in Attachment 1,
Appendix C, Table C-1, Criterion 3.2.1.a.)

Criterion 2. The CA identifies results, objectives, or milestones of other DOE programs, Federal,
state, or local statutes, or agreements [e.g., Decontamination and Decommissioning (D&D)
programs, Formerly Utilized Sites Remedia Action Program (FUSRAP), Comprehensive
Environmental Response, Compensation and Liability Act (CERCLA), and Records of Decision
(RODs)] that may impact its analysis or conclusions. (An illustration of the application of this
criterion to evaluate whether a specific CA iscomplete is provided in Attachment 1, Appendix C,
Table C-1, Criterion 3.2.1.b.)

Criterion 3. The CA specifies and justifies the point of assessment for the disposal facility and all
other contributing sources. (Anillustration of the application of this criterion to evaluate whether
aspecific CA iscompleteis provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.c.)

3a.  Thepoint of assessment isthe publicly accessible point of maximum impact
reasonably expected for future members of the public for the time period of
assessment. (Anillustration of the application of this criterion to evaluate whether
a specific CA is complete is provided in Attachment 1, Appendix C, Table C-1,
Criterion 3.2.1.c.1.)

3b.  Thepoint of assessment selected issupported by land use plansor reasonably
conservative assumptionsthat arejustified. (Anillustration of the application of this
criterion to evaluate whether aspecific CA iscompleteis provided in Attachment 1,
Appendix C, Table C-1, Criterion 3.2.1.c.2.)

3c. Changesin the point of assessment as a function of time are justified. (An
illustration of the application of this criterion to evaluate whether a specific CA is
completeis provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.c.3.)

Criterion 4. TheCA identifiesall sources of radioactive material inthe ground that could contribute
to the potential future doses from the LLW disposal facility. Sources selected for the CA and the
reasons for excluding any source are justified. Other potential sources of radioactive material to be
considered include wastes disposed of prior to September 26, 1988, other LLW disposal facilities,
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transuranicwasteor alphaL. LW disposals, buildings, tanks, cribs, spills, ditches, seepagebasins, and
leaks. Sources selected should include al sources that could make a significant contribution to
potential future doses associated with the LLW disposal facility. (Anillustration of the application
of this criterion to evaluate whether a specific CA is complete is provided in Attachment 1,
Appendix C, Table C-1, Criterion 3.2.1.d.)

Criterion 5. The CA identifiesand quantifiesall radionuclides present inthe LLW disposal facility
and al other contributing sources of radioactive material that could contribute significantly to the
total potential dose. Inventory estimates included in the analysis are justified. (Anillustration of
the application of this criterion to evaluate whether a specific CA is complete is provided in
Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.e)

5a.  Theestimatesof radionuclide speciesand inventoriesin the sources selected
for consideration are derived from referenced documentation or data summaries
presented in the CA and are based on existing records, process knowledge, or site
investigations (e.g., Remedia Investigations, Feasibility Studies). (Anillustration
of the application of this criterion to evaluate whether a specific CA iscompleteis
provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.e.1.)

5h. Extrapolations are made and justified from known data to estimate
radionuclidesandinventorieswhereclear information doesnot exist. (Anillustration
of the application of this criterion to evaluate whether a specific CA is completeis
provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.e.2.)

Criterion 6. The CA providesareasonable methodol ogy for estimating the release of radionuclides
from the contributing sources selected for the CA based on available data. (An illustration of the
application of thiscriterion to evaluate whether aspecific CA iscompleteisprovided in Attachment
1, Appendix C, Table C-1, Criterion 3.2.1.f.)

6a.  Theestimatesof therelease of radionuclidesinclude the effectsof CERCLA
actions prescribed in RODs or similar binding agreements such as those associated
with D&D. (Anillustration of the application of this criterion to evaluate whether
a specific CA is complete is provided in Attachment 1, Appendix C, Table C-1,
Criterion 3.2.1.f.1)

6b.  The release mechanisms consider the physical and chemical characteristics
of the source materialsand thesite characteristics. (Anillustration of the application
of this criterion to evaluate whether a specific CA is complete is provided in
Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.f.2.)

6c.  Assumptions incorporated into the anaysis are identified, justified, and
consi stent with the conceptual model of site behavior presented in the PA conducted
on the LLW disposal facility. (Anillustration of the application of this criterion to
evaluate whether a specific CA iscompleteis provided in Attachment 1, Appendix
C, Table C-1, Criterion 3.2.1.f.3.)
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Criterion 7. The CA presentsareasonable methodol ogy for estimating thetransport of radionuclides
to the point of assessment from al sources based on the available data for characterizing
environmental behavior. (Anillustration of the application of this criterion to evaluate whether a
specific CA iscomplete is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.9.)

7a. Mathematical modeling of the transport of radionuclides is commensurate
with the available site data. (An illustration of the application of this criterion to
evaluate whether a specific CA iscompleteis provided in Attachment 1, Appendix
C, Table C-1, Criterion 3.2.1.g.1.)

7b.  Assumptions incorporated into the mathematical models are identified,
justified, and consistent with the conceptual model of site behavior presented in the
PA conducted onthe LLW disposal facility. (Anillustration of the application of this
criterion to evaluate whether aspecific CA iscompleteis provided in Attachment 1,
Appendix C, Table C-1, Criterion 3.2.1.9.2.)

7c. Mathematical models selected are documented and verified either in
referenced publications or in the appendices of the CA. (An illustration of the
application of thiscriterion to evaluate whether aspecific CA iscompleteisprovided
in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.9.3.)

Criterion 8. The CA provides a complete discussion of all important exposure pathways for the
evaluation of potential doses to a hypothetical, individual member of the public at the point of
exposurefor any time during the period of assessment. The exposure pathwaysidentifiedinthe CA
should be consistent with the exposure pathwaysin the PA. The exposure pathways considered in
the CA include only those pathways that are related to the exposure of individual members of the
public at the point of assessment and arejustified. (Anillustration of the application of thiscriterion
to evaluate whether aspecific CA iscompleteisprovided in Attachment 1, Appendix C, Table C-1,
Criterion 3.2.1.h.)

Criterion 9. The CA provides a coherent presentation of the relevant descriptive information
concerning the disposal site, its location on the DOE site, and its proximity to other sources of
radioactive material. The sources of radioactive material are described a ong with the methodology
for assessing the migration of radionuclides to the point of assessment, and the exposure scenarios
followingtransport. (Anillustration of theapplication of thiscriterion to evaluate whether aspecific
CA iscompleteis provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.i.)

Criterion 10. The CA presents an assessment using the time of 1000 years for exposures to
hypothetical members of the public with al disposal facilities closed, decontamination and
decommissioning completed, and operationsat the DOE siteterminated. Theassessment establishes
a“basecase,” that isareasonably conservative, but realistic case for comparison with the dose limit
and doseconstraint. (Anillustration of theapplication of thiscriterion to eval uate whether aspecific
CA iscompleteis provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1,}.)
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Criterion 11. The calculated results presented in the CA are consistent with the site characteristics,
waste characteristics, and the conceptual model of the DOE site. The calculated results are
consi stent with avail able site monitoring dataand any other datafrom supportingfieldinvestigations.
(Anillustration of the application of this criterion to evaluate whether a specific CA iscompleteis
provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.k.)

Criterion 12. The sensitivity or uncertainty of the results is analyzed, including the consideration
of alternative land uses and remedia actions. Uncertainties in radionuclide inventories for the
disposal facility and other contributing sources are analyzed. (Anillustration of the application of
this criterion to evaluate whether a specific CA iscompleteis provided in Attachment 1, Appendix
C, Table C-1, Criterion 3.2.1.1.)

Criterion 13. The calculated results of the sensitivity and uncertainty analyses are interpreted to
evaluate meeting the dose constraint of 30 mrem/year and the dose limit of 100 mrem/year at the
point of assessment throughout the period of assessment. (An illustration of the application of this
criterion to evaluate whether a specific CA iscompleteis provided in Attachment 1, Appendix C,
Table C-1, Criterion 3.2.1.m.)

Criterion 14. An options analysis is performed that identifies alternative actions which could be
performed to reduce potential doses to a member of the public for results which exceed the dose
constraint. The options analysis also identifies alternative actions which could be performed to
reduce potential doses to a member of the public for results that exceed the dose limit. (An
illustration of the application of this criterion to evaluate whether a specific CA is complete is
provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.n.)

Criterion 15. Theneed for an ALARA assessment is presented based on the results of the CA and,
if warranted, an assessment is performed to identify a need for actions to further reduce the doses
calculated inthe analysis. (Anillustration of the application of this criterion to evaluate whether a
specific CA iscomplete is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.0.)

Criterion 16. The CA includesappendicesor referencesto published documentsthat provideabasis
for thediscussionsinthe CA. (Anillustration of the application of thiscriterion to evaluate whether
aspecific CA iscompleteis provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.1.p.)

3.2.2 Review Finding Il - The CA is Thorough and Technically Supported

To declarethat the CA isthorough and technically supported, the Review Team must determine the
following:

. The CA thoroughly examines the potential contribution of interacting source terms on the
long-term performance of the disposal facility.

. The analysis addresses the important issues related to the disposal facility and other
contributing sources to an extent commensurate with the data available and the significance
of the source' s contribution to the offsite dose.
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. The analysisis representative of the available knowledge of site behavior and of available
data on the interacting sources, and is a thorough representation of that knowledge.

. Sufficient depth of analysis, commensurate with the data available is presented in the
estimatesof radionuclideinventory, the conceptual models, thekey assumptionsincorporated
into the models, the sensitivity or uncertainty analysis, and the options analysis to support
the conclusions.

. The CA includes technically correct methodol ogies and cal culations.

. The methodology of the analysisisjustified and based on information and data about the
potential contributing sources.

. Pathways and scenarios addressed in the analysis are justified, and are reasonable
representations of the disposal facility and interacting source terms.

. The results determined are consistent with what would be expected based on the results of
the PA of the LLW disposal facility and are representative of the disposal facility and the
interacting source terms.

. The sensitivity or uncertainty of the calculated results are analyzed for the aspects of the
assessment that may have a significant effect on the conclusions of the CA and the
conclusions are supported, defensible, and justified.

The following acceptance criteriaaddress this review finding. The criteria can be used to examine
the thoroughness of the analysis and as the basis for requesting additional information to ensure the
analysisis consistent with existing site information and that the conclusions are fully justified and
defensible.

Criterion 1. The CA presents an estimate of the radionuclide inventory of the radioactive material
consideredintheanalysisand justifiesthe estimate. Thisestimateisbased on an examination of the
wastedisposal records, process knowledge, historical information related to thedisposal facility and
the contributing sources, and documents describing potential contributing sources of radioactive
material such as Remedial Investigations and Feasibility Studies for cleanup actions, and other
appropriate studies. (An illustration of the application of this criterion to evaluate whether a
specified CA isthorough and technically supported isprovided in Attachment 1, Appendix C, Table
C-1, Criterion 3.2.2.a))

la.  All of the radionuclides anticipated to be present in wastes and in the
contributing sourcesare considered inthe CA. Radionuclidesthat are screened from
the analysis are identified and their exclusion justified as being insignificant
contributors to the total dose estimated in the analysis. (An illustration of the
application of this criterion to evaluate whether a specified CA is thorough and
technically supported isprovided in Attachment 1, Appendix C, Table C-1, Criterion
322al)
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1b.  Theknown physical and chemical characteristicsof theradioactive materials
considered in the CA are included in the generation of the source terms and the
transport of the radionuclides. (Anillustration of the application of thiscriterion to
evaluate whether a specified CA is thorough and technically supported is provided
in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.a.2.)

Criterion 2. The conceptual model used for the CA is consistent with the representation of the
conceptual model used in the PA, and includes the major mechanisms affecting the transport of
radionuclides at the DOE site. The components of the conceptual model for the CA are reasonably
represented in the analysis of the LLW disposal facility and other contributing sources. (An
illustration of the application of this criterion to evaluate whether a specified CA is thorough and
technically supported is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.b.)

Criterion 3. Creditsfor CERCLA actionsor other remedial actionsarerepresentedintheconceptual
modelsusedinthe CA, and arejustified by supporting or referenced documentation. (Anillustration
of the application of this criterion to evaluate whether a specified CA is thorough and technically
supported is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.c.)

Criterion 4. Source terms and flow and transport models in the CA are commensurate with the
available data, incorporate the important characteristics identified in the PA, and provide results
consistent with the PA. (An illustration of the application of this criterion to evaluate whether a
specified CA isthorough and technically supported isprovided in Attachment 1, Appendix C, Table
C-1, Criterion 3.2.2.d.)

Criterion 5. The assumptions in the CA related to the radionuclides to be considered, to the
inventories of radionuclides, the source term evaluation, and the transport of radionuclides are
justified. (Anillustration of the application of this criterion to evaluate whether a specified CA is
thorough and technically supported is provided in Attachment 1, Appendix C, Table C-1, Criterion
3.2.2¢e)

Criterion 6. Any mathematical models used in the CA for analyzing the transport of radionuclides
to the point of assessment are appropriate for the LLW disposal facility and all other contributing
sources. The mathematical modelsused inthe CA provide calculated resultsthat are representative
of the results calculated in the PA for similar wastesin similar disposal facilities. (Anillustration
of the application of this criterion to evaluate whether a specified CA is thorough and technically
supported is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.f.)

6a. The input data are based on field data from the site, laboratory data
interpreted for field applications, referenced literature sources which are applicable
tothesite, or related analyses performed for the PA. Assumptions used to formulate
input data are justified and have a defensible technical basis. (An illustration of the
application of this criterion to evaluate whether a specified CA is thorough and
technically supportedisprovided in Attachment 1, Appendix C, Table C-1, Criterion
3.2.2f.1)
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6b. Intermediate calculations are performed, and the results are presented to
demonstratethe CA calculationsare representative of the siteand are consistent with
results presented in the PA for similar situations. (Anillustration of the application
of this criterion to evaluate whether a specified CA is thorough and technically
supported isprovided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.f.2.)

Criterion 7. The dose analysis performed for the CA is consistent with that performed for the PA
for similar exposure pathways and similar exposure scenarios. (Anillustration of the application of
this criterion to evaluate whether a specified CA isthorough and technically supported is provided
in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.9.)

Criterion 8. The sensitivity and uncertainty analyses consider factors such as alternative land use
plans, remedial actions, radionuclide inventories, site and facility characteristics, and transport
parameters to provide reasonable estimates of potential doses at the point of assessment for the
period of the assessment. The maximum projected dose over the period of the assessment (at |east
1000 years) is presented at the point of assessment. (An illustration of the application of this
criterion to evaluate whether a specified CA is thorough and technically supported is provided in
Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.h.)

Criterion 9. The need for an ALARA assessment as well as the ALARA assessment itself, is
demonstrated using a cost-benefit analysis based on the cost of dose-reduction in the exposed
population of $1,000 to $10,000 per person-rem averted. (ALARA assessments are not required if
the projected individual or collective doses in the exposed population are trivial.) (Anillustration
of the application of this criterion to evaluate whether a specified CA is thorough and technically
supported is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.i.)

Criterion 10. The options analysis considers alternatives which are technically feasible and
demonstrated to be effective in reducing doses to the public at the point of assessment over the
period of the assessment. (Anillustration of the application of this criterion to evaluate whether a
specified CA isthorough and technically supportedisprovidedin Attachment 1, Appendix C, Table
C-1, Criterion 3.2.2,j.)

Criterion 11. The results of the analysis for the source terms and transport of radionuclides, dose
analysis, sensitivity or uncertainty analysis, and options analysis are reasonabl e representations of
the existing knowledge of the site, disposal facility, and contributing sources. (Anillustration of
the application of this criterion to evaluate whether a specified CA is thorough and technically
supported is provided in Attachment 1, Appendix C, Table C-1, Criterion 3.2.2.K.)

3.2.3 ReviewFindinglll - The CA Conclusions are Valid and Acceptable

In order to declare the CA conclusions valid and acceptable, the Review Team must determine the
following:

. The conclusions of the CA are complete and defensible with respect to the comparison of
total projected dose from the LLW disposal facility and the contributing sources with the
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dose constraint and the dose limit. For the conclusions to be defensible, the calculated
results from the analysis are thorough, technically supported, and correctly interpreted with
respect to the dose constraint and dose limit. For the conclusions to be complete, all
uncertainties associated with the analysis are addressed and the potential for exceeding the
dose constraint and dose limit eval uated.

. For facilities where the dose constraint or dose limit is exceeded, the options analysis and
associated ALARA analysis identifies aternatives for reducing the dose to below the
constraint.

. In evaluating the defensibility and completeness of the CA conclusions, their validity is
established by determining that they provide areasonable basisfor allowing operation of the
facility.

The following acceptance criteria address the review acceptability findings and are related to the
validity of the conclusions of the CA as presented in the interpretation of results and the options
anaysis.

Criterion 1. The CA presents conclusions that demonstrate that the long-term performance of the
disposal facility and other contributing sourcesisin accordance with the guidancein the Format and
Content Guide for U.S. Department of Energy Low-Level Waste Disposal Facility Performance
Assessmentsand Composite Analyses. (Anillustration of theapplication of thiscriterion to evaluate
whether the conclusions of a specific CA are valid and acceptable is provided in Attachment A,
Appendix C, Table C-1, Criterion 3.2.3.a.)

la. For analyses that are less than the dose constraint of 30 mrem/year for the
disposal facility and al other contributing sources, the need for an ALARA
assessment is presented, and an ALARA assessment is performed if required. (An
illustration of the application of thiscriterion to evaluate whether the conclusions of
a specific CA arevalid and acceptable is provided in Attachment A, Appendix C,
Table C-1, Criterion 3.2.3.a.1.)

1b. For analyses that exceed the dose constraint but are less than the dose limit
of 100 mrem/year, an options analysisis provided which identifies alternatives that
could be conducted to reduce the dose to less than the dose constraint. The need for
an ALARA assessment is presented, and an ALARA assessment is performed if
required. (Anillustration of the application of this criterion to evaluate whether the
conclusions of aspecific CA are valid and acceptable is provided in Attachment A,
Appendix C, Table C-1, Criterion 3.2.3.a.2.)

1lc. For analysesthat exceed thedoselimit of 200 mrem/year, an optionsanalysis
isprovided which identifies alternativesthat should be conducted to reduce the dose
to less than the limit. The need for an ALARA assessment is presented, and an
ALARA assessment is performed if required. (Anillustration of the application of
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this criterion to evaluate whether the conclusions of a specific CA are valid and
acceptableisprovidedin Attachment A, Appendix C, TableC-1, Criterion 3.2.3.a.3.)

Criterion 2. The conclusionsof the CA are derived from theinterpretation of the calculated results
for theLLW disposal facility and all contributing sources, the sensitivity or uncertainty analysis, and
lead to the development of an optionsanalysisif required. (Anillustration of the application of this
criterion to evaluate whether the conclusions of a specific CA are valid and acceptableis provided
in Attachment A, Appendix C, Table C-1, Criterion 3.2.3.b.)

Criterion 3. The conclusions of the CA, presented in the interpretation of results and options
analysis, can be reasonably accomplished at the disposal facility or implemented to affect the
radionuclide contribution to dose from the other contributing sources. (An illustration of the
application of this criterion to evaluate whether the conclusions of a specific CA are valid and
acceptable is provided in Attachment A, Appendix C, Table C-1, Criterion 3.2.3.c.)

Criterion 4. The conclusions of the CA address and incorporate constraints resulting from other
DOE programs or from Federal, state, and local statutes or regulations or agreements that would
influence the calculated results or the options analysis. (An illustration of the application of this
criterion to evaluate whether the conclusions of a specific CA are valid and acceptableis provided
in Attachment A, Appendix C, Table C-1, Criterion 3.2.3.d.)

Criterion 5. The analysis, results, and conclusions of the CA provide a reasonable representation
of the disposal facility and other contributing sources for determining the appropriate actionsto be
taken for the protection of public health and environment. The analysis and results of the CA are
consistent with comparable results of the PA and provide a defensible and complete basis for an
acceptabledecision by DOE. (Anillustration of the application of thiscriterion to evaluate whether
the conclusions of a specific CA are valid and acceptable is provided in Attachment A, Appendix
C, Table C-1, Criterion 3.2.3.e.)
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4, DISPOSAL AUTHORIZATION STATEMENT
4.1 | ntroduction
411 Purpose

The DOE radioactive waste management order, DOE O 435.1, imposes arequirement that operating
disposal facilitiesfor low-level wasteand for mixed|low-level waste obtainaDisposal Authorization
Statement. Facilities managed under the Comprehensive Environmental Response, Compensation,
andLiability Act (CERCLA) may usean approved record of decision astheir Disposal Authorization
Statement, provided that the requirements of 435.1 have been incorporated and met, as appropriate.
Prior DOE policy and guidance also imposed similar conditions on operation of existing disposal
facilities. Thischapter describesthe purpose, content, review and approval process, and references
relevant to Disposal Authorization Statements and CERCLA Records of Decision used as Disposal
Authorization Statements. For the remainder of this chapter, when theterm low-level waste (LLW)
isused, it isintended to include mixed low-level waste (MLLW) aswell.

4.1.2 Disposal Authorization Requirement

The requirement that a Disposal Authorization Statement be obtained for DOE LLW disposa was
introduced in the DOE Implementation Plan prepared in response to Defense Nuclear Facilities
Safety Board (DNFSB) Recommendation 94-2. It states that the PA and CA will be the basis for
preparation of a Disposal Authorization Statement (p. V11-3) and notes that a CERCLA record of
decision may be used asaDisposal Authorization Statement (p. VI1-9). It also provides milestones
for preparation of Disposal Authorization Statements for disposal facilities that were in operation
or planned at that time. A key element of the Implementation Plan was to alow substitution of the
CERCLA process for satisfaction of the substantive requirements of DOE radioactive waste
management orders. The new DOE radioactive waste management order incorporates this
alternative approach for facilities managed under the provisions of CERCLA.

The preparation and approval of a Disposal Authorization Statement wasincluded in the new DOE
Radioactive Waste Management Order and Manual 435.1. That requirement is consistent with the
concept introduced in the Recommendation 94-2 Implementation Plan. The requirements specify
that the Disposal Authorization Statement be issued based on review of thefacility PA and CA and
impose any necessary design or operation limits. The requirement in DOE Manual 435.1 also
specifies that three additional facility documents be considered in approving a Disposa
Authorization Statement: (1) the PA and CA Maintenance Plan; (2) Preliminary Closure Plan; and
(3) the Preliminary Monitoring Plan.

4.1.3. Applicability

The requirement to obtain a Disposal Authorization Statement is applicable to DOE facilities that
dispose of LLW and MLLW. Only facilities that are in operation or will operate in the future are
subject to the Disposal Authorization Statement requirement. Disposal facilitiesthat have operated
in the past but will not be used for further disposal need not obtain a Disposal Authorization
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Statement even if they have not undergone final closure. Disposal facilities under construction at
the time of submission of the 94-2 Implementation Plan to the DNFSB (May 7, 1996) are required
to obtain a Disposal Authorization Statement prior to beginning operation. Disposal facilities that
are planned must obtain a Disposal Authorization Statement prior to construction.

Facilities that were operating prior to approval of the 94-2 Implementation Plan are permitted to
continue operating, but must ultimately obtain aDisposal Authorization Statement or face shutdown.
The Disposal Authorization Statements for these facilities are to be completed and approved on a
schedule established by DOE with DNFSB agreement. If the facility is now used or isto be used
for on-site disposal of LLW generated by on-site environmental restoration under CERCLA, the
Record of Decision (see section 3.1.5 below for details) for the CERCLA clean-up can serve asthe
Disposal Authorization Statement.

4.1.4 Responsibility

The principal organizationwithin DOE that isresponsiblefor designing, constructing, operating, and
closing LLW disposal facilitiesisthe Office of Environmental Management. Under the anticipated
EM reorganization plan (Fall 1999), the Deputy Assistant Secretary for Site Closure and the Deputy
Assistant Secretary for Project Completion will be responsiblefor all of the EM disposal facilities.
Some of the EM disposal facilities are intended primarily for on-site disposal of LLW from
CERCLA activities, whilethe other disposal facilities are expected to receive amuch broader range
of waste generators.

The Deputy Assistant Secretaries are responsible for approving Disposal Authorization Statements
for each CERCLA and non-CERCLA facility at sites under their direction. Both Deputy Assistant
Secretaries are responsible for non-CERCLA disposal facilities and at least one CERCLA disposal
facility. The Record of Decision for aCERCLA facility may be designated by the cognizant Deputy
Assistant Secretary to additionally serve asthe Disposal Authorization Statement, provided that the
requirements of 435.1 have been incorporated and met, as appropriate.

4.1.5 Adaptation of Disposal Authorization for CERCLA Facilities

The Department recognizesthat although their activities are subject to the provisions of the Atomic
Energy Act of 1954, asamended, some Departmental LLW disposal activitiesmust also comply with
the provisions of CERCLA. The Department has sought to reduce duplication of effort that could
result from independently satisfying the requirements of both of these statutes and their
implementing regulations and other requirements. The potential duplication of effort is addressed
in DOE Manual 435.1 by alowing for demonstration of compliance with the substantive
requirements of DOE Orders using CERCLA activities. DOE Manual 435.1 specifies that a
crosswalk identifying the CERCLA activities that satisfy the substantive DOE requirements,
eliminates the need for separate compliance actions. This provision of DOE Manual 435.1 isa
formalization of the DOE Policy for Demonstrating Compliance with DOE Order 5820.2A for
Onsite Management and Disposal of Environmental Restoration Low-Level Wastes under the
Comprehensive Environmental Response, Compensation, and Liability Act which wasapproved and
submitted to the DNFSB on May 31, 1996. A companion policy was subsequently prepared by the
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Department to address similar potential duplication of effort in applying the Resource Conservation
and Recovery Act and applicable state regulations to environmental restoration activities. These
policies are reflected in the new DOE Order 435.1, Radioactive Waste Management.

The essence of the DOE Manual 435.1 requirement is that for environmental restoration activities
for which LLW ismanaged and disposed on-site pursuant to CERCLA, any substantive requirement
of DOE Order 435.1 that has been complied with pursuant to a requirement of CERCLA need not
be applied separately. The guidance for the requirement directs that, to the extent practical, the
substantive requirements of the order should be directly incorporated into the CERCLA process.

The guidance for this requirement includes an enumeration of three key benefits:

. It avoids duplication of effort (i.e., the CERCLA process can be used to satisfy the
requirements of DOE Order 435.1);

. It eases EPA and State concerns about the overlap of CERCLA regulations and the
Department requirements; and

. It enables the Department to better achieve its goals of ensuring managerial and financial
control and fulfilling enforceable milestones.

These benefits continuewith theimplementation of DOE O 435.1 on radi oacti ve waste management
because of the incorporation of the provisions of the CERCLA Policy in the LLW requirements of
the order. DOE O 435.1 also establishes a certain date for completion and approval of the required
disposal authorizations. Theguidancefor therevised order providesdetail ed information, consi stent
with this document, on implementation of the requirements for LLW disposal facilities managed
under the provisions of CERCLA.

For the remainder of this chapter, the term Disposal Authorization Statement will be used to
encompass the option for disposal facilities to use a CERCLA record of decision to document
authorization for disposal rather than prepare a separate Disposal Authorization Statement.

4.1.6 Failureto Obtain a Disposal Authorization

The 94-2 Implementation Plan providesthat if the PA and CA do not support issuance of aDisposal
Authorization Statement, action must be taken by the host site to resolve the concerns and issues
prior to continuing or initiating operation. Furthermore, the disposal authorization requirement in
the DOE Manual 435.1 states that failure to obtain a Disposal Authorization Statement for an
existing facility by the implementation date of the order (October 1, 2000) may result in shutdown
of that facility. Planned disposal facilities must obtain a Disposal Authorization Statement prior to
construction.
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4.2  Purpose of the Disposal Authorization
4.2.1 Facility-Specific Conditions

The Disposal Authorization Statement verifiesthat the required radiol ogical assessments have been
performed and that they support the conclusion that the low-level waste disposal performance
objectiveswill besatisfied. It also documentslimitson design, construction, operations and closure
for the subject disposal facility. Thelimitsand conditionsareto reflect the findings and conclusions
of the PA and the CA. Approval of aDisposal Authorization Statement is also based on review of
three additional facility-specific documents: 1) the performance assessment and compositeanaysis
maintenance plan; 2) the preliminary closure plan; and 3) the preliminary monitoring plan.

4.2.2 Radioactive Waste Management Basis

The DOE O 435.1 introduces a concept for waste management that is familiar to DOE facility
managers—the basis for operation. In the waste management context, this concept isreferred to as
the Radioactive Waste Management Basis and consists of the physical and administrative controls
to ensure the protection of workers, the public, and the environment. The disposal authorization
provides the written record of the conditions on design, construction, operation, and closure of a
LLW disposal facility required for theradioactive waste management basis. DOE M 435.1identifies
the documents that comprise the radioactive waste management basis for LLW disposal facilities:

Disposal Authorization Statement;

. Performance Assessment;

. Composite Analysis;

. Closure Plan;

. Waste Acceptance Requirements; and
. Monitoring Plan.

Therefore, akey purpose of the disposal authorization under DOE O 435.1 isto provide part of the
radioactive waste management basis for LLW disposal facilities.

4.2.3 Final Approval for Disposal

The granting of adisposal authorization isthefinal requirement that must be satisfied for approved
disposal of DOE LLW. Preparation and approval of adisposal authorization relies on the findings
and conclusions of the assessments and analyses that are designed to demonstrate that a disposal
facility will not threaten the health or safety of humans or harm the environment.
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4.3  Prerequisitesto Disposal Authorization

The preparation and approval of a Disposal Authorization Statement is the last of a series of steps
that provide the foundation for the Disposal Authorization Statement. This section describes the
actions and any tangibl e results of those actionsthat must precede preparation and consideration for
approval of adraft Disposal Authorization Statement. These precursors to disposal authorization
areincluded in the flowcharts (Figures 4-1, 4-2, and 4-3) illustrating the various processes that may
be used to obtain a Disposal Authorization Statement.

4.3.1 Completed Documents

Low-level waste disposal facilities managed under the requirements of DOE radioactive waste
management orders are required to have the following final documents:

1 PA prepared by the disposal site;
2. CA prepared by the disposal site;
3. PA Review Report prepared by a Review Team appointed by the LFRG;

4, CA Review Report prepared by a Review Team appointed by the LFRG (may be combined
with Item 3);

5. PA Compliance Evaluation prepared by the LFRG;
6. CA Compliance Evaluation prepared by the LFRG (may be combined with Item 5); and

7. Performance Assessment and Compliance Evaluation Maintenance Plan prepared by the
disposal site.

Low-level waste disposal facilities managed under the provisions of CERCLA arerequired to have
the following final documents:

1 Written certification by the cognizant Field Element Manager (or his designee) that
substantive requirements of the DOE Manual 435.1 have been satisfied through the
CERCLA process.

2. A crosswak or other written material linking specific elements of the CERCLA
documentation to the substantive order requirements that they satisfy.

3. Documentation, analyses, or other information on compliance for any substantive order
requirement for which compliance is not demonstrated through the CERCLA process.
Included among this documentation may be a CA, provided the CERCLA analysis of
interacting source terms is not of sufficient scope and rigor to satisfy the DOE order
requirement for a CA.
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4.3.2 Preliminary Documents

The development of certain documents will necessitate an iterative process and final versions of
them cannot reasonably be required as prerequisites to granting disposal authorization. Therefore,
only preliminary versions of such documents must be prepared prior to granting disposal
authorization. However, subsequent timely revision of these documents may be included as a
condition of the approved Disposal Authorization Statement. The documents are the following:

1 Preliminary Monitoring Plan
2. Preliminary Closure Plan

4.3.3 Reviewed Documents

Several of therequired documentslisted in Section 4.3.1 above, are products of thereview of other
documents. The reviews on which those documents are based must be performed according to the
requirements of DOE policy and orders. Guidance on the review process and criteriaisdetailedin
other documentation supporting oversight of LLW disposal facilities. For example, the processand
criteria for review of PAs and CAs are described at length in Chapter 2 of this manual. The
documentsthat must bereviewed for facilities managed under the requirements of DOE O 435.1and
the primary parties responsible for the review, are the following:

. Performance Assessment — reviewed by the LFRG Review Team

. Composite Analysis — reviewed by the LFRG Review Team

. Performance Assessment Review Report — reviewed by the LFRG

. Composite Analysis Review Report — reviewed by the LFRG

. Performance Assessment Compliance Evaluation — reviewed by the cognizant Deputy
Assistant Secretary

. Composite Analysis Compliance Evaluation — reviewed by the cognizant Deputy Assistant
Secretary

. Disposal Authorization — reviewed by the cognizant Deputy Assistant Secretary

In addition to the primary review parties, other interested and affected parties will be offered
opportunities to review documents. Host site personnel will have a stake in reviews of all of the
cited documents. However, the purpose of and response to the reviews by non-primary partieswill
vary. For example, review and comment by the host site of the LFRG Review Team reports, has
bearing on their factual content, but is not relevant in disputing the opinions and views expressed
by the LFRG Review Team.
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4.3.4 Actions

Actions that must be completed prior to drafting and submitting the disposal authorization to the
cognizant Deputy Assistant Secretary are the following:

1 Approval by the cognizant Deputy Assistant Secretary of the PA for afacility managed under
the requirements of DOE O 435.1.

2. Approval by the cognizant Deputy Assistant Secretary of the CA for afacility managed under
the requirements of DOE O 435.1.

3. Review by the cognizant Deputy Assistant Secretary of appropriate CERCLA documentation
for a facility managed under the requirements of CERCLA. In this context, the term
“appropriate CERCLA documentation” meansthewritten material sprepared to demonstrate
compliance with the substantive low-level disposal requirements of DOE O 435.1.
Specificaly included in such written materials are crosswalks between CERCLA
requirements and DOE O 435.1 requirements which are used as the basis for issuance of a
disposal authorization by the cognizant Deputy Assistant Secretary.

4, Approva by the cognizant Deputy Assistant Secretary of any additiona material
demonstrating compliance with substantive requirements not met through the CERCLA
process. For example, if the CERCLA processfor evaluation of interacting sources does not
satisfy the DOE requirement for a CA, then a separate CA must be prepared and approved
by the cognizant Deputy Assistant Secretary.

44  Preparation

The following description uses the base case for the development of the Disposal Authorization
Statement. A disposal facility that is managed under the requirements of DOE O 435.1 will have
a PA and CA completed and approved at the time of preparation of the Disposal Authorization
Statement. The process for that base caseisillustrated in Figure 4-1. A variation of the base case
also described in this section is the case of step-wise approval of the PA and CA with interim
operation of the disposal facility. That case is described by the flowchart in Figure 4-2. Another
variation described is the use of the CERCLA process to demonstrate compliance with DOE
radioactive waste management requirements and the use of a CERCLA record of decision or a
disposal authorization to document the final approval for disposal. That caseisdescribed in Figure
4-3.
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4.4.1 Drafted by the Low-Level [ _ _ - ,
. - Figure 4-1. Disposal Authorization Statement Preparation Processfor LLW
Waste DISpOSSJ FaC”'ty Disposal FacilitiesManaged Under DOE Orders
Federal RE'VIEW Group (The prerequisitesfor a disposal authorization statement are presented in Table 4-1)

The disposal authorization is based
on the PA and CA. Thus, it cannot
be prepared until those documents
are reviewed and approved. Three
other documents that also need to be
prepared and reviewed prior to
drafting a Disposal Authorization
Statement are (1) the Preliminary |  ©=Fores
Monitoring Plan, (2) the Preliminary

Facility
Managed Under
CERCLA

(See Figure 4-3)

Closure Plan, and (3) the PA/CA Al Ves ~ LFRGDralt LFRG Roview
Maintenance Plan. Furthermore, a Crts | S || e Reison
waste characterization program and a v
waste certification program must be o Comment
in place. Upon completion of these NN
actions, the Disposal Authorization Futher LFRG
Statement is to be prepared by the Rerson
LFRG for consideration by the i
cognizant Deputy Assistant Ng Submit o cognizant
Secret ary. L Deputy Assistant Secretary
442 Guidance for Draft /

Preparation

YEV Maintain Disposal

The final Disposal Authorization oo b puroreaon s

Statement is not issued by the
cognizant Deputy Assistant Secretary
until both the PA and the CA have
been approved and all conditions
necessary for the disposal facility to
follow asaresult of both analyses have been determined. However, thetiming of submittals of PAs
and CAsfrom some DOE sitesto Headquartersfor review iscomplicated by the fact that some PAs
have been completed and reviewed already, while CA reviews are just beginning. Thiscould result
in the completion of LFRG activities on some PAs in advance of those concerning the CA for the
same facility.
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Table4-1. Prerequisitesfor a Disposal Authorization Statement

Interim Disposal Authorization Statement

Final Disposal Authorization Statement

Performance Assessment (PA)
PA Review Report

PA Compliance Evaluation
Preliminary Monitoring Plan
Preliminary Closure Plan

Performance Assessment

PA Review Report

PA Compliance Evauation
PA Maintenance Plan
Preliminary Monitoring Plan
Preliminary Closure Plan
Composite Analysis (CA)
CA Review Report

CA Compliance Evaluation
CA Maintenance Plan

Maintenance Plan.

NOTE: Corresponding Performance Assessment and Composite Analysis documents can be combined. For
example, the PA Maintenance Plan and the CA Maintenance Plan can be combined into a single PA/CA

If this occurs, the LFRG should
modify the process to accommodate
thisevent. A suggested approachisto
develop the PA Compliance
Evauation for the disposal facility,
conditionally approving the PA and
allowing operationsto continue. One
condition of allowing operations to
continue would specify the time of
submittal of the fina CA by the site.
Conditions on the operation of the
facility, until the CA is completed,
should aso be considered, such as
limitations of acceptance of
radionuclides that may be potentially
critical radiation dose contributorsin
the CA.

The draft Disposal Authorization
Statement should be prepared
following the completion of the
review and approva of both the PA
and the CA. In this case,
documentation on the facility
accompanying the Disposal
Authorization Statement, prepared by
the LFRG, could include two
Compliance Evaluations, one for the
PA and one for the CA. The
conditions in the draft Disposal
Authorization Statement would be an

Figure 4-3. Disposal Authorization Statement Preparation Process
for LLW Disposal Facilities Managed Under CERCLA

(Assumption: Only EM-40 will use CERCLA for LLW Disposal.)
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appropriate consolidation of
discussions from the two Compliance
Evaluations.

Primary direction to the LFRG for
preparation of the Disposal
Authorization Statement is provided
by the cognizant Deputy Assistant
Secretary in consultation with other
Deputy Assistant Secretaries and the
Environment, Safety and Health
Office of Environmental Policy and
Assistance (EH-41). The LFRG may
in turn request the assistance of the
Review Team leader, if one was
appointed to lead a Review Team in
reviewing thefacility’ sSPA and/or CA.

44.3 CERCLA Facilities Process

For facilities that are managed under
the CERCLA process, akey document
is the record of decision. If the
managers of such facilities choose to
demonstrate compliance with the
substantive requirements of DOE O
435.1viathe CERCLA processandits
results, then the record of decision for
the environmental restoration activity
may be used to satisfy the Disposal
Authorization Statement requirement.
Figure 4-3 illustrates the process for
facilities managed under CERCLA.

The record of decision should include the information that would otherwise be included in the
Disposal Authorization Statement. Note that when the CERCLA processis used, compliance with
the administrative requirements of the DOE radioactive waste management order need not be

demonstrated.

Figure 4-2. Disposal Authorization Statement Preparation Process for
Interim Operations Pending Completion of All Prerequisites

All Interim
Disposal Authorization
Statement Prerequisites
Available?

N Prepare prerequisites
—NO P for Interim Disposal

Authorization Statement

LFRG prepares draft Disposal
Authorization Statement for interim wl| LFRG Review
operation pending completion of the A and Revision
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by Deputy Assistant Deputy Assistant
Secretary? Secretary
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Authorization Statement [——
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Regular LFRG
Reviews

A 4

Final Disposal
Authorization Statement
Prerequisites
Avallable?

@Yﬁ

Continue preparation of Composite
Analysis and other prerequisites for
Disposal Authorization Statement

4.4.4 Disposal Authorization Contents

Satisfaction of Performance Objectives

The disposal authorization should unambiguously identify the facility and the design that is being
authorized for operation. For example, if the PA and its conclusions are based on the use of an
engineered barrier (e.g., concrete vault), the disposal authorization should clearly indicate that the
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authorization is for disposal in that type of facility and variations (e.g., trench disposal) are not
covered by the PA and the disposal authorization.

The highest level element of the required disposal authorization is a declaration that analyses and
documentation for the subject facility provide a reasonable expectation that the performance
objectives described in the DOE radioactive waste management order will be satisfied. A related
high level element of the required authorization is a declaration that the facility will not require
subsequent corrective action or remedial action in order to continue to satisfy the performance
objectives.

Facility-Specific Conditions

Items that are to be recorded in the disposal authorization include all conditions and limitations
imposed on the facility in the areas of design, construction, operations, and closure, and on
maintenance of the analysis which supports authorization of the facility. Specific conditions and
limitations should be considered for waste acceptance and receipt, waste form, monitoring, and
record keeping. Documents that must be maintained (i.e., kept up-to-date) include the PA, CA,
Disposal Authorization Statement, monitoring plan, maintenance plan, and the closureplan. Specific
conditions requiring the conduct of certain monitoring, testing, or research may be invoked if
deemed necessary to confirm parameter selection or assumptions on facility performance presented
inthe PA.

Facility-specific conditions may be derived through the results of the PA and the CA. To facilitate
the preparation of the Disposal Authorization Statement, the staff should examine the PA and CA
for detailed explanations of how the results of the analyses were used to derive radionuclide limits.
In addition to constraining the site to those limits derived from the PA and/or CA, a condition may
be imposed that requires that additional limitations on receipt or method of disposal of certain
radionuclides be incorporated into site operating documents.

List of Permits, Licenses, and Other Authorizations

TheDisposal Authorization Statement must includealist of all permits, licenses, and authorizations
required by applicable federal and state statutes and their implementing regulations and
requirements. For each such permit, license, and authorization, the disposal authorizationisto also
state the date granted, the duration, the granting party, and a citation that will allow reliable access
to the original or a current copy of fina documentation.

445 Disposal Authorization Review

Thedraft Disposal Authorization Statement may be prepared by one or more membersof the LFRG
or its support staff including the Review Team |leader if a Review Team was established to review
the PA and/or CA for thefacility. Upon completion of the draft, it will be submitted for review and
comment to the LFRG membersand any Review Team leadersfor thefacility. Appropriaterevisions
will be performed and the revised draft will be submitted to the host site for review. Following
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incorporation of site comments, as appropriate, the final draft disposal authorization will be
submitted to the cognizant Deputy Assistant Secretary for consideration.

4.4.6 Grantor of Final Approval

The disposal authorization will be approved or disapproved by the cognizant Deputy Assistant
Secretary.

45  Follow-Up Activities

Successful maintenance of the key documents describing expected performance of DOE LLW
disposal facilities depends on three elements. (1) reviews and revisions of the PA and CA, (2)
monitoring, and (3) test and research activitiesrelated to the PA and CA. Thissection describesthe
requirements that support successful maintenance of the key documents and, in particular, the
disposal authorization.

45.1 Regular Compliance Reviews

The principal source of guidance for maintenance of key documentation supporting operation of
DOE LLW disposal facilitiesis the Maintenance Guide for U.S. Department of Energy Low-Level
Waste Disposal Facility Performance Assessments and Composite Analyses. This document
specifiesannual reviews of the continued adequacy of the PA for each DOE LLW disposal facility.
Any changes to the PA necessitated by the annual reviews should be evaluated to determine if
conforming changes to the disposal authorization are needed. A similar requirement for annual
review of LLW disposal facility operations is included in DOE O 435.1, and a condition may be
added to the disposal authorization that certain reviews be performed on a schedule other than the
annual schedule.

In addition to the annual reviews, intermittent reviewsmay a so be performed at the discretion of the
LFRG or other DOE Headquarters organizations with responsibilities for line management or
independent oversight of DOE LLW disposal facilities.

45.2 Monitoring

The monitoring and actual performance of a disposal facility can provide datathat will confirm or
refute the expected performance of adisposal facility. Inaddition to direct release data, monitoring
can also provide refined parameters such as soil permeability and groundwater travel time required
for performance models. Any such refined data should be used to update the modeling of
performance and to determine whether changes are needed in key analyses such asthe PA and CA.
Necessary changes in those documents should be accompanied by conforming changes in the
disposal authorization and may include changes in or additions to the conditions included in the
disposal authorization for design, construction, operations, and closure of the facility.
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45.3 Research and Development

In addition to facility-specific data-gathering and refinement, research and development in waste
disposal facility design, construction, operations, and closure can precipitate the need for revision
of key documentation including the Disposal Authorization Statement.

46  Records Management

Therecord keeping practicesfor DOE LLW disposal facilities are to comply with the requirements
of DOE O 200.1, Information Management Programs, and DOE O 5700.6C, Quality Assurance. For
DOELLW disposal facilitiesmanaged under therequirementsof CERCLA, therecords management
requirement of the CERCLA process will apply as well as following more specific guidance.

4.6.1 RecordsRetained

For afacility managed under DOE radioactive waste management requirements, the following are
the minimum suite of documents that must be retained and kept up-to-date for each such facility.

@ Performance Assessment

2 Composite Analysis

(©)) Performance Assessment Review Plan

4 Composite Analysis Review Plan

5) Performance Assessment Review Report

(6) Composite Analysis Review Report

@) Performance Assessment Compliance Evaluation
(8 Composite Analysis Compliance Evaluation

9 Disposa Authorization

For aDOE LLW disposal facility managed under the provisionsof CERCLA, any of the documents
abovethat are prepared for thefacility must beretained. Inaddition, if thefacility record of decision
serves as the written disposal authorization, it must be retained as well as the crosswalk or
documentation that demonstrateswhich actionsand documentation of the CERCLA processindicate
compliancewiththe substantiverequirementsof DOE radioacti vewaste management manual 435.1.

4.6.2 Responsible Organizations

Generaly, the organization responsible for generation of each of the documents above is to retain
the original and other key organizations are to retain copiesto provide eas er access and to promote
preservation of a complete record for the facility. The following specifies the organization
responsible for retention of the original copies of the key documents. The organization responsible
for retaining each original is also responsible for distributing revisions to the other record retention
organizations.
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Q) Performance Assessment — Disposal Facility

2 Composite Analysis— Disposal Facility

(©)) Performance Assessment Review Plan — LFRG

4 Composite Analysis Review Plan — LFRG

5) Performance Assessment Review Report — LFRG

(6) Composite Analysis Review Report — LFRG

@) Performance Assessment Compliance Evaluation — LFRG
(8 Composite Analysis Compliance Evaluation — LFRG

9 Disposa Authorization Statement — Disposal Facility

In addition to the LFRG and disposal facility files, acomplete set of copies of these documents will
be maintained by the Center of Excellence for Low-Level Waste Management.

4.7  Preparation Schedule

A schedulefor completion and approval of the Disposal Authorization Statements (or the CERCLA
aternative) is provided in the 94-2 Implementation Plan. A corresponding provision in DOE O
435.1, the requirement for a complex-wide low-level waste management plan, contains a schedule
to be followed for preparation of disposal authorizations for disposal facilities that do not already
|pOSSess one.
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CHARTER

OFFICE OF ENVIRONMENTAL MANAGEMENT
Low-LEVEL WASTE FEDERAL REVIEW GROUP

l. Mission

The Office of Environmental Management (EM) Low-Level Waste Federal Review Group (LFRG)
was established to fulfill the requirements contained in Section |.2.E(1)(a) of DOE Order 435.1 and
exercised by the upper-level managers of the Office of Environmental Management (EM). The
LFRG assists upper-level EM managers in the review of documentation related to the approval of
PAsand CAsor appropriate Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA) documentation as described in Section Il of this charter. Through its efforts, the
LFRG supports the issuance of Disposal Authorization Statements for low-level radioactive waste
disposal. The LFRG also assists in other duties associated with low-level waste (LLW) disposal
authorizations as assigned by upper-level EM managers.

. Objectives

Through the establishment and implementation of the LFRG process, the Department evaluates
operational suitability of DOE disposal facilities through compliance with DOE LLW disposa
requirements. The LFRG process supports the self-regulation responsibility imposed on the
Department of Energy (DOE) under the Atomic Energy Act of 1954 as amended.

The specific objectives of the LFRG are:

. Track the preparation and completion status of documents prepared to demonstrate
compliance with DOE LLW disposal requirements and report this information to
upper-level EM managers,

. Develop and conduct a formal review process that documents an auditable analysis and
review of key documents and provides for creation and maintenance of the administrative
record of the LFRG and its actions;

. Review documentation submitted by LLW disposal facility host sitesand support the process
of granting Disposal Authorization Statements,

. Provide the cognizant upper-level EM managers with approval recommendations that
represent the decisions of the LFRG membership;

. Prepare Disposal Authorization Statements, with conditions when justified, for DOE LLW
disposal facilities; and

. Conduct reviews and assessments as directed by upper-level EM managers and provide
recommendations.
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The key documents, utilized to support development and approval of Disposal Authorization
Statementsfor DOE LLW disposal facilities, consist of one of two document sets. (1) an approved
PA and CA; or (2) appropriate CERCLA documentation that demonstrates compliance with the
substantive requirements of DOE Order 435.1. Demonstration of compliance through the
appropriate CERCLA documentation shall be summarized withacrosswalk that identifieseach DOE
LLW requirement satisfied by CERCLA. Substantive DOE LLW requirements unsatisfied by
CERCLA areto becomplied with separately. The LFRG isresponsiblefor the determination of the
adequacy of CERCLA documentation and for demonstrating compliance with DOE LLW
requirements.

Based upon the review of either document set, a Disposal Authorization Statement is prepared by
the LFRG for consideration by the cognizant upper-level EM manager. Upon approval, the Disposal
Authorization Statement is signed by the cognizant upper-level EM manager.

[I. Organization

The Co-Chairs of the LFRG are appointed by upper-level EM managers from among their staffs.
The Co-Chairsareresponsiblefor establishing and maintai ning LFRG membership and establishing
operating procedures, conducting meetings, and communicating results of LFRG deliberations to
affected sites and to upper-level EM managers. Procedures, responsibilities, schedules, and other
appropriate information for organization and operation of the LFRG will be documented in the
LFRG Program Management Plan.

Membersof the LFRG arerecruited by the Co-Chairsin consul tation with upper-level EM managers.
The membership of the LFRG shall consist of Federa employees from Headquarters and field
organizations. A representative from the DOE Office of Environment, Safety and Health (EH) shall
serve on the LFRG to provide environment, safety, and health technical expertise. Members of the
LFRG are expected to be competent in the technical eval uation of the documentation to bereviewed
by the LFRG, to possess expertisein policy analysis, and to hold positionsthat authorize them to act
on behalf of their respective organizations. The members of the LFRG are responsible for
participation in the meetings of the LFRG and other activities as directed by the Co-Chairs.
Continued membership on the LFRG is dependent upon adequate participation and timely review
of documentation as determined by the Co-Chairs. Membersof the LFRG shall serve until replaced
or removed by the Co-Chairs.

A Review Team is established for each specific sitereview. A Review Team leader is selected by
the LFRG Co-Chairsin consultation with the LFRG members and must be aFederal employee. The
Review Team leader sdlects the balance of Review Team members with the concurrence of the Co-
Chairs. Review Team members are selected based on their qualifications for addressing key
elements of the documentation to be reviewed. One or more of the Review Team memberswill be
an LFRG member.
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V.  Quorum and Voting

The desired quorum for deliberations by the full LFRG is a majority of the current membership
(which includes the Co-Chairs). The LFRG Co-Chairs seek a consensus on the decisions of the
LFRG. Ultimately, decisions are approved by affirmative vote of a simple majority of the LFRG
members and Co-Chairs. Minority reports may be appended to records of LFRG decisions at the
request of any member or Co-Chair. Only LFRG membershavevoting rights. Theserightsmay not
be delegated to individuals participating in LFRG activities as representatives of the members.

In instances when a majority cannot be achieved, the LFRG Co-Chairs may jointly act on behalf of
the LFRG. Decisions made solely by the Co-Chairs on behalf of the majority must be documented
in writing and noted as having been made by the Co-Chairs rather than by majority.

V. Authorizations

Mark W. Frei James J. Fiore
Acting Deputy Assistant Secretary for Acting Deputy Assistant Secretary for
Waste Management Environmental Management
VI.  Concurrences
Jay Rhoderick William E. Murphie
LFRG Co-Chair LFRG Co-Chair
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Appendix B - Definitions

ACUTE EXPOSURE SCENARIOS. Acute exposure scenarios are hypothetical situations
developed for the purpose of forecasting the radiation dosesthat inadvertent intruders could receive
due to a short-term, high-intensity exposure to waste from a closed disposal facility.

ALPHA LOW-LEVEL WASTE. Alphalow-level wasteislow-level wastethat containstransuranic
radionuclidesin concentrations over 10 nanocuries per gram but less than 100 nanocuries per gram.
(Waste in which the concentration of transuranic radionuclides is greater than 100 nanocuries per
gram is generally classified as transuranic waste.)2

CHRONIC EXPOSURE SCENARIOS. Chronic exposure scenarios are hypothetical situations
developed for the purpose of forecasting the radiation dosesthat inadvertent intruders could receive
dueto long-term, relatively low exposures to waste from a closed disposal facility.

CLOSURE. Deactivation and stabilization of a radioactive waste facility intended for long-term
confinement of waste. [DOE Manual 435.1]

COGNIZANT DEPUTY ASSISTANT SECRETARY. For alow-level waste disposal facility, the
cognizant deputy assistant secretary is the one to whom operators of the facility ultimately report
through normal line management chains.

COMPLIANCE EVALUATION. A compliance evaluation is awritten evaluation prepared by the
Low-Level Waste Federal Review Group to document theacceptability of aperformance assessment,
acomposite analysis, or both for a specific disposal facility.

COMPOSITE ANALY SIS. An analysis that accounts for all sources of radioactive material that
may contributeto thelong-term dose projected to ahypothetical member of the publicfrom an active
or planned low-level waste disposal facility. The analysisis aplanning tool intended to provide a
reasonabl e expectation that current low-level waste disposal activitieswill not result in the need for
future corrective or remedial actions to ensure protection of the public and the environment. [DOE
Manual 435.1]

DISPOSAL. Emplacement of wastein amanner that ensures protection of the public, workers, and
the environment with no intent of retrieval and that requires deliberate action to regain accessto the
waste. [DOE Manual 435.1]

DISPOSAL AUTHORIZATION STATEMENT. Documentation authorizing operation (or
continued operation) of alow-level waste disposal facility resulting from the DOE Headquarters
review and acceptance of the facility’s performance assessment, composite anaysis, and other
information and evaluations. The disposa authorization statement constitutes approval of the
performance assessment and composite analysis, authorizes operation of the facility, and includes
conditions the disposal facility must meet. { DOE Manual 435.1]
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LOW-LEVEL WASTE. Low-level radioactive waste is radioactive waste that is not high-level
radioactive waste, spent fuel, transuranic waste, byproduct material (as defined in Section 11.e(2)
of the Atomic Energy Act of 1954, as amended), or naturally occurring radioactive materia. [DOE
Manual 435.1]

LOW-LEVEL WASTE FEDERAL REVIEW GROUP. The Low-Level Waste Federal Review
Group was chartered by the two Deputy Assistant Secretaries in the DOE Office of Environmental
Management who have principal line management responsibility for DOE low-level waste disposal
facilities. Its primary purpose is to assist those Deputy Assistant Secretaries in reviewing
assessments and analyses of low-level waste disposal facilities and making recommendations on
their acceptability.

MIXED LOW-LEVEL WASTE. Low-level waste that contains both source, specia nuclear or by-
product material subject to the Atomic Energy Act of 1954, asamended, and a hazardous component
subject to the Resource Conservation and Recovery Act. [DOE Manual 435.1]

PA/CA REVIEW PLAN. A plan prepared to organize the review of the performance assessment,
the composite analysis, or both for a specific disposal facility. The plan is prepared by the Review
Team empaneled to perform the review and is approved by the Low-Level Waste Federal Review
Group.

PA/CA REVIEW REPORT. Thewritten report of a Review Team describing the findings reached
by the Review Team in the course of reviewing for a specific disposal facility the performance
assessment, the composite analysis, or both.1

PERFORMANCE ASSESSMENT. Ananaysisof aradioactive waste disposal facility conducted
to demonstratethereisareasonabl e expectation that performance obj ectivesestablished for thelong-
term protection of the public and the environment will not be exceeded following closure of the
facility. [DOE Manual 435.1]

POINT OF ASSESSMENT. The physical location at which monitoring and modeling for facility
performance are to be performed. The default point of assessment for a low-level waste disposal
facility isthe outer perimeter of a 100 meter wide buffer zone around the boundary of the disposal
facility. A point of compliance closer to or further from the facility boundary may be used but
justification isrequired. For example, the point of compliance for adisposal facility in atract to be
maintained under institutional control could be argued to be the boundary of theinstitutional control
area.

RADIOACTIVEWASTE MANAGEMENT BASIS. The radioactive waste management controls
applied to DOE facilities, operations, and activities to provide near- and long-term protection of
public, workers, and the environment. The radioactive waste management basisconsistsof controls
and analyses such as facility waste certification programs, facility waste acceptance requirements,
low-level waste disposal facility closure plans, performance assessments, composite analyses and
other facility-specific processes, procedures, and analyses made to comply with DOE 0435.1 and
its Manual. [DOE Manual 435.1]
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WASTE ACCEPTANCE CRITERIA. Wasteacceptancecriteriaarethetechnical and administrative
requirementsthat awaste must meet in order for it to be accepted at astorage, treatment, or disposal
facility. [DOE Manual 435.1]

WASTEACCEPTANCE REQUIREMENTS. Wasteacceptancerequirementsarewaste acceptance
criteria, and all other requirementsthat afacility receiving radioactive waste for storage, treatment,
or disposal must meet to receive waste (e.g., waste acceptance program requirements, receiving
facility operations manual). [DOE Manual 435.1]

WASTE DISPOSAL UNITS. A wastedisposal unitisadiscrete, essentially continuous volumein
which waste is disposed and includes near-field engineered and natural barriersthat separateit from
other near-by waste disposal units.
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REVIEW PLAN
FOR THE
[SITE NAME]
COMPOSITE ANALYSIS

[MONTH, YEAR]
PREPARED BY THE DOE [SITE NAME]
COMPOSITE ANALYSISREVIEW TEAM
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Review Plan for the [Site Name] Composite Analysis

1. Introduction
Purpose of this Review Plan
Scope of the Review
Schedule for the Review

2. Review Team
Team Selection
Guidance and Training
Team Members
Review Assignments
Qualifications

3. Site and Facility Visit
Pre-Site Visit Activities
Team Training
Coordination of Site Activities and Information Needs
Agenda
Security and Health and Safety Planning

4. Administrative Record
5. Quality Assurance
6. Technical Review Criteria
7. Attachments
Attachment 1 - Schedule for the Review

Attachment 2 - Reviewer Qualifications
Attachment 3 - Agendafor the Site Visit
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1 Introduction
Purpose of the Review Plan

The purpose of thisreview planisto define the mechanisms by which the Review Team will operate
in the review of the [Site Name] Composite Analysis, to define the team selection criteria and
gualifications, to give an overview of the planned sitevisit, to discussteam meetings, to define what
will constitute the administrative record, to discuss the application of quality assurance criteriato
the review, and to detail the technical review criteria.

Scope of the Review

The scope of the review is the [Site Name] Composite Analysis (CA). The two Performance
Assessments (PA) for the [Site Name] site and the associated supplemental PA information and
Compliance Evaluationswill be used asreference material to ensure aconsistent approach between
the PAs and the CA.

Schedule for the Review

The schedule for the review is tentatively set forth as described in Attachment 1. The deliverable
date for the final product will be dependent upon the degree of comment and comment resolution
that is necessary for the team to come to a consensus on the adequacy of the document.

2. Review Team
Team Salection

The CA Review Team was selected based on their experience and knowledge of the specific subject
areas. The expertise that was determined to be necessary include the following: Waste
Characterization, Hydrology, Waste Management, Environmental Restoration, Heath Physics,
Environmental Regulations, and Safety Analysis.

Guidance and Training

Guidance has been provided to the team members in the form of the Draft PA and CA Review
Guidance Manual and in this Review Plan. Training on the guidance, Review Plan, the PA and CA
process, and the intended result of our review will be provided prior to the site visit for those team
members new to the PA/CA process.

Team Members

Team Leader DOE-ID
Review Coordinator LMITCO
Core Member EH-41
Core Member DOE-RL
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Core Member PNL
Core Member Consultant
Core Member Consultant

Review Assignments

Environ. Reg.

Environ. Rest.

Health Physics

Hydrology

Safety Analysis

Waste Char.

Waste Mgt.

Team Leader

X

X

Consultant

X

DOE/RL

X

PNL X X X

Consultant X X

EH-41 X X

DOE/CH X X

Qualifications

Theteam memberswere sel ected according to thelr various expertise and existing qualificationsand
in response to the identified needs for the review. Team member qualifications are included in
Attachment 2 of this plan.

3. Site and Facility Visit
Pre-Site Visit Activities

Prior to the sitevisit, team members are expected to have accomplished several activities. All of the
documentation for the applicable PAs, Addendums, and approval authorizations; and the CA should
have been delivered to each of the team members. The team members are responsible for
understanding the layout of the material for the PAsand thelocation of the material that is pertinent
to each area of expertise, reading the site CA, reading the review guidance, and reviewing and
providing comments on the draft Review Plan. In addition, theteam will have the responsibility for
performing the Completeness Review of the CA prior to arrival at the site.

Team Training

Training will be given prior to the site visit. The training will include an overview of the PA and
CA processes, a discussion of the review criteria, and the applicability to the site.
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Coordination of Ste Activities and Information Needs

Coordination between the Review Team and the sitewill utilize the Team Leader and the cogni zant
DOE site Program Manager as the principle points of contact. All information requests need to be
coordinated between these two individuals.

Agenda

The draft agenda for the site visit is included as Attachment 3. The description of needed
presentationsfrom the CA preparersare preliminary and may change asteam membersdevel op their
individual lines of inquiry.

Security and Health and Safety Planning

Prior to the sitevisit, the Review Coordinator will make the necessary arrangements and coordinate
the information flow to ensure that security badges are secured for attendees and any other security
or clearance matters are handled prior to arrival.

Also, asapart of preparation for the site visit, the Review Coordinator should ensure that necessary
health and safety planning has occurred. If the team members are going to be walking in or around
areas under which OSHA health and safety and/or other regulations apply, the Review Coordinator
needs to identify what the requirements are for each person attending and ensure that necessary
training or training waivers is covered so that unnecessary delays or other problems do not occur
once the Review Team has arrived at the site.

4. Administrative Record

TheReview Coordinator will establish an administrativerecord filefor documenting thereview and
the results of the review of the CA. All records associated with the review, identified below, shall
beapart of the Administrative Record. Therecord fileis subject to and administered in accordance
with the Quality Assurance process as identified in Section 5.

The Administrative Record will be maintained by the Review Coordinator and will consist of the
following materials:

Applicable PAS;

Applicable PAs Addendums;

Applicable PA approval authorizations;

Site CA;

Meeting minutes from all conference calls;

Organizational Conflict of Interest forms;

Site Visit Summary documenting important activities and observations of the site visit;
All correspondence between the team and the site, the LFRG, and DOE-HQ;

All comments and comment resolutions; and

The final Review Team report.

v v \4 \4 \4 \4 v v v v
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5. Quality Assurance

The CA review will be conducted in accordance with the standards identified in 10 CFR 830.120.
Using the graded approach described in paragraph 830.120(b)(1), the Quality Assurance Program
for the CA review iscontained in thisReview Plan. The paragraph that is deemed applicableto this
review effort is 830.120(c)(1). Paragraphs 830.120(c)(2) and (c)(3) are deemed to be functions of
the Low-Level Waste Federal Review Group in that quality assurance for the following functions
involve the oversight of work processes used:

(c)(2) Performance M) Work Processes.

(i) Design.

(i)  Procurement.

(iv)  Inspection and Acceptance Testing.
(c)(3) Assessment (1) Management A ssessment.

(i) Independent Assessment.

The criteriaidentified in paragraph (c)(1) is applicable to the review effort and is met as described
below.

(c) Quality Assurance criteria.
Q) Management
(1) Program.
A written QAP shall be developed, implemented, and maintained. The QAP
shall describethe organizational structure, functional responsibilities, levels
of authority, andinterfacesfor those managing, performing, and assessingthe
work. The QAP shall describe management processes, including planning,
scheduling, and resource considerations.

Thiscriteriaismet by the approval of thisReview Plan in conjunction with the draft PA and
CA Review Guidance Manual.

(i) Personnel Training and Qualification.
Personnel shall be trained and qualified to ensure they are capable of
performing their assigned work. Personnel shall be provided continuing
training to ensure that job proficiency is maintained.

Theindividual son theteamwer e sel ected specifically because of their existing qualifications
to performthe necessary review. These qualificationsare given in Attachment 2. Training
for theteamisbeing provided to preparetheteammembersfor thereview. Thiswill include
a discussion regarding the review processes to be used for the CA review and a historical
per spective of the PA/CA process. Thetraining will be conducted prior to the site visit and
will include the information identified in Section 3.
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6.

(@iii)  Quality Improvement.

Processes to detect and prevent quality problems shall be established and
implemented. Items, services, and processes that do not meet established
requirements shall be identified, controlled, and corrected according to the
importance of the problem and the work affected. Correction shall include
identifying the causes of problems and working to prevent recurrence. Item
characteristics, processimplementation, and other quality-related information
shall be reviewed and the data analyzed to identify items, services, and
processes needing improvement.

This criteria will be implemented such that documents and processes that do not meet
established requirements shall be identified, controlled, and corrected according to the
importance of the problem and the work affected. The process of the technical review and
preparing the report and recommendations will be monitored by the Team Leader and
corrections will be made as necessary to correct identified deficiencies. It is the
responsibility of each team member to identify any opportunities for improvement to the
Team Leader.

The final report from the team will include a section which identifies opportunities for
improvement in the overall PA/CA review and approval process and in the Guidance
Manual.

(iv)  Documents and Records.
Documents shall be prepared, reviewed, approved, issued, used, and revised
to prescribe processes, specify requirements, or establish design. Records
shall be specified, reviewed, approved, and maintained.

Document preparation and review processes will be conducted to meet the requirements
identified in the Guidance Manual and in this Review Plan. Each team member is
responsible for the quality of their individual contribution and the Team Leader is
responsiblefor theoverall quality of thework products. Therecordsare specifiedin Section
4 and they will be prepared, and approved by the Team Leader. Maintenance of therecords
isthe responsibility of the Review Coordinator.

Technical Review Criteria

A copy of the Technical Review Criteria from the Low-Level Waste Disposal Facility Federal
Review Group Manual will be provided and discussed in detail at the Review Team Kickoff
Meeting.
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Attachment 1 - Schedulefor the CA Review

June 7-11 Finalize Review Team

June 11 Propose Review Team membersto the LFRG

June 12 - July 23 Compl eteness Review of the site CA

July 5 Draft Review Plan to team members

July 14 Comments from the team on the draft Review Plan

July 18 Finalize Review Plan and submit to the LFRG for approval

July 21 Comments due to Review Team Coordinator from the Compl eteness Review along with a
listing of needed documents and interviews/lines of inquiry during the site visit

July 24 Transmittal to the site, the list of additional information, interviews, etc., to be available
during the site visit

August 2 Compilation of comments from Completeness Review to Team Leader

August 9-13 Site Visit

August 13 - September 15 Technical Adequacy Review of the CA.

September 15 Review comments due to the Review Team Coordinator.

September 22 Team meeting in Salt Lake City to discuss major comments and any need for additional
information, interviews, etc. Transmit comments to the site. Assignments for writing the
Review Team Report.
Upon receipt of comment resol utions, determine any need for additional analysis and the
recommendation from the team.

October 15 Complete the Review Team Report and submit to the LFRG along with the

recommendation regarding disposition of the applicable CA and the applicable PAs.

November 8-9

M eeting between Review Team and the LFRG.
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Attachment 2 - Team Member Qualifications

Review Team Resumes [outling]

NAME

Educational Background:

Additional Course Work:

Professional Experience [in reverse chronological order]:

Technical Expertise:
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Attachment 3 - Agendafor the Site Visit

Tuesday, August 10

1:00 Training for team members

Wednesday, August 11
8:00 Facility In-brief, badging
8:30 Overview of the CA
Briefly address:
> Coordination of the CA with the Land Use Plan
> Between ER/WM/D& D Programs
> Environmental Monitoring Report
10:00 Hydrology Overview
11:30 Lunch
12:30 Tour of Facilities
6:00 Dinner/Team Meeting
Thursday, August 12
8:00 Identification of contributing source terms
10:00 Processfor characterizing source terms
11:30 Lunch

12:30 Additiona interviews/briefings as necessary

4:30 Meeting Closeout
Identification of additional information or interviews needed
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Appendix E
Confidentiality and Conflict of
Interest Certification
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Confidentiality and Conflict of Interest Certification

To ensurecompl eteindependencein performing the performance assessment and compositeanaysis
review, as applicable, each Contractor on the DOE/LFRG Review Team shall agree to and execute
an organizational conflict of interest certification statement as given below.

To:

From:

Regarding my involvement in review of the following project:

(Name of Disposal Facility)

| certify that | will not disclose, except pursuant to the order of acourt of competent jurisdiction, any
information regarding the subject procurement either during solicitation or evauation of
guotations/proposals, or any subsequent time, to anyone who does not have authorized accessto the
information, and then only to the extent that such information is required in connection with such
person’s official responsibilities. | aso certify that:

1. | shall not use “privileged information” acquired through my participation in this process for
personal gain.

2. 1 donot have any financial interest that conflicts substantially, or even appears to do so, with
duties associated with this process.

3. Naether I, my spouse, nor my child will accept anything of monetary value from any person or
company seeking to do businessthrough this project review. (Even seemingly trivial courtesies
can present the appearance of impropriety or create a subtle sense of obligation and must be
avoided.)

4. | have not participated in any activities or conversations with any parties that would give any
potential offeror an unfair competitive advantage on this project review.

5. Thereareno personal or professional interests, influences, or issues, that will affect my ability
to render an impartial, unbiased, and fair evaluation and recommendations.

Signature

Print Name

Date
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Attachment 1

DATE: July 22, 1999

SUBJECT: Fina Review Team Report for the Hanford Site 200 Area Plateau Composite
Analysis and the Immobilized Low-Activity Tank Waste Performance Assessment

TO: Low-Level Waste Disposal Facility Federal Review Group

FROM: Joel Case, DOE-ID Review Team Leader

Attached is the Fina Review Team Report for the Hanford Site 200 Area Plateau Composite
Analysis and the Immobilized Low-Activity Tank Waste Performance Assessment. The Review
Team recommends the following:

»  ThePerformance Assessment for the Immobilized Low-Activity Tank Waste be accepted with
the following condition: Hanford shall complete the near-term glass activities on the schedule
committed to in the supplemental information contained in Appendix F. The technical support
for the assumed performance of the glass waste form wasthe key issue. The waste form release
rate was acknowledged to be the primary mechanism used to limit the radionuclide releases
from the disposal facility and to limit potential future doses to exposed individuals. The
Performance Assessment | acked supporting technical datato demonstratethewasteformrelease
rate presumed in the analysis can actually be achieved with existing technology. During the
course of the review, Hanford provided an analysis of available data supporting the assumed
release rate. Hanford also committed to a program to obtain confirmatory data on glass
performance. This supplemental information is contained in Appendix F.

« TheComposite Analysisfor the Hanford Site 200 Area Plateau be accepted with thefollowing
two conditions: available dataor analysisfor radionuclide inventoriesin the Purex tunnels, the
chemical separations plants and the CERCLA sitesin the 200 Areawill be summarized and be
incorporated into the composite analysis through bounding sensitivity analyses and the Gable
Mountain pond sourceterm beeither officially incorporated within the 200 Areadisposal buffer
zone or commit to remediate it to ensure acceptable dose levels by the planned time of public
release.

The scope of this Final Review Report includes the Review Teams recommendations, a brief
description of the review process and a summary of the issues found during the review of the
Performance Assessment and Composite Analysis and a recommendation on the two outstanding
200 East and West Area Low-Level Waste Disposal Performance Assessments.. There are also
appendices incorporating the following: Review Team plan, meeting minutes, Review Team’'s
evaluation of thereview criteriacontained inthe Low-Level Waste Disposal Facility Federal Review
Group Manual, Revision 0, September 1998, Review Team’s Analysis of Hanford response to the
Hanford 200-East and 200-West Burial Grounds Performance Assessment , maps and the
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supplemental information provided by Hanford concerning the Immobilized Low-Activity Waste
glass performance.

The Final Review Report will be discussed at the Low-Level Waste Disposal Facility Federal
Review Group meeting scheduled for August 15-21, 1999. If thereare any questions, please contact
me at (208) 526-6795.

Joel Case
Team Leader
DOE Review Teamfor the RL PA/CA
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Final Report
Hanford Site 200 Area Plateau Composite Analysis and the Immobilized Low-activity Tank Waste Performance Assessment
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ATTACHMENT 1
Final Report
Hanford Site 200 Area Plateau Composite Analysis and the Immobilized Low-activity Tank Waste Performance Assessment

EXECUTIVE SUMMARY

The purpose of this report is to provide the Low-Level Waste Disposal Facility Federal Review
Group with recommendations regarding the technical acceptability of the Composite Analysis for
Low-Level Waste Disposal inthe 200 AreaPlateau of theHanford Siteand the Hanford Immobilized
Low-Activity Tank Waste Performance Assessment.

The Composite Analysisprovidesan estimate of the cumul ativeradiol ogical impactsfromtheactive
and planned low-level wastedisposal actionsand other potentially interacting sourcesat theHanford
Site. The Composite Analysisis part of the documentation required for the continued and planned
low-level waste disposal operations at the following four facilities:

e post-1988 solid waste burial grounds in the 200 West Area,
e post-1988 solid waste burial grounds in the 200 East Area,
» Environmental Restoration Disposal Facility, and

o disposal facilities for immobilized low-activity wastes.

The Performance A ssessment for theimmobilized low-activity waste disposal facilities providesthe
site specific long term environmental information needed to issue a Disposal Authorization
Statement that would allow the following:

* modification of the four existing concrete disposal vaults to provide better access for
emplacement of the Immobilized Low-Activity Tank Waste containers,

» filling of the modified vaultswith approximately 5,000 Immobilized Low-Activity Tank Waste
containers and filler materia with the intent to dispose of the containers,

» construction of the first set of next generation disposal facilities, and
» filling of thefirst set of next generation facilities.

TheReview TeamrecommendstheHanford Site 200 Area Plateau Composite Analysisbeaccepted
with conditions. There are two key issues and several secondary issues. Though the Composite
Analysis did recognize the need to expand the source term, there were significant source terms
omitted from theanalysis. Specifically noted as being absent are the chemical separation plants, the
PUREX tunnels and many CERCLA sites in the 200 Areas. The second key issue was lack of
inclusion of the Gable Mountain Pond source term. The Gable Mountain Pond either needs to be
incorporated within the 200 Area buffer zone or remediated to ensure acceptable dose levels by the
timeit isreleased to the public.

The Review Team recommends the Immobilized Low-Activity Tank Waste Performance
Assessment be accepted with one condition. Thereisonekey issue and there are several secondary
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issues. Thekey issueisthetechnical support for the assumed performance of the glass waste form.
The waste form release rate is acknowledged to be the primary mechanism used to limit the
radionuclide releases from the disposal facility and to limit potential future doses to exposed
individuals. The Performance A ssessment |acked supporting technical datato demonstratethewaste
form release rate presumed in the analysis can actually be achieved with existing technology.
However, during the course of thereview, Hanford provided an analysisof availabledatasupporting
theassumed releaserate. Hanford al so committed to aprogram to obtain confirmatory dataon glass
performance. This supplemental information is contained in Appendix F.

OnJune 27, 1996, the Department accepted with conditionsthe Performance A ssessment for the 200
West Area burial grounds and on June 30, 1997, the Department accepted with conditions the
Performance Assessment for the 200 East Areaburia grounds. Hanford has responded to al of the
conditions except for one of the conditions regarding the 200 East Area buria grounds.

The Review Team recommendsthat, upon satisfactory resol ution of the conditions of acceptance of
the Composite Analysisfor Low-Level Waste Disposal in the 200 Area Plateau of the Hanford Site,
a Disposal Authorization Statement be issued for the 200 West Area burial grounds.

The Review Team further recommends that upon satisfactory resolution of the conditions of
acceptance of the Composite Analysisfor Low-Level Waste Disposal inthe 200 AreaPlateau of the
Hanford Site and satisfactory resolution of the one outstanding condition of acceptance for the 200
East Performance A ssessment, a Disposal Authorization Statement be issued for the 200 East Area
burial grounds. The condition of acceptance for the 200 East Performance Assessment required
Richland Operation Office to complete and document a review of the adequacy of waste
characterization relative to the needs of the 200 East Areaburial grounds performance assessment.
Reliability and accuracy of waste characterization was an item of concern raised during the review
of the performance assessment. The Review Team recommends the Low-Level Waste Disposal
Facility Federal Review Group request aschedul e be submitted asto when the adequacy of thewaste
characterization program against the needs of the Performance Assessment will be performed. The
Review Team also recommends that the study be expanded to include the 200 West Area burial
grounds performance assessment.

Thelmplementation Plan for Defense Nuclear Facilities Safety Board Recommendation 94-2 notes
that the Department and its State and Federal regulators have signed aCERCLA Record of Decision
authorizing construction and operation of the Environmental Restoration Disposal Facility. However,
the Record of Decision was approved without the substantive features of the composite analysis
guidance having been met, and separate Headquartersapproval of thecompositeanalysisisrequired,
asnoted in the Implementation Plan. The Review Team notesthat approval of Hanford's Composite
Analysiswill satisfy the last remaining technical requirement identified in the Implementation Plan
associated with authorization to dispose of CERCLA remediation waste in the Environmental
Restoration Disposal Facility.
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10 INTRODUCTION
1.1  Purpose and Scope

The purpose of this report is to provide the Low-Level Waste Disposal Facility Federal Review
Group with recommendations regarding the acceptability of the Composite Analysisfor Low-Level
Waste Disposal in the 200 Area Plateau of the Hanford Site and the Hanford Immobilized Low-
Activity Tank Waste Performance Assessment.

The Composite Analysiswas prepared to provide an estimate of the cumulative radiol ogical impacts
from the active and planned low-level waste disposal actions and other potentially interacting
sources at the Hanford Site. The Composite Analysisis part of the documentation required for the
continued and planned Low-Level Waste disposa operations at the following four facilities:

e post-1988 solid waste burial grounds in the 200 West Area,
e post-1988 solid waste burial grounds in the 200 East Area,
» Environmental Restoration Disposal Facility, and

o disposal facilities for immobilized low-activity wastes.

The Performance Assessment for the immobilized low-activity wastes disposal facilities provides
the site specific long term environmental information needed to issue a Disposal Authorization
Statement that would allow the following:

« modification of the four existing concrete disposal vaults to provide better access for
emplacement of the immobilized low-activity waste containers,

 filling of the modified vaults with approximately 5,000 Immobilized Low-Activity Tank Waste
containers and filler materia with the intent to dispose of the containers,

» construction of the first set of next generation disposal facilities, and
» filling of thefirst set of next generation facilities.

The scope of this report includes the recommendations of the Review Team, a brief description of
the review process, a summary of the major issues found during the review of the Composite
Analysisand the Performance Assessment, and arecommendation on the two outstanding 200 East
and West Arealow-Level Waste Disposal Performance Assessments. Also included are numerous
appendices incorporating the Review Team plan, meeting minutes, comments, Review Team
Analysis of Hanford response to the Hanford 200-East and 200-West Burial Grounds Performance
Assessment, maps and supplemental information provided by Hanford concerning Immobilized
Low-Activity Waste glass performance.
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1.2  Composite Analysis and Performance Assessment Review Process

The review of the Composite Analysis and Performance Assessment followed the outline given in
the Review Plan for the Hanford Site 200 Area Plateau Composite Analysis and the Immobilized
Low-Activity Tank Waste Performance Assessment included in Appendix A. The team was
assembled in late November 1998, the Review Plan was drafted and finalized in December 1998.
All team members were required to read/review numerous documents prior to the site visit. The
documentsincluded, but werenot limited to the Low-Level Waste Disposal Facility Federal Review
Group Manual, Department of Energy Order 5820.2A, Hanford Immobilized Low-Activity Tank
Waste Performance Assessment, Composite Analysisfor Low-Level Waste Disposal inthe 200 Area
Plateau of the Hanford Ste, and the conditional acceptance letters for the Hanford 200 East and
West Burial Ground Performance Assessments.

A sitevisit to Hanford was conducted the week of January 10, 1999 including asite tour, numerous
presentations and exchanges of information regarding the site, the 200 Area Plateau and the plans
for the Immobilized Low-Activity Tank Waste disposal facilities. The team prepared individual
comments, consolidated the comments into matrices, one for the Composite Analysis and one for
the Performance Assessment, included in Appendix C. After group discussion of the comments,
recommendations were agreed upon and the report prepared. A draft of the report was presented to
the site for factual review, then finalized. A briefing to the Low-Level Waste Disposal Facility
Federal Review Group is planned for August 1999.

1.3  Background

The Composite Analysis covers the active and planned low-level radioactive waste disposal areas
in the 200 Area Plateau. The purpose of the Composite Analysisis to provide an estimate of the
cumulative radiological impacts from active and planned low-level radioactive waste disposal
actions and other potentially interacting sources of radioactive material that will remain following
Hanford Site closure. The performance objectivesin the Department’ s guidance for the Composite
Analysis was 100 mrem in a year; additionally calculated doses must be compared to a dose
constraint of 30 mremin ayear to ensurethe “aslow asreasonably achievable” concept isfollowed.
The 100 mrem in a year limit was the maximum allowable all-pathways dose for 1000 years
following Hanford Siteclosure, which wasassumed to occur in 2050. These performance objectives
apply to the accessible environment defined as an area between a buffer zone surrounding an
exclusive waste management area on the 200 Area Plateau and the Columbia River.

The Performance Assessment examines the long-term environmental and human health effects
associated with the planned disposal of the vitrified low-activity fraction of the waste presently
contained in Hanford Site high-level waste tanks. The tank waste is the by-product of separating
special nuclear materials from irradiated nuclear fuels over the past 50 years. Thiswaste has been
stored in underground single and double shelled tanks. The tank waste isto be retrieved, separated
into low and high activity fractions, and then immobilized by a private vendor. The Department of
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Energy will receive the vitrified waste from the private vendor and plans to dispose of the low-
activity fractionin the Hanford Site 200 East Area. The high-level fraction will be stored at Hanford
until anational repository is approved. The objective of the performance assessment isto provide
a reasonable expectation that the disposal of this vitrified waste will be protective of the general
public, groundwater resources, air resources, inadvertent intruder and surface water resources.

2.0 SITE AND FACILITIESDESCRIPTION
21 Facilities Overview

The major operational areas at Hanford include:

The 100 Area, on the south shore of the Columbia River. This is the site of nine retired
plutonium production reactors.

» The?200 East and West Areas|ocated on a plateau approximately 6 miles south of the Columbia
River. Historically, these areashave been dedicated tofuel reprocessing and waste management
and disposal activities.

* The 300 Arealocated just north of the city of Richland where fuel fabrication facilities were
historically operated and currently is the site of nuclear research and development.

» The 400 Arealocated northwest of the 300 Areaisthe site of the Fast Flux Test Facility, used
in testing breeder reactor systems, and the Fuels and Materials Examination Facility.

» The 600 Areaincludes the rest of the Hanford site not occupied by the areas listed above.

Appendix E include maps of the Waste Storage and Disposal Facilities in the 200 Area and the
Exclusive Waste Management Area and Buffer Zone of the 200 Area Plateau at the Hanford Site.

The Composite Analysisfocuses on the 200 Areasonly. Thisareahistorically housed the chemical
separation plantsthat received and dissol vedirradiated fuel and then separated out the plutoniumand
uranium. At different times and in six different plants, three processes were used to perform the
separation of fuel or fuel by-products. From 1944 to 1988, over 500,000,000 gallons of highly
radioactive chemical processing waste was placed in single-shell and double-shell tanks in the
plateau area. Of thisapproximately 130,000,000 gallonsweredischargedto cribsand trencheswhile
approximately 335,000,000 gallons were processed or evaporated. The plateau also contains four
existing and one planned low-level waste disposal facilities. Of these, oneisacommercial facility
operated by US Ecology, Inc and is located southwest of 200 East Area. The three remaining
disposal facilities are: post 1988 solid waste burial groundsin the 200 East and West Areas and the
Environmental Restoration Disposal Facility. Theplanned facility isthe Immobilized Low-Activity
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Waste Disposal facility. Other activitieson the plateau include planned reactor graphite core storage
and past practice (pre-1988) solid waste burial grounds and discharge cribs, trenches, and ponds.

The Environmental Restoration Disposal Facility wasopened inthe summer of 1996 for the disposal
of wastes generated during excavation and remediation of CERCLA past practice sites. Types of
wastesexpectedinclude hazardouswaste, PCB and asbestoswastes, |ow-1evel radioactivewasteand
low-level mixed radioactivewastes. The disposal facility islined with aleachate collection system
and will be covered with a protective barrier. The other two active Hanford Low-Level Waste
disposal facilities are unlined shallow trenches. Both been accepting waste since nuclear materials
production and processing began at Hanford. The majority of waste disposed isfrom the chemical
separation plants and the tank farm operations. The 200 West Areafacility supports both onsiteand
offsitegeneratorswhilethe 200 East Areafacility supportsonsiteand United StatesNavy generators.

Theimmobilized low-activity tank waste disposal isplanned to be conducted in two areaswithin the
200 East Area, existing underground vaults at the eastern edge and new, yet to be constructed vaults,
at the southern edge. The existing vaults, needing retrofit to effectively dispose the immobilized
low-activity tank waste were built as part of the program to disposal of double shell tank waste using
a grout waste form. The steel reinforced concrete vaults are encased in bituminous sealant and
geotextilesystemswithleachate collection systems. Theseexistingvaultswill only beableto handle
less than 10% of the projected waste, therefore new disposal vaults are also required for the initial
phase of the immobilized low-activity tank waste production. The specific design for the new
disposal vaults has not yet been decided, though it will be asimpler concrete vault construction and
will contain RCRA constraints if necessary. Design criteria are currently being left flexible.

2.2 Facilities Design and Operational Features

The Composite Analysis calculated doses from potentia radioactive releases to the environment
fromthelow-level wastedisposal facilitiesand other sources contained within the 200 Area Plateau.
The 200 Area Plateau isin the southwestern quadrant of the Hanford Reservation. This portion of
theHanford Reservation hasthe greatest depthto groundwater andisdesignated under thedraft Land
Use Plan asan exclusion zone within which low-level waste disposal activitiestake place. The bulk
of the radioactivity inventory considered in the Composite Analysisis dueto past liquid discharge
and solid waste buria sites, which form the largest contributor to the maximum predicted al
pathways dose of 6 mrem for the 1000 years following planned closure in 2050. However, the
Composite Analysisincluded asignificant separationintimebetween past-practiceliquid discharges,
and active and planned disposal facilities. Theengineering for the active and planned facilitiesdelay
rel eases so that the maximum predicted all pathways dose occursafter the 1000-year analysisperiod.
The Composite Analysis did not analyze the dosimetric effects past the 1000-year analysis period.

The Immobilized Low-Activity Tank Waste Performance Assessment cal culated potential releases
to the environment from over 200,000 m® of immobilized low-activity waste that will be generated
from processing waste currently contained in single and double-walled tanks in 18 tank farms. A
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specially formulated glass waste form is envisioned for the immobilized low-activity tank waste
disposal facility waste. Waste immobilized in the glass matrix will be sealed into steel boxes and
then placed into concrete vaults. The vaultswill then be covered with athick soil cap with capillary
break and intruder protection features. The time of compliance for the Immobilized Low-Activity
Tank Waste Performance Assessment is 10,000 years, during which the maximum predicted all
pathways dose is 6.4 mrem (approximately one-fourth of the limit).

30 SUMMARY OF COMPOSITE ANALYSISREVIEW

The Review Team evaluated the Hanford Composite Analysis which included active, past and
planned disposal facilities and other significant source terms on the 200 Areaplateau. The Review
Team used theLow-Level Waste Disposal Facility Federal Review Groupreview criteriaasthebasis
for thereview. The overall comparison of the Composite Analysiswith these criteriais summarized
in Section 3.1 and morefully discussed in Appendix C. Theissuesidentified during thereview are
discussed in Section 3.2 and the key issues are summarized in Section 3.3. The Review Team’s
recommendations for the composite analysis are presented in Section 3.4.

Based on our review, the Review Team identified anumber of favorabl e attributes of the composite
analysis. Some of these attributes are highlighted below:

* ThisComposite Analysisisthefirst attempt at acomprehensive site wide, long-term evaluation
of future Hanford doses from long-term waste disposal activities.

» Further, this is the first attempt to demonstrate that waste disposal from multiple sources at
Hanford meet the applicable requirements.

» Theland use considerations presented in the Composite Analysis are the result of continuous
efforts with stakehol ders to reach decisions on future land uses at Hanford and also meet waste
disposal needs.

Thereare asoissueswith the composite analysisthat caused concern with the Review Team. These
issues are more fully described and discussed in Sections 3.1, 3.2 and 3.3.

3.1  Summary by Review Criteria: Complete, Technically Accurateand Valid Conclusions

Thereview criteriaestablished by the Low-Level Waste Federal Review Group are grouped into the
following three categories:

* Istheanalysis complete?,
* Istheanalysisthorough and technically supported?,
» Arethe conclusions of the analysis valid and acceptabl e?.
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|s the analysis compl ete?

Based on our review, the Composite Analysis is complete with the exception that potentially
significant sources have been excluded from the analysis. These sourcesinclude theinventories of
radionuclides contained in the Purex Tunnels, the chemical separation plants and alarge number of
CERCLA sitesin the 200 Area. Additionally, inventories for *Tc, | and °Se were missing from
a large number of the sites without justification. Secondary waste streams from privatization
contractors (i.e. Tank Waste Remediation System ) have aso been omitted without justification.

|s the analysis thorough and technically supported?

The Composite Analysisisthorough and technically supported with the exception that some major
decisions regarding the future land use plans, specifically related to the Gable Mountain pond and
plume, have not been made. Theresults of the composite analysisare conditioned on the assumption
that either the buffer zonefor the 200 Areadisposal exclusion zonewill be extended to surround this
significant source term or the area will be remediated to meet applicable requirements for
radiological release.

Are the conclusions of the analysis valid and acceptable?

The conclusions of the Composite Analysis are valid and acceptabl e with the exception of the two
key issues identified above: (1) omission of potentially significant source terms and (2)
incorporation of major decisionsregarding thefutureland use plans, specifically related to the Gable
Mountain pond and plume.

All of theseissues are discussed more fully in Section 3.2 with additional detailsin the Composite
Analysis matrix found in Appendix C.

3.2  Discussion of the Composite Analysis Review

TheHanford Site200 AreaPlateau Composite Analysiswasreviewed versusthedetailed Composite
Analysiscriteria. Two key issues and several secondary issueswere identified during the review of
the Composite Analysis. A number of additional issues and comments are also noted in Appendix
C. The most important these issues are summarized below.

Key Issues

Exclusion of Potentially Sgnificant Source Terms

Several potentially significant sources have been excluded fromtheanalysis. These sourcesinclude
the inventories of radionuclides contained in the Purex Tunnels, the chemical separation plants and
alarge number of CERCLA sitesin the 200 Area. Additionally, inventories for *Tc, **| and °Se
were missing from alarge number of the sites without justification. Secondary waste streams from
privatization contractors have also been omitted without justification.
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The Purex tunnels, chemical separation plants and CERCLA sites in the 200 Area were excluded
based on lack of inventory data for these source terms. However, based on discussions during the
sitevisit and knowledge of site operations, we believethat thereis sufficient information to provide
bounding estimates of releases from these sources. Excluding these sources weakens the analysis.
Additional effort should be dedicated to developing bounding estimates for these sources and
conducting sensitivity analyses to determine if they significantly affect the results of the analysis.

Secondary waste streamsfrom tank remediation wereal so not evaluated intheanalysisdue primarily
to uncertainty regarding the content and magnitude of thesewaste streams. TheTc-99 inventory was
assumed to be contained in the glass waste form in the Immobilized Low-Activity Tank Waste
disposal facility. However, during our site visit, we heard discussions that the Tc-99 may be
separated from the wastes streams leading to Immobilized Low-Activity Tank Waste glass and
disposed in the 200 Area as another waste type. This approach may lead to another significant
source term that behaves differently than that specified for the Immobilized Low-Activity Tank
waste form. Changes in plans for handling secondary waste streams should be monitored and
included in future revisions of the composite analysis.

Land Use Planning Relative to the Gable Mound Ponds

Some major decisions regarding future land use plans, specifically related to the Gable Mountain
pond and plume, have not been made. The results of the composite analysis are conditioned on the
assumption that the buffer zone for the 200 Area disposal exclusion zone will be extended to
surround this significant source term. For the conclusions of the composite analysisto bevalid, the
Gable M ountain pond sourceterm must beformally included into the land use planning surrounding
the 200 Area exclusion zone. Alternatively, Hanford could commit to remediating the Gable
Mountain pond and related Sr-90 plume. This specific issue highlights the use of the composite
analysis as a management tool to evaluate different options for specific source terms.

This issue also highlights the need to finalize the land use planning surrounding the 200 Area
exclusion zone and fully integrate with the work of the Hanford land use planning committee.
Several optionsfor future land use planning were presented during the sitevisit and all included the
200 Area exclusion zone. However, the selected land use plan was considered to be static for
relatively short time periodswith potential revisionsto be considered after that time. Long-term land
use planning that considersand identifiesthe 200 Areadisposal exclusion zone should be devel oped
based on the efforts of the Hanford land use planning committee.

Secondary Issues

The following secondary issues were also identified during the review. These issues are more fully
discussed in Appendix C.
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Geochemistry and Transport

Estimates of radionuclide inventories in the high-level waste tanks did not account for chemical
effects that may increase inventories of certain radionuclides in the residua solids in the tanks.
Technetium-99 is the primary radionuclide of concern.

Theuseof a"Kd switch depth” for self-mobilizing plumesfrom the high-level wastetanks may need
additional justification. While the concept relatesto distinction of near and far field geochemistry,
the implementation of the approach needsto justify that the plumes are no longer self-mobilizing at
the selected switch depths.

Oxidation/Reduction (redox) potential is a common discriminator for selection of Kds in
contaminant transport modeling. However, redox was not used as a discriminator in the selection
of Kds in the composite analysis. The report should justify why redox is not an important
discriminator of Kds relative to the other discriminators used.

The grid spacing used in the numerical modeling of the saturated zone was used as a constraint for
selecting the dispersivity value used in the analysis. This approach does not have a physical basis
and leads to increased calculated dispersion of contaminantsin the ground water.

Sensitivity Analyses

The analysis would have benefitted from more extensive sensitivity analysesin several areas. The
one-dimensional modeling of the vadose zone precluded evaluation of potential fast paths (e.g.,
clastic dikes) through the vadose zone that may affect estimation of releases. Sensitivity analyses
should be conducted to investigate the effects of these potential fast paths through the vadose zone.

Thereleasesfrom different sourcetypeswere spaced out intime by assumption. Sensitivity analyses
that investigate the consequences of temporally overlapping plumes should be conducted to
determine the effects of alternative assumptions.

Themodeled release of Tc-99 from theliquid discharge zonesresult in acceptable dosesprior to site
closure and the beginning of the period of compliance. These results were based on quicker and
smaller releases than observed with existing plumes. Discussion of the conditions that cause the
reductions in dose for longer-lived radionuclides (e.g. Fig 4.34(h)) and sensitivity of these results
are absent and should have been included in the discussion.

3.3  Summary of Key Issueswith the Composite Analysis Review

There are two key issues associated with the composite analysis and several secondary issues. The
two key issues are stated below and the secondary issues are contained in Appendix C.

ISSUE1: Severa potentially significant sourceterms(i.e., Purex tunnels, thechemical separations
plants and many CERCLA sitesin the 200 Area) were not included in the analysis based
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on lack of available data. While exact inventoriesfor these sitesare likely not available,
there must be someinformation at the site to permit bounding estimates for these source
terms. Sensitivity analyses that include estimated inventories for these source terms
should be performed as a condition of acceptance of the composite analysis.

ISSUE2: The GableMountain pond and associated plume, located just to the north of the proposed
buffer zone surrounding the 200 Area exclusion zone, contain Sr-90 at concentrations
that would exceed dose limits during the period of performance based on the exposure
scenarios used in the composite analysis. The discussion of results contained in the
composite analysis was predicated on the assumption that the buffer zone would be
extended to include this source. Thisallowed the authorsto conclude that the remaining
combined source terms did not result in significant calculated doses. To accept this
conclusion, the Gable Mountain pond must either be officially incorporated within the
200 Areabuffer zone or remediated to ensure acceptabl e dose levelsby the planned time
of public release.

Thisissuehighlightsthe need tofinalize thelong-term land use planning surrounding the
200 Area exclusion zone and fully integrate with the work of the Hanford land use
planning committee. Long-term land use planning documents should be revised to
reflect these options as a condition of acceptance of the composite analysis.

34  Recommendation for the Composite Analysis

The Review Team recommends that the Composite Analysis be accepted with the following two
conditions:

» Avallable data or analysis for radionuclide inventories in the Purex tunnels, the chemical
separations plants and the CERCLA sites in the 200 Area will be summarized and be
incorporated into the composite analysis through bounding sensitivity analyses.

* Regarding the Gable Mountain pond source term, either officially incorporate it within the 200
Area disposal buffer zone or commit to remediate it to ensure acceptable dose levels by the
planned time of public release.

Additionally, the site must address the several comments identified in Section 3.2 and discussed
more fully in Appendix C in future revisions of the Composite Analysis.

40 SUMMARY OF PERFORMANCE ASSESSMENT REVIEW
The Review Team evaluated the Hanford Immobilized Low-Activity Tank Waste Performance

Assessment which includes two disposal facilities. There are the existing grout vaults, suitably
modified to accommodate the Immobilized Low-Activity Tank waste form, and future vaults that
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have yet to be designed. The Review Team used the Low-Level Waste Disposal Facility Federal
Review Group review criteriaasthebasisfor thereview. Theoverall comparison of the performance
assessment with these criteriais summarized in Section 4.1 and ismorefully discussed in A ppendix
C. Theissuesidentified during the review are discussed in Section 4.2. A Summary of Key Issue
with the Immobilized Low-Activity Tank Waste Performance Assessment Review is presented in
Section 4.3. The Review Team’s Recommendationsfor the Performance Assessment are presented
in Section 4.4.

Thisisthe first Performance Assessment ever produced for any facility prior to construction and
operation. Performance Assessment and its authors have had to address a number of uncertainties
and circumstances beyond the control of the project. Thisincludes a new contracting approach, a
treatment process that has not been used for secondary waste streams previously, and decisions not
yet made for a facility that does not exist. In short, the document addresses a large number of
unknowns.

41  Summary by Review Criteria: Complete, Technically Accurateand Valid Conclusions

Thereview criteriaestablished by the Low-Level Waste Federal Review Group are grouped into the
following three categories:

e Istheanalysis complete?,
» Istheanalysisthrough and technically supported?,
» Arethe conclusions of the analysis valid and acceptabl e?.

|s the analysis compl ete?
The Immobilized Low-Activity Tank Waste Performance Assessment, with the addition of the
supplemental information on waste glass performance contained in Appendix F, is complete.

|s the analysis thorough and technically supported?

The Immobilized Low-Activity Tank Waste Performance Assessment, with the addition of the
supplemental information on waste glass performance contained in Appendix F, is thorough and
technically supported.

Are the conclusions of the analysis valid and acceptable?

The conclusions of the Immobilized Low-Activity Tank Waste Performance Assessment, with the
addition of the supplemental information containedin Appendix F, are acceptable. Theconclusions
depend heavily on the assumed performance of the glass waste form. Thus, timely completion of
the waste form testing program laid out in the supplemental information is critical.

All of theseissuesare discussed morefully in Section 4.2 with additional detailsin the Performance
Assessment matrix found in Appendix C.
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4.2  Discussion of the Immobilized Low-Activity Tank Waste Perfor mance Assessment
Review

The Immobilized Low-Activity Tank Waste Performance Assessment was reviewed versus the
detailed Performance A ssessment review criteria. Onekey issue, summarizedin section 4.3, became
apparent. Submittal of the supplemental information on waste glass performance, which mitigated
the key issue, led to the conclusion that the Performance Assessment should be conditionally
approved. A number of other issues and comments are noted in Appendix C. Some of these issues
are summarized below.

Key Issue

Waste form Performance (Short-Term)

Theimmobilized low-activity tank waste disposal facility will receivethevitrified low-level fraction
of waste in the Hanford high-level waste tanks. The vitrification of the waste will be conducted by
avendor. One of the contract specification limits the waste form corrosion rate, as determined by
the Product Consistency Test, to aspecific fractional releaserate. Because no other information is
now available on the specific waste form to be produced, the Performance Assessment assumed the
specified release rate.

However, the Performance Assessment al so must show that this rel ease rate can be expected to be
met. Oneway of showing thisresult isthrough comparison of various vitrified waste form rel ease
rates to the contract specification. No such information was provided in the Performance
Assessment. However, in response to the Review Team'’ srequest, the Site provided an analysis of
available data supporting the assumed release rate and a commitment to a program to obtain
confirmatory data. The supplemental datais provided in Appendix F.

Secondary |ssues

Thefollowing secondary issueswere also identified during thereview. Theseissuesare morefully
discussed in Appendix C.

Waste Form Performance (Long-Term)

The lack of ability to estimate the long-term performance of the selected waste form warrants
continued work. No currently available |aboratory tests can predict the long-term release rate from
the glass, which is generally presumed to be equal to or lower than initial or forward rate.
Laboratory investigations conducted at Pacific Northwest National Laboratory, seek to understand
long-term performance of glass waste forms, but the results are preliminary and appear to be closer
to fundamental research than a proven and accepted methodology.
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Inventory and Waste Form

Theassumption that short-term performance and long-term performance of thewasteform areequal
is not justifiable without further information. More explanation of the relationship of recharge
(vadose zone moisture) to potential contaminant release from the waste form is needed.

The Tc-99 inventory appears to be considerably overstated.

Geology/Hydrology

The hydrogeologic framework presented in the Performance Assessment appears reasonable, but
could benefit from additional information on the near-field subsurface hydrogeology. Suggestions
to support and strengthen the Performance Assessment hydrogeologic framework include the
following: 1) includeboreholelogsand well completion drawingsfor thethreerecent boreholes(Fig.
2-13); 2) include additional information on the material types, geology, and subsurface hydrology
associated with those borehol es; 3) includetablesthat list pertinent boreholesand monitor wellswith
casing type, total depth, top of casing elevation, and well screening information; 4) include afence
diagram to illustrate geology in area of disposal. Figure 2-10 is hard to read and poorly represents
borehole locations; consider using afold-out plate map.

The Performance Assessment should consider expanding the discussion on parameter sensitivity
studiesfor hydrologic properties and strata types that would be encountered along the contaminant
flowpath. Specifically, theinclusion of heterogeneitiesinthevadosezonecanleadtofast flow paths.

Facility/Cover
Cover performanceisan important element of the disposal design. As presented in the Performance

Assessment, the cover design features are confusing regarding the slope of the cover. Itisnot clear
exactly which closure design will be used (see pp. ES-xviii and 6.1). A no-slope cover could create
greater deep percolation over the life of disposal. The cover design should consider As Low As
Reasonably Achievable concepts (slightly sloping top cover to drain sheet flow in the event of 1000
year precipitation event). Further discussion should includethetechnical basisfor forecasting long-
term cover performance. Therelationship of long-term cover performanceto potential contaminant
transport in the vadose zone should be presented in the Performance Assessment.

Specific facility design criteria have not been fully defined such as: cover design, including the
hydraulic diverter; getter usage; filler material.

Models

Selection of codes and application of models appear to meet requirements established for this
Performance Assessment. However, there should be more commonality in code selection between
the Performance Assessment and Composite Analysis. A site-wide flow model could be jointly
utilized between the Composite Analysis and Performance Assessment, with disposal areas using
common grid and tel escoping elements of interest.
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The Performance Assessment would benefit from clarification of many fundamental assumptions
(see Appendix C). The use of two-dimensional modeling does not permit evaluation of fast flow
paths (e.g., clastic dikes). Additional discussion is needed on the algorithm for radionuclide flux
transfer between thevadose zoneand aquifer models. If thegrid sizesaredifferent, artificial dilution
is occurring between the unsaturated and saturated zones.

Sensitivity Analysis

It is difficult to completely relate the results of the sensitivity analysis to those of the base case.
Many of the sensitivity analysis were performed with a“unit cell” model instead of the “facility”
model used in the base case. There was insufficient comparison of the results of the “unit cell”
model with those of the“facility” model. Thislack of modeling consistency raises concern over the
results and conclusions of the sensitivity analysis. Also, additional sensitivity analyses are needed
to provide robustness to the analysis (e.g., vadose zone heterogeneities, poorer waste form
performance).

As Low As Reasonably Achievable

The AsLow As Reasonably Achievable concept should be morerigorously applied to design of the
facility and the closure. For example, if as noted, the assumption that the contaminant release is
independent of the moisture flux through the facility is valid, then why engineer a capillary break
cover? This cost factor could be eliminated. However, if the assumption is not valid, then design
specifications of the cover, such as ano-sope cover could create greater deep percolation over the
life of disposal. Cover design should consider AsLow As Reasonably Achievable concepts rather
than place full dependence on the results of a4-year study. Theretwo depictions of cover designin
the Performance Assessment, one with a top slope and one with a flat slope, and there is no
discussion of the effects and cost of the two designs. While there isacommendable commitment to
further apply AsLow As Reasonably Achievable concepts during the detailed design of the facility
(See page 4-73), thisdoes not off set the brief and perfunctory discussion of AsLow AsReasonably
Achievable and the complete reliance of the As Low As Reasonably Achievable discussion on
references.

References/Appendices

There seems to be too much reliance throughout the document on the references. For example, the
genera discussion on subsurface geology seems reasonable, however, details are vague in the
Performance Assessment. Moretraceabledetail s should be presented such asboreholelogsand well
completion drawings of the three new bore holes. Tables should be included that list pertinent
boreholes and monitor wells with total depth, top of casing elevation, and screen length. Figure 2-
10 poorly represents boreholelocations. Consider using: afold-out plate map that identifies|atitude
and longitude coordinate system, and a fence diagram to illustrate subsurface geologic featuresin
the area of disposal.
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43  Summary of Key Issueswith thelmmaobilized L ow-Activity Tank Waste Performance
Assessment Review

There is one key issue associated with the Immobilized Low-Activity Tank Waste performance
assessment and several secondary issues. Thekey issueis stated bel ow and the secondary issuesare
contained in the discussion versus review criteriain Appendix C.

ISSUE: Thewasteform releaserateisthe primary mechanism used to limit radionuclide rel eases
from the disposal facility and to limit potential future doses to exposed individuals.
However, the Performance Assessment lacked supporting technical data to demonstrate
that the waste form release rate presumed in the analysis can actually be achieved.
Without objective evidence that achieving the release rate used in the contract
specification isfeasible, Department of Energy unnecessarily risks significant funds by
proceeding with disposal authorization for the Immobilized Low-Activity Tank Waste
disposal facility. Thislack of information is exacerbated by the results of the base case
analysis which, for the drinking water dose from beta/photon emitting radionuclides, is
2.0 mremin ayear versusthe performance objective of 4.0 mrem in ayear (Performance
Assessment, Table 4-4). However, this issue was mitigated by the submittal of
supplemental information on waste form release. The supplementa information is
contained in Appendix F.

44  Recommendations for the Immobilized Low-Activity Tank Waste Performance
Assessment

TheReview Team recommendsthat the Performance A ssessment for thelmmobilized Low-Activity
Tank Waste Disposal Facility be accepted with the following condition, based on the key issue
discussed and summarized in Section 4.2 and 4.3. Additionally, several secondary issuesidentified
in Section 4.2 and discussed more fully in Appendix C should be addressed as the Performance
Assessment is maintai ned.

» Hanford shall complete the near-term glass activities on the schedule committed to in the
supplemental information contained in Appendix F.

5.0 200-EAST AREA AND 200-WEST AREA BURIAL GROUNDS PERFORMANCE
ASSESSMENTS

In addition to the Environmental Restoration Disposal Facility and the Immobilized Low Activity
Waste disposal facility, Hanford has two other low-level waste disposal facilities. These are the
burial groundsin the 200 East and 200 West areas.

The Performance Assessment for the 200 West Area burial grounds (Performance Assessment for
the Disposal of Low-Level Wastein the 200 West Area Burial Grounds, WHC-EP-0645, November,
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1995, M.I1. Wood, et al) was conditionally accepted by Department of Energy Headquartersin 1996
(S.P. Cowan to Charles Hansen, Conditional Acceptance of the Hanford 200 West Area Burial
Ground Performance Assessment, 6/30/96). Hanford responded to all of the conditions in 1996
(Addendumto the Performance A ssessment Analysisfor Low-Level Waste Disposal inthe 200 West
AreaActiveBuria Grounds, HNF-SD-WM-TI-798, Rev. 0, M.l. Wood, 12/20/96). The assessment
of responsivenessisin Appendix D.

The Performance A ssessment for the 200 East Areaburial grounds (Perfor mance Assessment for the
Disposal of Low-Level Wastein the 200 East Area Burial Grounds, WHC-SD-WM-TI-730, August
15, 1996, M.I. Wood, et a) was conditionally accepted by Department of Energy Headquartersin
1997 (M.W. Frei to Charles Hansen, Conditional Acceptance of the Hanford 200 East Area Burial
Ground Performance Assessment, 6/30/97). Hanford responded to all but one of the conditionsin
1998 (Addendum to the Performance A ssessment Analysisfor Low-Level Waste Disposal inthe200
East Area Active Burial Grounds, HNF-2005, Rev. 0, M.I. Wood, 12/21/98). The assessment of
responsivenessisin Appendix D.

The following sixth condition has not been responded to:

6. The Richland Operations Office shall complete and document areview of the adequacy of
waste characterization relative to the data needs of the 200 East Area Burial Grounds
performance assessment. Thereliability and accuracy of waste characterization datawas an
item of concern raised during the review of the performance assessment.

The Review Team recommends that the response to this condition be expanded to include the data
needs of the 200 West Area Burial Grounds performance assessment and that it be completed and
documented in atimely manner.

The Review Team recommendsthat, upon satisfactory resol ution of the conditions of acceptance of
the Composite Analysisfor Low-Level Waste Disposal in the 200 Area Plateau of the Hanford Site,
a Disposal Authorization Statement be issued for the 200 West Area burial grounds. The Review
Team further recommends that upon satisfactory resolution of the conditions of acceptance of the
Composite Analysisfor Low-Level Waste Disposal inthe 200 Area Plateau of the Hanford Siteand
satisfactory resolution of the outstanding condition of acceptance for the 200 East Performance
Assessment, a Disposal Authorization Statement be issued for the 200 East Area burial grounds.

6.0 ENVIRONMENTAL RESTORATION DISPOSAL FACILITY

The Implementation Plan for Defense Nuclear Facilities Safety Board Recommendation 94-2 notes
that for CERCLA Low-Level Waste disposa facilities, approval of the Record of Decision by
Department of Energy Headquarters office, and applicable external regulators, will constitute the
authorization to operate. If aRecord of Decision is approved without the substantive features of the
composite analysis guidance having been met, separate Headquarter approva of the composite
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analysis will be required. According to the Implementation Plan (page VI1I-5), “The Office of
Environmental Restoration ‘Document Review and Approval Level’ matrix (dated May 26, 1994)
will be revised to indicate Office Director Approva of the composite analysis, which is consistent
with the approval level of the Record of Decision.”

The Implementation Plan aso notes that the Department and its State and Federal regulators have
signed aCERCLA Record of Decision authorizing construction and operation of the Environmental
Restoration Disposal Facility (page V1I-3).

The Review Team notes that approval of the Composite Analysis will satisfy the last remaining
technical requirement identified inthe Implementation Plan associated with authorization to dispose
of waste in the Environmental Restoration Disposal Facility.
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assessment as a function of time are justified.

Criteria Criteria Response Issues
met?
3.2.1 Composite Analysis is Complete
3.2.1.a. The composite analysis includes a | Yes Though a modified Data Quality Objectives (DQO) | No issues.
discussion of how the Data Quality Objectives process was used and defined in the CA due to
(DQO) process was used as a flexible planning modeling and forecasting of results, it was
tool and applied to the composite analysis reasonable and supported. The composite analysis
preparation. included a discussion of how the DQO process was
used as a flexible planning tool and applied to the
composite analysis. See Sections 2.5, 2.6, and 2.7;
Table 2.1, and Figures 2.1 and 2.2.
3.2.1.b. The composite analysis identifies | Yes Pertinent programs, statutes, agreements, etc. are | No Issues.
results, objectives, or milestones of other DOE identified. In Section 1.6, plans for the ERDF facility
programs, Federal, state, or local statutes, or and the TWRS program are discussed. The EIS and
agreements (e.g., D&D programs, FUSRAP, ROD for the Hanford reactors are discussed in
CERCLA RODs) that may impact the analysis or Section 1.6.2.
conclusions of the composite analysis.
3.2.1.c. The composite analysis specifies and | Yes The point of assessment is specified on page 1.12to | No approved land use
justifies the point of assessment for the disposal lie outside a buffer zone that surrounds the “exclusive | plan. There should be
facility and all other contributing sources. waste managementarea”. Based on currentland use | some assessment of the
planning at Hanford, the selection of the point of | sensitivity of the dose
assessment is reasonable and the selection is | calculation to the point of
justified. assessment.
There are, however, some issues that may need to
be dealt with. First, Hanford does not have an
approved land use plan. Based on discussions atthe
1/11-15/99 team meeting at Hanford, the land use
plan, in the form of an EIS, has been in review by
DOE HQ for several years. Tom Ferns, in the
discussion of land use planning on 1/13, indicated
that the time horizon in the draft EIS was “at least 50
years”. Given the incomplete land use planning and
the associated uncertainty with stakeholders at
Hanford, some assessment of the sensitivity of the
dose calculation to the point of assessment should
have been done.
3.2.1.c.1. The point of assessment is the | Yes Same as Section 3.2.1.c response. Same as Section 3.2.1.c
publicly accessible point of maximum impact issues.
reasonably expected for future members of the
public for the time period of assessment.
3.2.1.c.2. The point of assessment selected | Yes Same as Section 3.2.1.c response. Same as Section 3.2.1.c
is supported by land use plans or reasonably issues.
conservative assumptions that are justified
3.2.1.c.3. Changes in the point of |Yes Same as Section 3.2.1.c response. Same as Section 3.2.1.c

issues.
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sources of radioactive material in the ground that
could contribute to the potential future doses
from the LLW disposal facility. Sources selected
for the composite analysis and the reasons for
excluding any source are justified.  Other
potential sources of radioactive material to be
considered include wastes disposed of prior to
1988, other LLW disposal facilities, transuranic
waste or alpha LLW disposal, buildings, tanks,
cribs, spills, ditches, seepage basins, and leaks.
Sources selected should include all sources that
could make a significant contribution to potential
future doses associated with the LLW disposal
facility

Criteria Criteria Response Issues
met?
3.2.1.d. The composite analysis identifies all | No The composite analysis has considered all known | Potentially ~significant

potential sources of radioactive material in the ground
that could contribute to dose from the LLW disposal
facilies. However, a number of sources are
excluded with little justification. For example, the
Chemical Separation Plants (Section 3.3.1.) were
excluded on the basis that the residual inventory is
unknown and that “It appears unlikely that the canyon
buildings will be a significant source of groundwater
contamination, especially in the next 1000 years.” A
sensitivity case was analyzed for a canyon building
and filters, but the case only considered "*Cs and
%Sr (page 3.5). In addition to the Chemical
Separation Plants, the Purex tunnels were excluded
(page 3.6). Again, the justification for exclusion is
weak (no inventory for important radionuclides and
expected robust closure). A large number of CERCLA
sites were excluded on the basis that there was no
recorded inventory. Of 363 CERCLA sources without
inventories listed in Appendix C, only 18 are not
described as either radioactive or mixed. It seems
possible that potentially significant past-practice
waste sites have been omitted from the analysis
without justification. On page 3.19, in Section 3.4.5,
CERCLA Sources, it is stated that “The CERCLA
source term does not include past-practice waste
sites that are under the jurisdiction of tank farm
operations or decontamination and
decommissioning.” These sources may include the
direct releases from canyon buildings and tanks
noted by Harry Babad.

As a whole, the omission of these sources,
particularly the canyons and tunnels, weakens the
analysis. Despite the lack of reported inventory of
important radionuclides e.g. 1-129, a bounding
analysis should have been done to indicate the
potential contribution of these sources.

sources excluded:
Chemical Separation
Plants, Purex Tunnels,
large number of CERCLA
sites. The omission of
these sources weakens
the analysis.
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Criteria Criteria Response Issues
met?
3.2.1.e. The composite analysis identifies and | Yes In section 3.4.1, the radionuclides potentially | Did not properly account

quantifies all radionuclides present in the LLW
disposalfacility and all other contributing sources
of radioactive material that could contribute
significantly to the total potential dose. Inventory
estimates included in the analysis are justified.

important to the CA are identified. This effort used
screening analyses from previous studies. Due to
the long travel time to the water table and the 1,000-
year period of analysis, only those radionuclides that
are long-lived and have very low K s were deemed
important; this approach is consistent with the
Hanford site characteristics and the DOE
requirements. The exclusion of '"¥Re from the
analysis based on its small inventory is justified.
Generally, the estimation of radionuclide inventories
is reasonable and well documented. In instances
where more than one estimate of inventory was
made, the larger was generally used. However, there
are a few potential issues. The CA states, on page
3.10, that several isotopes of uranium (i.e., 2°U, U,
28, 26, and 2U) were considered. However, only
28 was simulated. The other uranium isotopes
were assumed to be presentin proportion determined
by ORIGEN calculation. It is not clear that this
approach properly accounts for the shorter-lived 2°U
and %U isotopes. The CA states, on page A.4, that
the actual enrichment of fuel used in the Hanford
reactors was higher than that analyzed. No
justification for this assumption is provided. No
estimate on the effect of this assumption on the
results of the CA is given. Secondary waste streams
from privatization contractors have been omitted
without justification. These streams will likely contain
mobile, long-lived radionuclides (e.g., ™) of
importance to the CA. Inventories of some of the key
radionuclides have not been included in the
estimated inventories of some sources. In particular,
as shown in Table 3.11, | and °Se are notincluded
in the TWRS Double-Shell Tank residuals. Also, '?|
and ™Se are not included in the ERDF inventory.
These inventories could have been estimated in the
same way as for other sources. Table 3.7 lists
inventories of selected radionuclides for liquid
discharge sites. However, inventories for *Tc and
12| are missing from a large number of the sites with
no justification provided. The projected inventory of
the ERDF facility is significantly overestimated in this
analysis. In the composite analysis, the maximum
concentrations of radionuclides in materials in
cleanup areas was multiplied times the estimated
total volume of materials to be disposed in ERDF.
However, the average concentration of radionuclides
in materials disposed at ERDF is likely to be an order
of magnitude lower than the maximum concentration.
Consequently, the ERDF inventory and resultant
doses are significantly overestimated.  (See
discussion in Section 3.4.3, page 3.14 et seq.).

for short lived #*U and
284  isotopes. The
enrichment of fuel used in
Hanford reactors was
higher than analyzed.

2] and "Se not included
in TWRS Double Shell
Tank Residuals or in
ERDF. Secondary waste
streams from privatization
contractors omitted.
Inventories of 'l and *Tc
omitted from a number of
liquid discharge sites.
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the analysis are identified, justified, and
consistent with the conceptual model of site
behavior presented in the performance
assessment conducted on the LLW disposal
facility.

Criteria Criteria Response Issues
met?
3.2.1e.l. The estimates of radionuclide | Yes Same as Section 3.2.1.e response. Same as Section 3.2.1.e
species and inventories in the sources selected issues.
for consideration are derived from referenced
documentation or data summaries presented in
the composite analysis and are based on
existing records, process knowledge, or site
investigations (e.g., Remedial Investigations,
Feasibility Studies).
3.2.1e.2. Extra-polations are made and | Yes Same as Section 3.2.1.e response. Same as Section 3.2.1.e
justified from known data to estimate issues.
radionuclides and inventories where clear
information does not exist.
3.2.1f. The composite analysis provides a | Yes The methodology for estimating release of | Noissue.
reasonable methodology for estimating the radionuclides, as described in Section 4.1.1 and
release of radionuclides from the contributing Appendix D, includes models for seven waste types:
sources selected for the composite analysis liquid releases, soil-debris, cake (e.g., tank salt cake),
based on available data. glass, cement, reactor graphite block, and
atmospheric releases. The waste type models are
clearly identified with specific sources in the analysis.
The release models account for the physical and
chemical characteristics of the waste and
contaminated zones. The release models for these
five waste types are reasonable for the level of detail
and the available data used in the analysis. As part of
the release model, the assumed rates and durations
of recharge for each disposal facility are listed in
Table 4.5 and described in 4.1.2.1. The duration of
recharge for the various disposal facilities indicates
the assumed performance of the cover systems
assigned to these sources.
3.2.1.£1. The estimates of the release of | Yes Same as Section 3.2.1.f response. No issues.
radionuclides include the effects of CERCLA
actions prescribed in RODs or similar binding
agreements such as those associated with D&D.
3.2.1£.2. Therelease mechanisms consider | Yes Same as Section 3.2.1.f response. No issues.
the physical and chemical characteristics of the
source materials and the site characteristics.
3.2.1.£3.  Assump-tions incorporated into | Yes Same as Section 3.2.1.f response. No issues.
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Criteria Criteria Response Issues
met?
3.2.1.9. The composite analysis presents a | Yes The description of the methodology for transport of | No issues.
reasonable methodology for estimating the radionuclides through groundwater and its
transport of radionuclides to the point of accompanying assumptions are complete. Source
assessment from all sources based on the release models and data are described in Sections
available data for characterizing environmental 4.1.1,4.1.2.1 and Appendix D (see Criterion 3.2.1.f).
behavior. A one-dimensional model of the vadose zone was
used based on the large number of sources and
limited characterization of the vadose zone (Section
4.1.2.1). An existing three-dimensional groundwater
flow model was used in the analysis (Section 4.1.3).
A three dimensional model was necessary to
calculate the potential for overlapping plumes from
the various sources.
The analysis of the air pathway (section 3.3.2) was
limited to volatile radionuclides released from the
reactor graphite cores. The limited analysis is
reasonable and consistent with past performance
assessment.
3.2.1.9.1. Mathe-matical modeling of the | Yes Same as Section 3.2.1.g response. No issues.
transport of radionuclides is commensurate with
the available site data.
3.2.1.9.2. Assump-tions incorporated into | Yes Same as Section 3.2.1.g response. No issues.
the mathematical models are identified, justified,
and consistent with the conceptual model of site
behavior presented in the performance
assessment conducted on the LLW disposal
facility.
3.2.1.9.3. Mathe-matical models selected | Yes Same as Section 3.2.1.g response. No issues.
are documented and verified either in referenced
publications or in the appendices of the
composite analysis.
3.2.1.h. The composite analysis provides a | Yes The CA provides a complete discussion of all | No issues.
complete discussion of all important exposure important exposure pathways (Section 4.1.6).
pathways for the evaluation of potential doses to Consideration of pathways is complete, consistent
a hypothetical, individual member of the public at with Hanford PAs, and appropriate for exposure of
the point of exposure for any time during the hypothetical futures members of the public.
period of assessment. The exposure pathways
identified in the composite analysis should be
consistent with the exposure pathways in the
performance assessment.  The exposure
pathways considered in the composite analysis
include only those pathways that are related to
the exposure of individual members of the public
at the point of assessment and are justified.
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Criteria

Criteria
met?

Response

Issues

3.2.1i. The composite analysis provides a
coherent presentation of the relevant descriptive
information concerning the disposal site, its
location on the DOE site, and its proximity to
other sources of radioactive material. The
sources of radioactive material are described
along with the methodology for assessing the
migration of radionuclides to the point of
assessment, and the exposure scenarios
following transport.

Yes

All necessary information is coherently presented.
Sources, methodology and scenarios are described
adequately. However, potentially significant sources
are excluded with insufficient justification (see
criterion 3.2.1.d)

Omission of sources see
criterion 3.2.1.d.

3.2.1j. The composite analysis presents an
assessment using the time of 1000 years for
exposures to hypothetical members of the public
with all disposal facilities closed,
decontamination and decommissioning
completed, and operations at the DOE site
terminated. The assessmentestablishes a “base
case,” that is a reasonable conservative, but
realistic case for comparison with the dose limit
and dose constraint.

Yes

The CA has established a reasonable base case,
(except for the omission of potentially significant
sources such as the Purex tunnels, Canyon facilities
and 200 Area CERCLA sites, see criterion 3.2.1.d),
with due consideration of projected future closure of
the Hanford site. The assessment has covered a
1,000-year period for exposures to hypothetical future
members of the public.

Omission of sources see
criterion 3.2.1.d.

3.2.1.k. The calculated results presented in the
composite analysis are consistent with the site
characteristics, waste characteristics, and the
conceptual model of the DOE site. The
calculated results are consistent with available
site monitoring data and any other data from
supporting field investigations.

Yes

The results presented are generally consistent with
the site characteristics, waste characteristics and
conceptual model. The results were compared with
available data.

No issues
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Criteria

Criteria
met?

Response

Issues

3.2.11. The sensitivity or uncertainty of the
results are analyzed, including the consideration
of alternative land uses and remedial actions.
Uncertainties in radionuclide inventories for the
disposal facility and other contributing sources
are analyzed.

Yes

Sensitivity analyses associated with alternative land
use and remedial actions were specifically not
investigated in this first iteration analysis (Section
5.1.2) because these future states will be (have not
yet been) decided by DOE, the US EPA, Tribal
Governments, municipal governments and other
stakeholders, and the Washington Department of
Ecology. However, four exposure scenarios were
evaluated, effectively evaluating the range of future
land use scenarios including small-scale agricultural,
residential, industrial, and recreational. Uncertainty in
the radionuclide inventories of the multiple sources
and their mobilities are discussed in Section 5.1.2.
No specific quantitative analyses are conducted for
the inventories and a case is made for the virtual
impossibility of making meaningful quantitative
sensitivity analyses because of the absence of
inventory information. Discussions are presented that
conservative overestimation of inventories providing
results that are within performance objective make a
reasonable bound of actual inventories without
quantifying the influence of an uncertain inventory (p.
5.7). The sensitivity of the vadose zone model
(Section 4.1.2.4), the groundwater transport model
(Section 4.1.4.4) and the exposure model (Section
4.1.6.4) were investigated.

No issues

3.21.m. The calculated results and the
sensitivity or uncertainty analysis results are
interpreted to evaluate meeting the dose
constraint of 30 mrem/year and the dose limit of
100 mrem/year at the point of assessment over
the period of assessment.

Yes

The calculated results are interpreted to evaluate
meeting the dose constraint and dose limit beyond
the buffer zone for 1000 years (Section 5.1). The
discussion identified past liquid discharges as the
only significant sources for contributing to future
doses to individuals assumed in the exposure
assessment during the compliance period. The
agricultural exposure scenario is identified as
providing the highest calculated doses from among
the four exposure scenarios considered. However,
calculated doses are interpreted as meeting the dose
constraint and dose limit starting at the time of site
closure (year 2050). Results presented in Figures
4.34 and 4.35 indicate a sharp decrease in dose in
the 50 years just prior to the beginning of the period
of analysis at site closure. While most of this dose is
attributed to tritium and the dose reduction in time is
associated with tritum decay, doses from other
longer-lived radionuclides (e.g., Tc-99 in Figure
4.34(h)) also decrease sharply to low levels just prior
to the period of analysis. Discussion of the
conditions that cause these reductions in dose and
sensitivity of these results are absent.

Discussion for conditions
that cause reductions in
dose from longer-lived
radionuclides prior to
beginning of period of
performance is absent.
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Criteria

Criteria
met?

Response

Issues

3.2.1.n. An options analysis is performed that
identifies alternative actions which could be
performed to reduce potential doses toamember
of the public for results which exceed the dose
constraint. The options analysis also identifies
alternative actions which could be performed to
reduce potential doses to a member of the public
for results that exceed the dose limit.

NA

Not applicable

No issues

3.2.1.0. The need for an ALARA assessment is
presented based on the results of the composite
analysis and, if warranted, an assessment is
performed to identify a need for actions to further
reduce the doses calculated in the analysis.

Yes

The need for an ALARA analysis is discussed in
Section 5.3. The Composite Analysis result is an all-
pathways dose that is well under the 30 mrem/year
dose constraint. Thus, a qualitative ALARA
assessment was done to consider the potential value
of a more detailed analysis. The assessment used a
conservative average dose from the agricultural
scenario of 4 mrem/year over the 1,000 year
compliance time. The exposed population was
conservatively estimated as 1,000 people. Using a
collective dose value of $1,000 to $10,000 per
person-rem, it was concluded that a more detailed
analysis is not justified.

No issues

3.21p. The composite analysis includes
appendices or references to published
documents that provide a basis for the
discussions in the composite analysis.

Yes

The composite analysis provides adequate
references and appendices to provide supporting
documentation to the analysis.

No issues
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Criteria

Criteria
met?

Response

Issues

3.2.2. The Composite Analysis is Thorough and Technically Supported

3.2.2.a. The composite analysis presents an
estimate of the radionuclide inventory of the
radioactive material considered in the analysis
and justifies the estimate. This estimate is based
on an examination of the waste disposal records,
process knowledge, historical information related
to the disposal facility and the contributing
sources, and documents describing potential
contributing sources of radioactive material such
as Remedial Investigations and Feasibility
Studies for cleanup actions, and other
appropriate studies.

No

See comments versus criterion 3.2.1.e. Secondary
waste streams from privatization contractors have
been omitted withoutjustification. These streams will
likely contain mobile, long-lived radionuclides(e.g.,
129)) of importance to the CA. Inventories of some of
the key radionuclides have not been included in the
estimated inventories of some sources. In particular,
as shown in Table 3.11, "l and "°Se are notincluded
in the TWRS Double-Shell Tank residuals. Also, '*|
and "Se are not included in the ERDF inventory.
These inventories could have been estimated in the
same way as for other sources. Table 3.7 lists
inventories of selected radionuclides for liquid
discharge sites. However, inventories for *Tc and
2] are missing from a large number of the sites with
no justification provided.

2] and "Se not included
in TWRS Double Shell
Tank Residuals or in
ERDF. Secondary waste
streams from privatization
contractors omitted.
Inventories of 'l and *Tc
omitted from a number of
liquid discharge sites.

322al. Al of the radionuclides
anticipated to be present in wastes and in the
contributing sources are considered in the
composite analysis. Any radionuclides that are
screened from the analysis are identified and
their exclusion justified as being insignificant
contributors to the total dose estimated in the
analysis.

No

Same as Section 3.2.2.a response.

Same as Section 3.2.2.a.
issues.

3.2.2.a.2. The known physical and chemical
characteristics of the radioactive materials
considered in the composite analysis are
included in the generation of the source terms
and the transport of the radionuclides.

Yes

Generally, the physical and chemical characteristics
of the waste and radionuclides were taken into
account in developing source terms and simulating
transport (e.g., Kys were varied in the vadose zone to
account for chemicals associated with the
radionuclides released from tanks). However, the
consideration of residuals in the high-level waste
tanks did not account for chemical differences that
would influence quantities of certain radionuclides
(i.e., technetium) in the residue. See detailed
comments by H. Babad (Appendix D)

Residuals in the high-
level waste tanks did not
account for chemical
differences that would
influence quantities of
certain radionuclides (i.e.,
technetium) in the
residue.
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composite analysis is consistent with the
representation of the conceptual model used in
the performance assessment, and includes the
major mechanisms affecting the transport of
radionuclides at the DOE site. The components
of the conceptual model for the composite
analysis are reasonably represented in the
analysis of the LLW disposal facility and other
contributing sources.

Criteria Criteria Response Issues
met?
3.2.2.b. The conceptual model used for the | Yes The conceptual models used in the Composite [ Need to do additional

Analysis (CA) and Performance Assessment (PA) for
the TWRS ILAW facility are similar in that they
consider the primary exposure pathway to be from
transport of contaminants through the vadose zone
and ground water systems based on advection and
dispersion. The level of complexity of the conceptual
models is appropriate for the intended use. However,
the following general comments should be noted. A
one-dimensional transport model of the vadose zone
is used to represent each of the many individual
contaminant sources (Section 4.1.2). However, the
use of a one-dimensional vadose-zone model
prevents assessment of possible fast flow paths and
capillary diversion. This effect could be investigated
in additional sensitivity analyses. The use of a factor
of three to modify the cross-sectional area of the one-
dimensional domain to account for contaminant
spreading does not have a good basis. In fact, use
of this factor did not provide good matches with
observed Tc-99 in the aquifer (p. 4.11, Section
4.1.2.3). Use of the one-dimensional vadose-zone
model forced the infiltration rates to be below the
saturated conductivity of the lowest conductivity
materials. This artificially prescribes a limit on the
amount of infiltration that can flow through the vadose
zone. The effectiveness of the capillary barrier could
not be modeled mechanistically and had to be
assumed in the one-dimensional model. Thus, the
effects of spurious breakthrough points in the surface
barrier could not be observed.

sensitivity analyses to
look at effects of potential
"fast paths” in vadose that
could not be modeled in
1-D calculations.

Need to justify "Kd switch
depth" for "self mobilizing"
plumes from tanks.

Need to justify constant
head boundary for river if
major agricultural
pumping may occur.
Need to justify why redox
is not an important
discriminator of Kds
relative to the other
discriminators used.
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Criteria

Criteria
met?

Response

Issues

3.2.2.b. The conceptual model used for the
composite analysis is consistent with the
representation of the conceptual model used in
the performance assessment, and includes the
major mechanisms affecting the transport of
radionuclides at the DOE site. The components
of the conceptual model for the composite
analysis are reasonably represented in the
analysis of the LLW disposal facility and other
contributing sources.

Yes

The use of a distribution coefficient (Kd) “switch
depth” (p. 4.9) below tanks to model releases from
the tanks may need additional justification. As
currently configured, this approach assigns a lower
Kd value to the self-mobilizing contaminant plume to
account for observed migration of tank leak plumes
atdepth. Then, ata specified “switch depth”, a higher
Kd value is assigned implying immobility below this
depth. This conceptual model may not be well
justified for a self-mobilizing plume unless a
persuasive argument can be presented that the
plumes have lost their self-mobilizing capability. In
addition, the switch depth entries in Table 4.4 are not
always consistent for similar wastes at different sites.
For example, a comparison of concentration plots for
pH or nitrate (as an indicator of the geochemical
altering plume) and cesium-137 that showed that
both concentrations tapered off at the same depth
may be an effective demonstration that the plume
has lost its self-mobilizing capabilities.  The
behavioral same radionuclides may be reflected by
the behavior of Cs-137 which is the indicator for the
switch depth.

3.2.2.b. The conceptual model used for the
composite analysis is consistent with the
representation of the conceptual model used in
the performance assessment, and includes the
major mechanisms affecting the transport of
radionuclides at the DOE site. The components
of the conceptual model for the composite
analysis are reasonably represented in the
analysis of the LLW disposal facility and other
contributing sources.

Yes

A three-dimensional model of the saturated zone is
used to track potentially overlapping plumes from the
various sources. The groundwater flow model
characterizes the Columbia River as a constant head
boundary based on the 1979 water level
measurements. This assumption seems reasonable
for near-term time steps, however, for far-term time
steps (i.e., hundreds of years), a more rigorous
evaluation of this boundary may be needed,
particularly due to potential pumping scenarios based
on land use options. The assignment of Kds as a
function of major geochemical conditions is a
valuable contribution to the analysis. However,
oxidation/reduction potentials should be considered
as a discriminator along with organic content, salt
content, and pH unless it can be shown that the latter
effects predominate in the plumes from the tanks.

3.2.2.c. Credits for CERCLA actions or other
remedial actions are represented in the
conceptual models used in the composite
analysis, and are justified by supporting or
referenced documentation.

No

Credits are taken for CERCLA actions in some site
areas. However, major decisions for cleanup
activities in the 200 area have not been made.
Consequently, there are no documents or other
references for possible cleanup activities in these
areas and this requirements is not applicable at this
time.

Major decision for clean-
up have not made.
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models in the composite analysis are
commensurate with the available data,
incorporate the important characteristics
identified in the performance assessment, and
provide results consistent with the performance
assessment.

Criteria Criteria Response Issues
met?
3.2.2.d. Source terms and flow and transport | Yes The duration of recharge for the various disposal | Suggest reformatting

facilities indicates the assumed performance of the
cover systems assigned to these sources. While the
rate of recharge information is complete in Table 4.5,
two changes in presentation will improve
interpretation. We suggest (1) the use of the actual
assumed recharge rate rather than an index be used
for the recharge rate and (2) a “key” to the source
naming system to determine the type of facility being
described (e.g., Is 218-W-5 a solid waste burial
ground and how do we know?). These changes
would permit much easier interpretation of the source
term assumptions. Large areas in the 200 Area are
assumed to be covered with low-infiltration covers.
Do the edges of these covers provide paths of higher
recharge due to directing infiltrating water away from
the disposal areas? If so, what would be the effect of
this focused recharge on the movement of
contaminants in the vadose and groundwater? The
last paragraph on page 4.11 seems to indicate that
the assumed spreading of plumes from liquid
discharges resulted in quicker releases of Tc to the
groundwater than observations imply. If this is the
case, might the calculated doses from Tc-99 (that are
shown to decrease rapidly just before the compliance
period) be shown to occur after the beginning of the
period of analysis at 2050 and therefore impact the
analysis?

Table 4.5 to present data
in a more coherent and
usable fashion by (1)
grouping similar waste
types (tanks, spills,
disposal areas) so that
the common treatment of
these groups becomes
apparent; (2) use actual
recharge values instead
of an index.

Are there edge effects
surrounding the very large
cover systems that may
direct recharge water in a
way that needs to be
considered? Suggest
discussion and possible
sensitivity analyses to
explore.

Does the modeled
accelerated release of Tc
in the liquid discharge
areas bear on the early
release prior to site
closure that may change
the results if modeling
were to match existing
plumes? Suggest
sensitivity analyses to
explore.
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analysis related to the radionuclides to be
considered, to the inventories of radionuclides,
the source term evaluation, and the transport of
radionuclides are justified.

Criteria Criteria Response Issues
met?
3.2.2.e. The assumptions in the composite | No Generally, the assumptions in the CA related to the | Excluded sources from

radionuclides to be considered,(Section 3.4.1), to the
inventories of radionuclides, the source term
evaluation, and the transport of radionuclides are
justified.  There are, however, some areas of
weakness.

In the identification of sources to be included in the
CA, a number of sources are excluded with little
justification.

For example, the Chemical Separation Plants were
excluded on the basis that the residual inventory is
unknown and that “It appears unlikely that the canyon
buildings will be a potentially significant source of
groundwater contamination, especially in the next
1000 years.” A sensitivity case was analyzed for a
canyon building and filters, but the case only
considered "*"Cs and *Sr.

In addition to the Chemical Separation Plants, the
Purex tunnels were excluded. Again, the justification
for exclusion is weak (no inventory for important
radionuclides and expected robust closure). A large
number of CERCLA sites were excluded on the basis
that there was no recorded inventory. Of 363
CERCLA sources without inventories listed in
Appendix C, only 18 are not described as either
radioactive or mixed. Table 3.7 lists inventories of
selected radionuclides for liquid discharge sites.
However, inventories for *Tc and "I are missing
from a large number of the sites with no justification
provided.

Chemical Separation
Plants, Purex Tunnels,
and 200 Area CERCLA
sites with little
justification.  Inventories
for ®Tc and "I are
missing from a large
number of the sites with
no justification provided.
Secondary waste streams
from privatization
contractors have been
omitted without
justification.
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analysis related to the radionuclides to be
considered, to the inventories of radionuclides,
the source term evaluation, and the transport of
radionuclides are justified.

Criteria Criteria Response Issues
met?
3.2.2.e. The assumptions in the composite | No It seems possible that potentially significant past-

practice waste sites have been omitted from the
analysis without justification. On page 3.19, in
Section 3.4.5, CERCLA Sources, itis stated that “The
CERCLA source term does not include past-practice
waste sites that are under the jurisdiction of tank farm
operations or decontamination and
decommissioning.” These sources may include the
direct releases from canyon buildings and tanks
noted by Harry Babad. The CA states, on page 3.10,
that several isotopes of uranium (i.e., 2°U, 2U, U,
28, and 2*U) were considered. However, only 2*U
was simulated. The other uranium isotopes were
assumed to be present in proportion determined by
ORIGEN calculation. Itis not clear that this approach
properly accounts for the shorter-lived 2°U and ‘U
isotopes. The CA states, on page A.4, that the actual
enrichment of fuel used in the Hanford reactors was
higher than that analyzed. No justification for this
assumption is provided. No estimate on the effect of
this assumption on the results of the CA is given.
Secondary waste streams from privatization
contractors have been omitted without justification.
These streams will likely contain mobile, long-lived
radionuclides of importance to the CA. Inventories of
some of the key radionuclides have not been
included in the estimated inventories of some
sources. In particular, as shown in Table 3.11, '#|
and "*Se are not included in the TWRS Double-Shell
Tank residuals. Also, " and °Se are not included
inthe ERDF inventory. These inventories could have
been estimated in the same way as for other sources.
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Criteria

Criteria
met?

Response

Issues

3.2.2.f. Any mathematical models used in the
composite analysis for analyzing the transport of
radionuclides to the point of assessment are
appropriate for the LLW disposal facility and all
other contributing sources. The mathematical
models used in the composite analysis provide
calculated results that are representative of the
results calculated in the performance
assessment for similar wastes in similar disposal
facilities.

Yes

The mathematical models used in the analysis
appear to be appropriate for the level of data
available and the conceptual model. Sources of data
are generally identified. The results of the
groundwater analysis are compared with six other
analyses of performance at Hanford (Section 5.2).
The site-specific analyses were found to use more
conservative parameter estimates than the “best
estimates” used in the CA. However, the results
tended to suggest a fundamental consistency among
the analyses. In Table 4.7, the units for van
Genuchten “a” and van Genuchten “n” appear to be
switched.  Also, the basis for the assumed
distributions in the hydrologic parameters is not clear.
The use of a longitudinal dispersivity of 95 m in the
saturated zone is justified on p. 4.27 (Section 4.1.4)
with three constraints. However, using the grid
spacing as a constraint for the dispersivity does not
have a physical basis. Rather than having a large
dispersivity to offset a large grid-block size to yield a
small grid Peclet number, perhaps the grid should be
refined. Having a large grid-block size also
contributes to numerical dispersion. The overall
effect of including both large numerical dispersion
and mechanical dispersion will be to create more
disperse plumes in the saturated zone with lower
peak concentrations (albeit faster travel times in the
early period). In Table D.2 there are differences
among some isotopes of the same element for
chemical and physical properties that should be
constant for an element? For example solubilities for
curium; cement diffusion for Am, Cs, Co and Cm.
These differences should be explained and justified.
Appendix E contains a nice presentation and
justification for the selected Kd values.

Van Genuchten units are
switched, grid spacing as
a constraint for the
dispersivity does not have
a physical basis and
leads to increased
calculated dispersion.
Differences parameter
values in Appendix D
should be explained.

3.2.2.£.1. The input data are based on field
data from the site, laboratory data interpreted for
field applications, referenced literature sources
which are applicable to the site, or related
analyses performed for the performance
assessment. Any assumptions used to formulate
input data are justified and have a defensible
technical basis

Yes

Same as Section 3.2.2.f response.

Same as Section 3.2.2.f
issues.

3.2.2f2. Inter-mediate calculations are
performed, and the results are presented to
demonstrate the composite analysis calculations
are representative of the site and are consistent
with results presented in the performance
assessment for similar situations.

Yes

Same as Section 3.2.2.f response.

Same as Section 3.2.2.f
issues.
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considers factors such as alternative land use
plans, remedial actions, radionuclide inventories,
site and facility characteristics, and transport
parameters to provide reasonable estimates of
potential doses at the point of assessment for the
period of the assessment. The maximum
projected dose over the period of the
assessment (at least 1000 years) is presented at
the point of assessment.

Criteria Criteria Response Issues
met?
3.2.2.9. The dose analysis performed for the | Yes The dose analysis presented in Section 4.1.6 is | No issues.
composite analysis is consistent with that consistent with the dose analysis presented in the
performed for the performance assessment for Hanford PAs. Per guidance for the Composite
similar exposure pathways and similar exposure Analysis, there was no analysis of dose to
scenarios. inadvertent intruders. Four exposure scenarios
(agricultural, residential, recreational, and industrial)
were evaluated. Appropriate dose conversion factors
were used.
3.2.2.h. The sensitivity or uncertainty analysis | Yes The sensitivity of the vadose zone model (Section | Sensitivity analyses that

4.1.2.4) was investigated by varying the cross-
sectional areas of the one-dimensional columns, the
rates of recharge, initial soil-moisture condition, and
distribution coefficients.

The sensitivity of the groundwater transport model
(Section 4.1.4.4) was really a comparison of release
rates to the groundwater at nodes representing the
200W, 200E and US Ecology site. No analysis of
sensitive parameters in the groundwater model (e.g.,
potential changes that would affect overlapping
plumes) was conducted. Results that indicate
minimized temporal overlapping of plumes from
different sources are strongly dependent on the
assumed duration of facility covers. For example, it
appears that former liquid releases are calculated to
begin migration at the time of their emplacement,
releases from tanks are calculated to begin migration
at time of waste removal in the near term, tank
residuals and pre-88 burial ground source migration
are delayed by 500 years, and migration from post-88
burial ground are delayed by 1000 years after
closure. The analysis demonstrated that only highly
mobile radionuclides (Kd = 0) will reach the
performance boundary within 1000 years. Therefore,
the source terms represented by past leaks, tank
releases, pre-88 dry disposal, and post-88 dry
disposal are effectively spaced-out in time to
preclude interacting plumes. Sensitivity analyses
that investigate the consequences of temporally
overlapping plumes should be conducted. Sensitivity
analyses associated with alternative land use and
remedial actions were specifically not investigated in
this first iteration analysis (Section 5.1.2) because
these future states will be (have not yet been)
decided jointly by DOE, the US EPA and the
Washington Department of Ecology. However, four
exposure scenarios were evaluated, effectively
evaluating the range of future land use scenarios
including small-scale agricultural, residential,
industrial, and recreational.

investigate the
consequences of
temporally overlapping
plumes should be
conducted.

Discussion of the
conditions that cause the
reductions in dose (e.g.
Fig 4.34(h)) and
sensitivity of these results
are absent and should be
included in the
discussion.

The extension of the
buffer zone to include
Gable Mountain pond
source must be formally
incorporated into the
Hanford future land use
plans (as the discussion
in the report suggests) to
allow for this exclusion in
the analysis of results.
Alternatively cleanup
activities at Gable
Mountain Pond could be
planned to permit its
release from radiological
control.
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considers factors such as alternative land use
plans, remedial actions, radionuclide inventories,
site and facility characteristics, and transport
parameters to provide reasonable estimates of
potential doses at the point of assessment for the
period of the assessment. The maximum
projected dose over the period of the
assessment (at least 1000 years) is presented at
the point of assessment.

Criteria Criteria Response Issues
met?
3.2.2.h. The sensitivity or uncertainty analysis | Yes The agricultural exposure scenario was

demonstrated to be the most restrictive of the
exposure scenarios. Uncertainty in the radionuclide
inventories of the multiple sources and their mobilities
are discussed in Section 5.1.2. No specific
quantitative analyses are conducted for the
inventories and a case is made for the virtual
impossibility of making meaningful quantitative
sensitivity analyses because of the absence of
inventory information. Discussions are presented that
conservative overestimation of inventories providing
results that are within performance objective make a
reasonable bound of actual inventories without
quantifying the influence of an uncertain inventory (p.
5.7). The calculated results are interpreted to
evaluate meeting the dose constraint and dose limit
beyond the buffer zone for 1000 years (Section 5.1).
The discussion identified past liquid discharges as
the only significant sources for contributing to future
doses to individuals assumed in the exposure
assessment. The agricultural exposure scenario is
identified as providing the highest calculated doses
from among the four exposure scenarios considered.
However, calculated doses are interpreted as
meeting the dose constraint and dose limit starting at
the time of site closure (year 2050). Results
presented in Figures 4.34 and 4.35 indicate a sharp
decrease in dose in the 50 years just prior to the
beginning of the period of analysis at site closure.
While most of this dose is attributed to tritium and the
dose reduction in time is associated with tritium
decay, doses from other longer-lived radionuclides
(e.g., Tc-99 in Figure 4.34(h)) also decrease sharply
to low levels just prior to the period of analysis.
Discussion of the conditions that cause these
reductions in dose and sensitivity of these results are
absent and should be included in the discussion. For
example, does the Tc-99 dose decrease quickly
because of dispersion or release into the Columbia
River? The Gable Mountain pond source was
excluded from discussion of results although it is
outside the buffer zone and well above calculated
dose limits. The extension of the buffer zone to
include this source must be formally incorporated into
the Hanford future land use plans (as the discussion
in the report suggests) to allow for this exclusion in
the analysis of results.

Low-Level Waste Disposal Facility Federal Review Group Manual

Revision 1, November 1999

Attachment 1 - 41



Final Report

Hanford Site 200 Area Plateau Composite Analysis and the Immobilized Low-activity Tank Waste Performance Assessment

ATTACHMENT 1

Table C-1: Composite Analysis for Hanford 200 Area Plateau - 7/27/99

Criteria

Criteria
met?

Response

Issues

3.2.2.i. The need for an ALARA assessment as
well as the ALARA assessment itself, is
demonstrated using a cost-benefit analysis
based on the cost of dose-reduction in the
exposed population of $1,000 to $10,000 per
person-rem averted. [ALARA assessments are
not required if the projected individual or
collective doses in the exposed population are
trivial.]

Yes

There is a brief cost/benefit analysis relating to
ALARA, and a number of implicit ALARA
considerations have been applied or considered.
Over much of the period of analysis, the doses are
clearly trivial, and significant expenditures are clearly
required to mitigate doses further (see Section 5.3).

No issue.

3.2.2j. The options analysis considers
alternatives which are technically feasible and
demonstrated to be effective in reducing doses to
the public at the point of assessment over the
period of the assessment.

NA

Not applicable. No options analysis was conducted.

No issue.

3.2.2.k. The results of the analysis for the source
terms and transport of radionuclides, dose
analysis, sensitivity or uncertainty analysis, and
options analysis are reasonable representations
of the existing knowledge of the site, disposal
facility, and contributing sources.

Yes

Based on existing knowledge presented, the results
are reasonable with the following caveats:

Not all sources were included in the analysis (see
criterion 3.2.1.d). Several additional analyses are
recommended to be completed to expand the
sensitivity analysis (see criterion 3.2.2.b).

Discuss of the sharp reduction in dose limits for long-
lived radionuclides is limited and, as discussed in
criterion 3.2.2.h, should be expanded.

Issue associated with lack
of site knowledge (source
term components) could
impact results.
Sensitivity/uncertainty
analyses need to be
expanded to include other
factors such as potential
overlapping ground water
plumes, vadose zone 1-D
model limitations,
Columbia River usage as
a far term head boundary.

3.2.3 The Composite Analysis Conclusions are Valid and

Acceptable

3.23.a. The composite analysis presents
conclusions that demonstrate that the long-term
performance of the disposal facility and other
contributing sources is in accordance with the
guidance in the Guidance for a Composite
Analysis of the Impact of Interacting Source
Terms on the Radiological Protection of the
Public from Department of Energy (DOE) Low-
Level Waste Disposal Facilities.

Yes

With the exception of omitted sources (see criterion
3.2.1.d), the CA conclusions demonstrate that the
LLW disposal facilities and other contributing sources
are in accordance with guidance.

Omitted sources,
criteria 3.2.1.d.

see

3.2.3.a.1. Foranalyses thatare less than the
dose constraint of 30 mrem/year for the disposal
facility and all other contributing sources, the
need for an ALARA assessment is presented,
and an ALARA assessment is performed if
required.

Yes

An ALARA assessment is not needed based on the
cost benefit analyses and ALARA assumptions are
adequate within the document.

No issues.
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analysis presented in the interpretation of results
and options analysis can be reasonably
accomplished at the disposal facility or
reasonably implemented to affect the
radionuclide contribution to dose from the other
contributing sources.

Criteria Criteria Response Issues
met?
3.2.3.a.2.Foranalyses thatexceed the dose | Yes Not applicable, results did not exceed the dose | No issues.
constraint but are less than the dose limit of 100 limitations.
mrem/year, an options analysis is provided which
identifies alternatives that could be conducted to
reduce the dose to less than the dose constraint.
The need for an ALARA assessment is
presented, and an ALARA assessment is
performed if required.
3.2.3.a.3.Foranalyses thatexceed the dose | NA Not applicable, results did not exceed the dose | No issues.
limit of 100 mrem/year, an options analysis is limitations.
provided which identifies alternatives that should
be conducted to reduce the dose to less than the
limit. The need for an ALARA assessment is
presented, and an ALARA assessment is
performed if required.
3.2.3.b. The conclusions of the composite | NA The conclusions of the CA (pages xi-xii) are derived | No issues.
analysis are derived from the interpretation of the from the interpreted results and sensitivity and
calculated results for the LLW disposal facility uncertainty analysis. The result of the CA is less
and all contributing sources, the sensitivity or than 6 mrem/year, thus, an options analysis is not
uncertainty analysis, and lead to the required and was not performed.
development of an options analysis if required.
The conclusion that the exclusive waste management
area and buffer zone should be expanded to include
Gable Mountain Pond is reasonable and is supported
by the analysis.
The conclusion that the active and planned low-level
radioactive waste disposal facilities will not contribute
significantly to the radiation dose to future members
of the public is reasonable and is supported by the
analysis.
However, potentially significant sources of radioactive
material and radionuclides have been omitted from
the analysis with inadequate justification (criteria
3.21.dand 3.2.1.e).
3.2.3.c. The conclusions of the composite | Yes Radionuclide dose contribution is greatly effected by | There is concern that not

other contributing factors and not associated with
LLW disposal facilities.

all radionuclides and
sources were included
that may impact the
results. Again these are
not from LLW disposal
facilities.
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appropriate actions to be taken for the protection
of public health and environment. The analysis
and results of the composite analysis are
consistent with comparable results of the
performance assessment and provide a
defensible and complete basis for an acceptable
decision by DOE.

Criteria Criteria Response Issues
met?

3.2.3.d. The conclusions of the composite | Yes With the noted change of including Gable Mountain | Changes in the DOE tank

analysis address and incorporate any constraints pond in the boundary/buffer zone in future analyses, | clean up plans will greatly

resulting from other DOE programs or from any the CA addresses programmatic and regulatory | effectthe CA. Changesin

Federal, state, and local statutes or regulations constraints in place today. the US Ecology site waste

or agreements that would influence the acceptance criteria or

calculated results or the options analysis. regulatory changes could
have a minor effect on the
CA results. These
changes could be
reflected in future
iterations of the
document.

3.2.3.e. The analysis, results, and conclusions | Yes The CA is a reasonable representation of the site, | Previously mentioned

of the composite analysis provide a reasonable though some additions mentioned previously would | improvements include

representation of the disposal facility and other improve the document. Comparison with the ILAW, | (but not limited to):

contributing sources for determining the 200E and 200W PA’s and ERDF assessment is | Inclusion of Gable

difficult due to usage of different modeling tools,
assumptions, and time frames used for analysis.

With the exception of excluded sources (see criterion
3.2.1.d) and the lack of evidence that the assumed
performance of the ILAW glass waste form can
actually be attained, the CA provides a defensible
and complete basis for an acceptable decision by
DOE.

Mountain pond in buffer
zone, decision on future
site usage, inclusion of
chemical plant and Purex
tunnels in source terms,
expansion of
radionuclides discussed
to include U daughters, |,
Se, Tc consistently in the
document.  Consistency
in estimation of other site
factors-ERDF source term
overestimated, US
Ecology source term
underestimated.
Explanation of all
radionuclides decay
products analyses.
Sensitivity analysis to
include scenarios
covering vadose zone 1-D
modeling; Kd changes
below the tanks; addition
of redox potentials as
discriminators; Columbia
River as a head boundary
in the far term; potential
overlapping groundwater
plumes.
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Criteria

used in the PA and a justification of those
performance measures as site-specific
applications of the performance objectives.

Criteria Response Issues
met?
3.1.1 PAis Complete
3.1.1.a. PAidentifies the performance measures | Yes Performance Measures are defined and reasonably | No issues.

justified in Section 1.6. The performance objective of
25 mrem/year was adopted as a performance
measure. The location for compliance is the point of
maximum exposure outside a 100-meter buffer zone
surrounding the waste. The requirement to assess
exposure to a hypothetical inadvertent intruder used
the performance measures of 100 mrem/year for
chronic exposure and 500 mrem for acute exposure.
The time for compliance with these performance
measures was taken to be 500 years after facility
closure. This time, rather than the default time of 100
years, was justified on the basis of passive barriers
and markers. The performance objective to protect
water resources was interpreted to require protection
of groundwater and surface water. For groundwater
protection, the performance measure adopted was
that concentrations of contaminants in groundwater
not exceed Federal standards for drinking water.
Thus, a dose of 4 mrem/year for beta/photon emitters
and a concentration of 15 pCi/L for alpha emitters
(including uranium) were used. These performance
measures were applied to a hypothetical well located
100-meters down gradient from the disposal facility.
For surface water, a performance measure of 1
mrem/year was adopted to be consistent with
Washington State requirements.  The point of
compliance for surface water protection was assumed
to be the point at which groundwater enters the
Columbia river. The performance objective to restrict
exposure of any member of the public to no more
than 10 mrem/year via the air pathway was adopted
as a performance measure. The performance
objective to restrict emissions of radon to no more
than 20 pCi/m?s was also adopted as a performance
measure.
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Criteria

Criteria
met?

Response

Issues

3.1.1.b. PA presents information on the site
geography, demography, land use plans,
meteorology, ecology, geology, seismology,
volcanology, surface water and groundwater
hydrology, geochemistry, geologic resources,
water resources, and natural background
radiation sufficient to support the analysis
presented in the performance assessment.

Yes

The PA presents information on the site geography,
demography, land use plans, meteorology, ecology,
and regional geology, geochemistry, seismology,
volcanology, surface water and ground water
resources, and natural background to the reasonable
extent necessary. The general discussion on the
near-field subsurface geology also seems
reasonable; however more details should be
presented in the PA. Borehole logs and well
completion drawings of the three boreholes (Fig. 2-
13) should present more details of the material types,
geology, and subsurface hydrology. Tables should be
included that list pertinent boreholes and monitor
wells with total depth, top of casing, etc. Figure 2-10
poorly represents borehole locations.  Consider
using: a fold-out plate map, identify latitude and
longitude coordinate system, and fence diagram to
illustrate geology in area of disposal.

Need better traceability for
many details and basic
summaries of reference
material.

Note: Hanford disagreed
with this comment based
on the need for textual
economy.

3.1.1.c. PA presents information on the facility
design features including elements of the design
that address water infiltration disposal unit cover
integrity, structural stability, and the inadvertent
intruder barrier sufficient to support the analysis
presented in the PA.

Yes

Section 2.4 describes the disposal technology. This
section includes details of disposal vault construction,
both for the existing vaults and for the additional
vaults that will be constructed. Sections 2.4.1.4 and
2.4.1.5 discuss closure of the disposal units and the
site. These sections discuss features of the closure
designed to limit infiltration and those features that
deterintrusion. The information presented is sufficient
to supportthe analyses. However, the depiction of the
cover design is confusing regarding the slope of the
cover. The relationship of cover performance to
potential contaminant transport in the vadose zone is
not presented clearly. A no-slope cover could create
greater deep percolation over the life of disposal.
The cover design should consider ALARA concepts
(sloping top cover to drain sheet flow in the event of
1000 year precipitation event).

Details regarding cover
design are confusing.
However, we recognize
that conceptual designs
were published after
issuance of the PA.
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Criteria

Criteria
met?

Response

Issues

3.1.1.d. PA identifies Federal, state, and local
statutes or regulations or agreements thatimpact
site engineering, facility design, facility
operations, and the relationship and/or impact of
the results of the PA on site engineering, facility
design, or facility operations because of these
factors.

Yes

In Sections 1.5 and 1.6 all potentially applicable
statutes, regulations or agreements are identified. In
Section 1.5.2, the Federal Facility Agreement and
Consent Order is discussed. Some of the legally
enforceable milestones cover the Immobilized Waste
Program. In Section 1.6.2.2, the NRC Branch
Technical Position on a Performance Assessment
Methodology for Low-Level Radioactive Waste
Disposal Facilities is discussed. This document is
pertinent because it lays out NRC PA requirements,
namely the time of compliance which is 10,000 years.
Hanford has adopted the longer time of compliance in
order to fully comply with the Incidental Waste
requirements of DOE 435.1. In Section 1.6.2.5,
Federal and State requirements for drinking water are
discussed and applied to the protection of
groundwater resources. In Section 1.6.2.6, Federal
and State requirements for surface water protection
are discussed and applied to the ILAW PA. In
Section 1.6.2.7, Federal and State requirements for
air emission limits are discussed and applied to the
ILAW PA. Section 2.4.1.1 discusses the RCRA
design requirement for double containment under
which the existing vaults were constructed.

No issues.

3.1.1.e. PA identifies procedures and facility
related documentation that may impact site
engineering, facility design, or facility operations
and the relationship and/or impact of the results
of the performance assessment on the
documents and site engineering, facility design,
or facility operations.

Yes

The PA, in Sections 2.3 and 2.4 identifies
documentation (e.g., TWRS record of decision,
privatization specifications for immobilization) that
may impact the site/facility. However, no evidence is
provided that the assumed glass performance can
actually be achieved.

No indication is provided
that—assumed glass
performance can be
achieved.

However, supplemental
information provided by
Hanford (see Appendix F)
mitigated this issue.
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the alternative performance measure for radon
exposure that is based on a limit on air
concentration of radioactive material of 0.5 pCi/L
is 100-m from the edge of the disposal unit.

Criteria Criteria Response Issues
met?
3116  PA identifies and justifies key|Yes The PA identifies the key assumptions to be: 1)No issues.
assumptions included in the analysis presented 1) Inventory assumption that average values from [2) Issue is being
in the PA. modeling, corrected for credits, seems reasonable | addressed by Hanford’s
and justifiable. additional research
2) Waste form performance assumption that short- | activities.
term performance and long-term performance are | 3) No issues.
equal is not justifiable without further information. No | 4) Hanford agrees that
evidence is presented that the assumed glass | future Pa revisions will
performance can actually be achieved. include these effects.
3) Disposal design, geotechnical considerations, and
dose calculation assumptions seem reasonable and
justifiable.
4) Recharge relationship to potential contaminant
release assumptions needs more explanation in the
next iteration of the PA.
3.1.1.9. PAidentifies the point of assessment for | Yes The PA, in Section 1.6.2.2 identifies the point of | No issues.
each performance measure, and justifies the assessment for the all-pathways performance
selection of each point of assessment. objective as being at the point of maximum exposure,
but not less than 100-meters from the disposal
facility. The 100-m well is also used for the
3.1.1.9.1. The point of assessment for all- groundwater protection performance objective as
pathways, the air pathway excluding radon, and stated in section 1.6.2.5.
groundwater resource protection is justified
based on future land use. If the future site The point of assessment is conservatively assumed
boundary is uncertain, a reasonable point of to be the point of maximum exposure outside the
assessment (e.g., point of maximum impact 100-m buffer zone for the all pathways, air pathway
greater than 100-m from the edge of the disposal (excluding radon), and the groundwater protection
unit) is justified. performance objectives.
3.1.1.9.2. The default point of assessment for the | Yes The performance assessment demonstrates that | No issues.
performance measure for radon exposure that is radon fluxes will be below 20 pCi/m?s at the ground
based on a limit on the average flux of radon of surface over the disposal unit. The calculations use
20 pCi/m?/s at the ground surface is the ground appropriate models and assumptions. The deep
surface over the disposal unit. burial of the waste significantly reduces the small
amount of radon present by decay as a consequence
of the short half life of radon. The analysis should
state that the inventory does not contain sufficient
radon precursors to generate significant radon during
the time period of analysis. [See Table ES-6; Table
6-5; page 4-74 et seq.] Consequently, while the
discussion could be improved, the analysis is
complete for review purposes even in light of this
oversight.
3.1.1.9.3. The default point of assessment for | Yes The default performance measure of 20 pCi/m?s is | No issues.

used, thus, this criterion is not applicable
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description of the conceptual model of the
environmental transport of the radionuclides from
the waste materials to the points of compliance
by air and water. The conceptual model is
justified by referenced investigations, data, and
supporting analyses that are representative of the
site-specific conditions described.

Criteria Criteria Response Issues
met?
3.1.1.h. The performance assessment identifies | Yes In Section 3.2.1, the radionuclides relevantto the PA | The  Tc-99 inventory
and quantifies all radionuclides present in the are identified by means of a reasonable screening|appears to be
low-level waste to be disposed of at the facility analysis. All radionuclides produced at Hanford were | considerably overstated.
that could significantly contribute to dose for the considered. The inventory of potentially important
all pathways analysis, the air pathway analysis, radionuclides, Section 3.2.2, was developed from
the groundwater analysis, and the intruder generally reasonable assumptions regarding
analysis. Technical justification is provided for radionuclide production in reactors and partitioning in
those radionuclides considered in detail in the chemical processing and in the waste tanks.
analyses, and conversely, those not considered However, the estimate of **Tcinventory appears to be
in the analyses. considerably over stated (see detailed comments by
H. Babad).
3.1.1.i. PA accounts for all relevant mechanisms | No The performance assessment presents a base case | No evidence has been
for the release of radionuclides from the waste using a simplified model because the waste formhad | presented that the
materials for environmental transport. The not been determined and only specifications for its | modeled performance has
mechanisms analyzed are justified by references short-term release rate are known (p. 3-8).The base | any relation to the actual
to relevant studies, available data, or supporting case assumed the glass waste form released | performance which may
analyses in the PA. contaminants at a rate equivalent to the TWRS | reasonably be expected.
privatization RFP specification of 1.4x10™ s (p.3- | Issue is being addressed
39). Itwas assumed that this rate remained constant | by Hanford’s additional
over time (however, the dimensions of the waste form | research  activities as
decreased at a constant rate). Initially, the waste | noted in the supplemental
form was assumed to be a non-fractured monoalith | information (see Appendix
with dimensions of 1.2 x. 1.2x. 1.8 m. No justification | F).
for the appropriateness of this assumption was
provided. The preparers should have reviewed | Need discussion of the
available data on glass leaching to put the assumed | relationship between
rate of glass corrosion into perspective. vadose moisture and
contaminant release rate.
The contaminant release rates were independent of
the infiltration rates used in the sensitivity study. This
makes the infiltration sensitivity results less
informative. The PA should discuss the vadose
moisture relationship to contaminant release rate.
3.1.1). PA provides a complete and clear | Yes With one exception, the conceptual model for the [ Lack of evidence that

ground water pathway is complete, clearly described,
and justified. See criterion 3.1.1.b for suggestions.
The exception is the rate of contaminant release from
the glass waste form. The specification in the
privatization contract for waste immobilization is the
short-term glass corrosion rate. No evidence is
provided that the assumed rate can be achieved.

The conceptual model for the air pathway is
complete, clearly described, and justified.

assumed glass waste
form performance can be
achieved.

Issue is being addressed
by Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
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credits to be taken in the analysis for the
performance of engineered features. Credits for
engineered features include a reasonable
representation of the degradation of the
engineered features that s justified by supporting
investigations and data.

Criteria Criteria Response Issues
met?
3.1.1j.1. The conceptual model incorporates | Yes Relevant mechanisms, supported by reasonable |Unsupported glass
interpretations of available geochemical, interpretations of available data are incorporated in | corrosion rate. Issue is
geologic, meteorologic and hydrologic data, and the conceptual model for the air pathway. In general, [ being addressed by
the relevant mechanisms that have a significant the use of only two soil types in the vadose-zone | Hanford’s additional
effect on the transport of radionuclides at the model prevents evaluations of heterogeneities such | research activities as
disposal site. as uncased, lost boreholes or preferential flow paths. | noted in the supplemental
The PA should more thoroughly present information | information (see Appendix
on recharge rates and the relationship to contaminant | F).
concentrations and flux. The conceptual model for the
base case does not incorporate mechanisms of glass
corrosion. Rather, an assumed corrosion rate is used
with no evidence provided to indicate whether the
corrosion rate can actually be achieved.
3.1.1,j.2. Assumptions incorporated into the | No Performance of glass waste form is assumed withno | No  assurance that
conceptual model to account for transport evidence that the assumption is credible. assumed glass
mechanisms lacking sufficient data or supporting performance can actually
analyses are identified and justified as be achieved.Issue is
reasonable representations of site behavior over being addressed by
the time period considered in the analysis. Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
3.1.1}.3. The conceptual model includes closure | Yes The conceptual model includes reasonable | No issues.
of the facility as justified based on referenced assumptions for facility closure. However, it is not
closure plans or reasonable assumptions of clear exactly which closure design will be used (see
facility closure. pp. ES-xviii and 6.1). We recognize that conceptual
designs were completed after completion of the PA.
3.1.1,j.4. The conceptual model includes any | Yes The analysis takes credit for the Hanford barrier to | No issues.

reduce infiltration. Increasing the infiltration rate to
the natural rate after the first 1,000 years (the design
life of the barrier) incorporated degradation of the
barrier. A sensitivity case that used the natural
recharge rate for the entire time provided information
on the effect of a shorter life for the barrier than the
design life. The analysis did not take credit for the
waste packages. This is at least somewhat
conservative. The analysis may be very conservative
from the viewpoint that the waste containers will
certainly be made of some sort of steel. Steel
corrosion products are likely to be good at sorbing at
least some radionuclides. This could have been
investigated in a sensitivity case. The analysis takes
credit for the concrete vaults, but only for 500 years.
This is likely conservative. Sensitivity analyses were
done with no credit for the vaults and with longer
credit (i.e., 2,000 years) for the vaults.
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important exposure pathways and scenarios for
the specific disposal facility that are used in the
evaluation of the potential doses to the
hypothetical, individual member of the public and
inadvertent intruder consistent with site-specific
environmental conditions and local and regional
practices.  The exposure pathways and
scenarios selected for detailed analysis are
justified as conservative representations of the
long-term performance of the LLW disposal
facility.

Criteria Criteria Response Issues
met?
3.1.1,j.5. The conceptual model includes natural | Yes The conceptual model includes relevant natural | No issues.
processes that affect the transport of processes and is consistent with other site PAs.
radionuclides (e.g., flooding, mass wasting,
erosion, weathering) over the time period
considered in the analysis, as justified based on
referenced investigations and supporting
analysis.
3.1.1.k. PA provides a clear description of the | Yes More clarification would add value to the analysis. For INeed additional
mathematical models used in the analyses. The example, more information is required to describe the | information on unit cell
mathematical models selected are justified and unit cell model used in some sensitivity analyses. | model.
provide a reasonable representation of all of the What code is used (e.g., PORFLOW)? How many
elements of the conceptual model. elements are used? What specific comparisons were
made to the disposal facility model (e.g., moisture
content, radionuclide transport, etc.) to ensure that
these models are consistent?
3.1.1k.1. The complexity of the mathematical | Yes Mathematical models/computer code (AREST-CT for | No issues.
models selected is commensurate with the source release, PORFLOW for unsaturated zone, and
available site data. VAM3D-CG for unsaturated flow and results)
selections are commensurate with available data.
Although, an observation regarding the difficulties and
confusion due to many codes and models utilized in
this PA, and to the non-integrated selection
methodology to the codes/models in the CA (and
other DOE disposal facilities) may lead to major
inefficiencies.
3.1.1k.2. Assumptions incorporated into the | Yes Assumptions are identified, justified, and consistent | No issues.
mathematical models are identified, justified, and with the conceptual model.
consistent with the conceptual model
3.1.1k.3. Mathematical models selected are | Yes Models are well documented. No issues.
documented and verified either in referenced
publications or in the appendices of the
performance assessment
3.1.1.1. PA provides a complete description of the | Yes The PA provides a sufficiently complete description of | Insufficient justification for

pathways and scenarios (Section 3.3). With the
exception of glass performance (see criterion
3.1.2.b), pathways and scenarios are reasonable and
conservative representations of long-term
performance.

assumed glass
performance. Issue is
being addressed by
Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
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Criteria

Criteria
met?

Response

Issues

3.1.1.1.1. Exposure pathways from the transport
of contamination in groundwater that may be
considered include potential exposures from the
ingestion of contaminated groundwater, the use
of contaminated groundwater for irrigation and
livestock watering, and the biotic uptake and
transport of contamination from groundwater and
surface water. Potential exposure pathways from
the transport of contamination in surface water
include the ingestion of contaminated surface
water and contaminated fish.

Yes

The exposure pathways from the transport of
contamination in groundwater (Section 3.3.5) and
include ingestion of contaminated groundwater, use
of contaminated groundwater for irrigation of a small
farm. Exposure comes from drinking contaminated
water, ingesting contaminated food grown on the
farm, ingesting and inhaling contaminated soil, and
direct irradiation from the contaminated soil.

Because the performance measure for surface water
protection is a dose, assuming consumption of the
surface water (Section 1.6.2.6), ingestion of
contaminated fish was not considered.

No issues.

3.1.11.2. Ifradiation dose is used as a measure
of groundwater resource protection, the exposure
scenarios consider the ingestion of water (at 2
liters per day or an alternative rate, if a
justification is included) at the point of
assessment, which represents the location of
maximum exposure from a well constructed and
developed using current practices typical for the
local area

Yes

The groundwater protection scenario used a
consumption rate of 2 L/day and assumed the well
would be located to provide the maximum dose
outside the 100-m buffer zone.

Based on characterizations at numerous uranium mill
tailings sites where inorganic contaminants were
released decades ago and migrated into ground
water, often in silty/sandy/gravely environments not
unlike Hanford; vertical distribution of contaminant

No issues.

3.1.1.1.3. Exposure scenarios from the transport
of contamination in water for the all pathways
analysis considers the use of groundwater and
surface water consistent with local and regional
practices. Exposure scenarios that may be
considered include drinking water, crop irrigation
and livestock watering, the ingestion of dairy
products, livestock, fish, crops, and sail, the
inhalation of resuspended particles, and external
exposure.

Yes

The all pathways analysis considered groundwater
uses consistent with local and regional practices.
Exposure pathways (Section 3.3.4) include drinking
contaminated water, ingesting contaminated food,
ingesting and inhaling contaminated soil, and direct
irradiation from the contaminated soil. The exposure
pathways and scenarios are consistent with other
Hanford performance assessments.

No issues.

3.1.1.1.4. Exposure pathways from the transport
of contamination in the atmosphere that may be
considered include potential exposure from
immersion in air contaminated with volatile and
nonvolatile radionuclides, deposition of volatile
and nonvolatile radionuclides, and subsequent
exposure from direct radiation, ingestion, and
resuspension.

Yes

The analysis of potential exposure from the air
pathway (Section 4.12) considered a limited set of
radionuclides (°H, *“C, and ?Rn) and a limited set of
exposure pathways (inhalation and immersion).
These assumptions are reasonable and are
consistent with other Hanford PAs.

No issues.

3.1.1.1.5. Exposure scenarios from the transport
of contamination in air that may be considered
include residential and gardening activities which
include the direct inhalation of volatile and
nonvolatile radionuclides, external exposure,
ingestion of crops, soil, livestock, dairy products,
and inhalation of resuspended particles.

Yes

Exposure scenarios for the transport of contamination
in air are discussed in Section 4.12. Based on past
performance assessments at Hanford, the analysis of
airborne  contamination is limited to three
radionuclides (°*H, '*C, and #?Rn). The scenarios
include inhalation andimmersion in contaminated air.

No issues.
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Criteria

Criteria
met?

Response

Issues

3.1.1.1.6. Exposure pathways from inadvertent
intrusion into the waste disposal units identify the
chronic and acute exposure pathways for each of
the exposure scenarios considered.  The
exposure pathways include all relevantingestion,
external exposure, and inhalation pathways for
each exposure scenario. [Direct ingestion of
contaminated groundwater and exposures to
radon should not be considered for inadvertent
intrusion, because they are considered
separately.]

Yes

The analysis of inadvertent intrusion (Section 5)
identified the chronic and acute exposure pathways
considered in the exposure scenarios. The chronic
scenario was the homesteader scenario while for
acute exposure, the well driller scenario was used.
The exposure scenarios include all relevant
pathways; direct ingestion of contaminated
groundwater and exposures to radon are not
considered.

3.1.11.7. Acute exposure scenarios for
inadvertent intrusion considers direct intrusion
into the disposal site and exhumation of
accessible waste material. Relevant scenarios
that may be considered include discovery,
residential construction, and well drilling that
incorporate external exposure, inhalation of
resuspended particles, and ingestion of particles.

Yes

The acute scenario considered well drilling, direct
intrusion into the disposal site and the exhumation of
waste. The analysis properly rejected consideration
of construction scenarios based on the depth of
disposed waste. The drilling scenario analyzed
included external exposure, inhalation of
resuspended particles, and ingestion of particles.

No issues.

3.1.11.8. Chronic exposure scenarios for
inadvertentintrusion consider directintrusion into
the disposal site and exhumation of accessible
waste material. Relevant scenarios that may be
considered include residential use and post-
construction, and post drilling agricultural use,
that incorporate the ingestion of foodstuffs,
ingestion of soil, external exposure, and
inhalation of resuspended particles.

Yes

The chronic exposure scenario considered, the
homesteader scenario (Section 5.2), includes direct
intrusion into the disposal site and exhumation of
waste. This scenario properly considered removal of
waste by drilling rather than construction. The
analysis included all relevant pathways and is
consistent with other Hanford performance
assessments.

No issues.

3.1.1.m. PA provides a coherent presentation of
the relevant descriptive information concerning
the site, the disposal facility, the waste
characteristics that are reflected in the
conceptual model, and the selection of the
mathematical models used in the analysis. The
descriptive information and the approach to
modeling provide the necessary results to
evaluate the exposure pathways and scenarios
that are important to assess the performance of
the disposal facility.

Yes

The description of the site, disposal facility, waste
characteristics, and mathematical models are
presented in a complete and coherent manner. The
results are presented in a complete manner.
However, no supporting information is provided to
indicate that the assumed glass performance can
actually be achieved.

No evidence that
assumed glass
performances can be
expected to be achieved.
Issue is being addressed
by Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).

3.1.1.n. The calculated results presented in the
PA are consistent with the site characteristics,
the waste characteristics, and the conceptual
model of the facility. The demonstration of
consistency is supported by available site
monitoring data and supporting field
investigations.

Yes

The calculated results are presented in a thorough
and complete manner. (See sections 3,4,and 5. The
results are generally consistent with site and waste
characteristics. However, no evidence is provided
that the long term performance of the glass waste
form can actually be achieved.

Insufficient justification for
assumed glass
performance. Issue is
being addressed by
Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
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measures applied to the preparation of the
analysis and its documentation.

Criteria Criteria Response Issues
met?
3.1.1.0. The models used for calculating the | No A deterministic base case was performed with a|Lack of modeling
results presented in the PA are analyzed to number of sensitivity analyses performed on a sub- | consistency raises
identify the sensitive parameters in the analysis. systemlevel (e.g., vadose-zone transport). However, | concern over the results
The results of the sensitivity analysis are used to some of the sensitivity analyses were performed with | and conclusions of the
evaluate the uncertainty in the calculated results. a different sub-system model (e.g., unit-cell model | sensitivity analyses. In the
instead of the disposal facility model). The lack of | factual accuracy review of
consistency raises concern over the results and |the draft Review Team
conclusions of the sensitivity analyses. No | Report, Hanford disagreed
information was presented to relate the results of the | with this comment.
unit cell model with the disposal facility model.
3.1.1.p. The results of the uncertainty analysis | Yes The results of the uncertainty analysis are used in | Need assurance that
are interpreted as they relate to establishing relation to reasonable assurance that conclusions are | assumed glass corrosion
reasonable assurance that the conclusions of the correct. However, no information is presented to | rates can actually be
PA are correct. indicate the assumed glass corrosion rate can |achieved. Issue is being
actually be achieved. addressed by Hanford’s
additional research
activities as noted in the
supplemental information
(see Appendix F).
3.1.1.0. The PA integrates the results of the [ No The PA integrates the results of the analysis, the | No support for assumed
analysis, the uncertainty analysis, the uncertainty analysis, the performance measures, efc. | glass waste form
performance measures, waste acceptance to formulate conclusions. However, the conclusions | performance. Issue is
criteria, operating procedures, and applicable of the PA regarding compliance with the groundwater [ being addressed by
laws, regulations, policies and agreements to protection performance objective is not supported | Hanford’s additional
formulate conclusions. because no evidence is provided that the assumed | research activities as
glass waste form performance can actually be | noted in the supplemental
achieved. information (see Appendix
F).
3.1.1.r. The PAincludes an interpretation of the | Yes The PAincludes an interpretation of results compared | No issues.
results that allows for a comparison to the to the Performance Objectives stated in Section 1.6.
performance measures used in the PA, and Section 6.3 discusses the requirements set by the
include any necessary limitations on facility results. Each performance objective discussion
design or operations that are required to meet the included the estimated impact compared to the base
performance objectives. objective. Most discussions also included a list of
key drivers or conditions that could affect the results.
3.1.1.s. The PA discusses quality assurance | Yes The description of quality assurance programs | No issues.

(Section 7) includes an overview description of the
quality programs at various organizations that are
involved in the ILAW project. In addition, the Hanford
Environmental Dose Overview Panel reviewing
approved dose calculations presented in the PA.
Consequently, the discussion of quality programs is
deemed complete.
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Criteria Criteria Response Issues
met?
3.1.1.t. The PA includes an ALARA analysis, | No There is a minimal description of ALARA and similar | No issues.
and if appropriate, the analytical methods for the activities in Section 4.11.
ALARA assessment are described.
31.1u. The PA included appendices or|Yes The appendices and references are complete to a | Vagueness in the
references to published documents and/or data fault. (See Section 9 and Appendices A-H).There is | document as a result of
that provide a basis for the discussions and entirely too much reliance throughout the document | over-reliance on reference
analysis in the PA. on the references. material forimportant data
For example, the general discussion on subsurface [that should be
geology seems reasonable, however, details are | summarized in PA. In the
vague. More traceable details should be present | factual accuracy review of
such as borehole logs and well completion drawings | the draft review team
of the three new bore holes. Tables should be | report,
included that list pertinent boreholes and monitor | Hanford disagreed with
wells with depth, toc, etc. Figure 2-10 poorly | this comment.
represents borehole locations. Consider using: a
fold-out plate map, identify latitude and longitude
coordinate system, fence diagram to illustrate
geology in area of disposal.
3.1.2. PAis Thorough and Technically Supported
3.1.2.a. The PA presents an estimate of the | Yes The waste being considered in this PA is from the | No issues.
radionuclide inventory of the radioactive waste Hanford high-level waste tanks. The waste was
disposed of and to be disposed of at the facility produced from chemical separation of fuel and target
which is quantified and technically supported by elements irradiated in the Hanford reactors. The
records, data, studies and evaluations. inventory first considered all radionuclides produced
atHanford. Then, a simple and defensible screening
methodology was employed to determine the most
important radionuclides from the perspective of doses
calculated in a PA. The resulting set of important
radionuclides (p. 3-2) is consistent with previous
Hanford PAs (i.e., those for the 200-E and 200-W
burial grounds). The inventory of potentially important
radionuclides was developed from generally
reasonable assumptions regarding radionuclide
production in reactors and partitioning in chemical
processing and in the waste tanks. However, the
estimate of *Tc inventory is likely to be considerably
over stated (see detailed comments by H. Babad in
Appendix ).
3.1.2.a.1. All of the radionuclides disposed and | Yes Same as Section 3.1.2.a response. Same as Section 3.1.2.a
anticipated to be present in wastes to be issues.
disposed of are evaluated in the performance
assessment. Any radionuclides screened from
detailed analysis or having no inventory limit are
identified, and the bases for these conclusions
are supported and defensible
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Criteria

Criteria
met?

Response

Issues

3.1.2.a2. Any estimates of the radionuclide
inventory for past waste disposals are described
and to the extent practical are based on past
waste disposal records, a reasonable expectation
of actual waste content based on a knowledge of
the processes that generated the waste,
calculations, sampling data, technical studies,
and reasonable projections of waste to be
disposed

Yes

Same as Section 3.1.2.a response..

Same as Section 3.1.2.a
issues.

3.1.2.b. The physical and chemical
characteristics of the waste disposed of in the
past that affect the release and transport of
radionuclides are identified. The physical and
chemical characteristics of the waste form are
quantified and supported by laboratory or field
studies, or are based on referenced
documentation.

No

The physical and chemical characteristics of the
waste form were not quantified and do not seem to be
supported by laboratory or field studies or referenced
documentation. The base case simply assumed the
glass waste form released contaminants at a rate
equivalent to the TWRS privatization RFP
specification of 1.4x10"s™ (p.3-39). It was assumed
that this rate remained constant over time (however,
the dimensions of the waste form decreased at a
constantrate). Initially, the waste form was assumed
to be a non-fractured monolithic 1.2 x. 1.2 x. 1.8 m
cube. No justification for the appropriateness of this
assumption was provided. The preparers should
have reviewed available data on glass leaching to put
the assumed rate of glass corrosion into perspective.
However, no attempt was made to relate the
composition or properties of this glass with the glass
that will be disposed in this disposal facility. The
physical characteristics of the waste were taken into
account in the release model, but it is not clear that
they were conservatively simulated. The base case
assumes that the glass is a monolith in the form of a
cube (dimensions given above). A sensitivity case
was analyzed where the waste form has the shape of
a thin plate. The actual physical form of the waste
will be highly dependent on conditions associated
with pouring the glass into the container and handling
of the filled containers. The glass may crack
extensively. It is not clear that the cases analyzed
bound the performance of an extensively cracked
waste form.

Sensitivity analyses consider a more mechanistic
basis for performance of the waste form, assumed to
be glass. Section 3.3.3 (page 3-20) contains a brief
discussion of a scenario that would lead to release of
radionuclides from a glass waste form. However, this
scenario is not used in the analysis. Getter material
(page 3-41) and waste conditioning layers (page 3-
42) are mentioned but not used in the analysis.

The PA is only valid if the
privatized contractor can
demonstrate that the
specified release rate can
be met for both short and
long time frames. There
is no discussion of this
aspect contained in the
PA. Issue is being
addressed by Hanford’s
additional research
activities as noted in the
supplemental information
(see Appendix F).
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Criteria

Criteria
met?

Response

Issues

3.1.2.b. (continued) The physical and chemical
characteristics of the waste disposed of in the
past that affect the release and transport of
radionuclides are identified. The physical and
chemical characteristics of the waste form are
quantified and supported by laboratory or field
studies, or are based on referenced
documentation.

No

Statements throughout the PA make clear that how
release rate is controlled (i.e., the selection of waste
forms and their performance) is the responsibility of
the privatized contractor. Based on discussions with
the PA analysts during the first Hanford site visit, the
review team understood that the specific release
rates in the waste form specification were derived
from simple estimates of required disposal facility
performance and not from capabilities of any specific
waste forms. If this is true, then the base case
analysis included in the PA does nothing more than
confirm that the release rate selected for the contract
specification was sufficiently small as to limit future
doses to acceptable limits. This obviously circular
argument leads to misleading statements, such as
the one on page ES-ix.

However, the authors recognize that more analysis
must be done, as stated on page ES-xvii: The PA
must show that these restrictions [e.g., release rates
from waste forms] can be expected to be met. This
task is attempted through the use of more
mechanistic models contained in the sensitivity
analyses. Some concerns related to the base case
analysis include: The size assumed for the cubical
waste form (page 3-42); The basis of equation 3.8
and its relationship to a cubic waste form (page 3-40;
Basis for determining constant K4 (page 3-40); Basis
for T=6.8E5 years (page 3-41); Concerns related to
the sensitivity analysis include: Justification for
spheres used as a waste form and their sizes (page
C-3); Basis and justification for the release rate used
in ARREST-CT (equation C.9); Basis andjustification
for the list of reactions used in the analysis (Table
C.1); sensitivity analysis details that the fractional
release rate will be met.

Same as Section 3.1.2.b.
issues.

3.1.2.b. (continued) The physical and chemical
characteristics of the waste disposed of in the
past that affect the release and transport of
radionuclides are identified. The physical and
chemical characteristics of the waste form are
quantified and supported by laboratory or field
studies, or are based on referenced
documentation.

No

In Appendix E (page E-42), a discussion is made
claiming that use of computer models identified
effects not seen in the laboratory (i.e., effects of ion
exchange on pH). General concern that the model is
giving correct information if it is not based on data
derived from experimental sources. As a
demonstration that the contract specification can be
met, the PA is insufficient.

Same as Section 3.1.2.b.
issues.
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Criteria

Criteria
met?

Response

Issues

3.1.2.c. Any inventory limits are developed from
reasonable projections of waste to be disposed
and analyses that consider the physical and
chemical characteristics of the wastes if those
characteristics affect the release and transport of
the radionuclides.

No

Generally, the PA has identified significant
parameters and has developed requirements for the
facility and waste based on the analyses presented.
Waste Acceptance Criteria (WAC) were developed
from the analyses presented in the PA. However, as
noted in criteria 3.1.1.i and 3.1.2.b, the assumed
release rate of radionuclides from the glass waste
form was that in the contract specification. No
attempt was made to relate this assumed release rate
to expected glass performance.

In the analysis of compliance, the performance of
glass LD6-5412 was assumed. There was no
discussion of the performance of this glass in relation
to that of glass expected to be produced.

No evidence is provided
that the assumed glass
waste form performance
can be achieved. Thus,
no assurance can be
provided that performance
objectives can reasonably
be expected to not be
exceeded.

Issue is being addressed
by Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).

3.1.2.d. The conceptual model is a reasonable
interpretation of the existing geochemical
geologic, meteorologic, hydrologic, and
monitoring data for the site and disposal facility.
The components of the conceptual model for the
transport of radionuclides that are important to
the conclusions relating to the long-term
performance of the disposal facility are
thoroughly  analyzed. The assumptions
incorporated into the conceptual model are
consistent with the available data, related
investigations, and theory related to the
conceptual model. Any parameters included in
the conceptual model are supported by data or
related investigations relevant to the site and
disposal facility.

Yes

Geochemical data is adequate (Table 3-8) and has
adequate technical support. The sensitivity of this
parameter has been adequately investigated for key
radionuclides (e.g., page 4-50 et seq.). The
geochemical data in the base case is adequately
supported by data and investigations at the site, with
appropriate references. The most mobile
radionuclides (Sc, Tc) have been assigned aKD of O.
Other radionuclides (U,I,C,S, and others) are
assigned Kds less than 10 and at the bottom of the
measured range for Hanford vadose zone soils. The
sensitivity analysis examined both slightincreases in
the Kd for Se ad Tc and a decrease in the U and | Kd
to zero. The sensitivity analysis for this parameter for
these elements demonstrated that the dose from
groundwater at 10,000 years is very dependent on
this parameter for these elements. Finally, the long
travel time of radionuclides in the groundwater results
in significant radioactive decay of radionuclides with
half lives less than 100 years.

Atable identifying calibration targets for recharge and
head distributions for selected grids would be
beneficial to the reader to better understand water
balance, and observed vs. predicted fits.

No issues.
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Criteria

Criteria
met?

Response

Issues

3.1.2.e.  The assumptions of the performance
assessment related to the waste, site, and facility
design and operations which are critical to the
conclusions of the performance assessment are
supported and the uncertainties associated with
these assumptions are analyzed as part of the
performance assessment.  Credits for the
performance of engineered features and site
closure included in the conceptual model are
based on data derived from field investigations,
related investigations, or documented sources of
information relevant to the site and disposal
facility.

No

Assumptions related to the performance of the site
and the facility are supported and uncertainties are
analyzed. Credits for engineered features, including
site closure, are derived from field investigations and
other documented sources.

However, as noted in criteria 3.1.1.i and 3.1.2.b, the
assumed radionuclide release rate from the glass
waste form is simply the contract specification for
short-term release. There is no discussion of the
relation of the assumed release rate and observed
release rates of glass waste forms.

Noted in criteria 3.1.1.i
and 3.1.2.b, the assumed
radionuclide release rate
from the glass waste form
is simply the contract
specification for short-term
release.  There is no
discussion of the relation
of the assumed release
rate and observed release
rates of glass waste
forms. Issue is being
addressed by Hanford’s
additional research
activities as noted in the
supplemental information
(see Appendix F).

3.1.2f. The conceptual model for the source
term, groundwater flow, and radionuclide
transport includes parameters for unsaturated
and saturated flow, total and effective porosity,
hydraulic conductivity, water retention, relative
permeability relationships, volumetric water
content, retardation, and diffusion that are based
on data, related investigations, or documented
references relevant to the site and disposal
facility.

Yes

The vadose-zone parameters provided in Table 3-6
(p- 3-30) need further justification as to how they were
obtained from Khaleel (1995). Were these
parameters averaged over different soil types?

See Section 3.1.2.d for geochemical discussions.

3.1.2.9. The mathematical models used in the
performance assessment for analyzing air and
water transport of radionuclides are appropriate
for the disposal facility and disposal site. The
selected models provide a justified
representation of the technically important
mechanisms identified in the conceptual model,
and provide calculated results that are a
defensible basis for formulating conclusions.

Yes

Models used for the air pathways are appropriate and
are consistent with the other Hanford performance
assessments.

PA should provide text on how radionuclide
concentrations are transferred between the vadose
and aquifer models. PA should consider that if the
grid sizes are different, artificial dilution is occurring
between the unsaturated- and saturated-zones.

Issues related to vadose
zone modeling and
interface between vadose
and saturated zone
matrix.

3.1.2.g.1. The input data for the mathematical
models are derived from field data from the site,
laboratory data interpreted for field applications,
or referenced literature sources which are
applicable to the site. Assumptions which are
used to formulate input data are justified and
have a defensible technical basis.

Yes

The units on equations ES.3 & ES.4 (p. ES xv) are
not consistent.
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Criteria

Criteria
met?

Response

Issues

3.1.2.9g.2. Intermediate calculations are
performed and results are presented that
demonstrate, by comparison to site data or
related investigations, the calculations of the
mathematical models used in the performance
assessment are representative of disposal site
and facility behavior for important mechanisms
represented in the mathematical models

Yes

The air pathway model is sufficiently simple that
presentation of intermediate results is not
appropriate.

The unit cell model was used as a surrogate for the
disposal facility model in many of the sensitivity
analyses. However, there were no intermediate
calculations to demonstrate that this simplified model
correlates well with the disposal facility model.
Therefore, sensitivity analyses may be providing
results that are not consistent with the base case.

Correlation of unit cell
model and disposal facility
model is required to
demonstrate that the
sensitivity analyses are
representative relative to
the base case.

3.1.2.9.3. Representations of groundwater well
performance (e.g., construction, diameter, yield,
depth of penetration, screen length) are
reasonable reflections of regional practices and
are justified.

No

Well completions might not be ideally suited to 3-d
modeling.  This potential data gap should be
considered in future PA iterations.

3.1.2.9.4. The mathematical models are tested,
by comparison to analytical calculations or other
models, to demonstrate that the results are
consistent with the conceptual model, physical
and chemical processes represented in the
models, and available site data. The models are
evaluated for defensibility and are reasonable
representations of the disposal site and facility
performance by comparison to available site
data, related technical investigations, or
referenced documentation or literature.

Yes

The verification of mathematical models is discussed
in Section 3.5. Models were verified versus other
codes, analytical solutions, or site data, as
appropriate. However, some questions regarding
fundamental modeling assumptions remain. They
are: Are vadose-zone moisture contents and water
fluxes simulated at steady-state? If not, what are the
initial conditions? If they are not steady, as the text
seems to indicate, then how can the transport
equations given in Eq. D.6 (p. D-3), which are based
on steady-state flow, be used?

No issues.

3.1.2.9.5. The initial conditions, the boundary
conditions, and the changes of properties with
time for the mathematical model are analytically
correct (i.e., well posed), and derived from
existing site data and information.

Yes

Boundary conditions of pumping model are taken
from site-wide model, but these boundary conditions
will change based on pumping rates used in the
pumping model. Other boundary conditions are
identified and reasonable.

No issues.
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Criteria

Criteria
met?

Response

Issues

3.1.2h. The dose analysis considers the
exposure pathways and transfer factors and
calculates the maximum dose using acceptable
methodologies and parameters.

Yes

The dose analysis considers exposure pathways and
transfer factors using acceptable methodologies. The
dose analysis of radionuclides uses transfer
coefficients that are well supported by data and
references. (See Appendix B and Section 5) The
dose analysis specifies consumption rates, inhalation
rates, and external exposure rates (i.e., occupancy)
and conditions. The sources of these rates are
identified and are justified.

Section 3.4.7.1 discusses dose conversion factors,
and Table B-7 shows the ratio of dose factor
differences between DOE and EPA dose factors for
ingestion. In reality, the EPA dose factors should be
used, since they are the more recent compilation and
were intended for government-wide use (See Section
6.3.2.2). As shown in the text (page 3-49 et seq.),
this does not make a significant difference in the
results. While some dose factors (e.g., Tc-99) are
somewhat higher, this does not affect the results of
the dose calculations in a significant way, as
demonstrated by Table B-7. Consequently, the
analysis is complete, albeit not with the use of the
most appropriate dose factors.

The maximum dose was projected for 10,000 years,
rather than 1000 years. This period of analysis was
selected because of Nuclear Regulatory Commission
licensing requirements for incidental waste as
produced during high level waste activities.
Consequently, the decision to examine a 10,000 year
period rather than a 1000 year period after closure is
acceptable.

No issues.

3.1.2.h. (continued) The dose analysis considers
the exposure pathways and transfer factors and
calculates the maximum dose using acceptable
methodologies and parameters.

Yes

The methodologies and Parameters used are
reasonable and are consistent with other Hanford
performance assessments and are justified by the
literature and site-specific investigations. It is
noteworthy that, in the ILAW PA, the size of the
garden has been reduced from 2,500 m? to 500 m?
In the reviews of the earlier Hanford PAs, the larger
garden size was controversial. The smaller size is
reasonable and may be conservative.

Same as Section 3.1.2.h.

issues.

3.1.2.h.1. The dose analysis for exposures to
radionuclides identifies the transfer coefficients
between media and justifies the parameters used
in the analysis with supporting data or references
to the literature

Yes

Same as Section 3.1.2.h response.

Same as
issues.

Section 3.1.2.h.
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Criteria

Criteria
met?

Response

Issues

3.1.2.h.2. The dose analysis specifies the
consumption of radioactively contaminated
materials for the exposure pathways evaluated,
the inhalation rates of contaminated materials,
and the external exposure rates and conditions to
radioactive materials. These parameters are
justified using references to the literature or site-
specific investigations

Yes

Same as Section 3.1.2.h response.

Same as Section 3.1.2.h.
issues.

3.1.2.h.3. The dose analysis is conducted using
effective dose equivalents in accordance with
ICRP-30 (1979) and uses dose conversion
factors from recognized published sources.

Yes

Same as Section 3.1.2.h. response.

Same as Section 3.1.2.h.
issues.

3.1.2.h.4. The maximum dose projected for 1000
years after facility closure at the point of
compliance is used in the analysis for evaluating
disposal of LLW or establishing waste
acceptance criteria for future disposals

Yes

The PA used 10,000 years instead of 1,000 years for
the time of compliance. This was justified on the
basis of being necessary to obtain NRC concurrence
in the incidental waste determination that will be
required by DOE 435.1.

No issues.

3.1.2.i. The sensitivity and uncertainty analysis
considers those parameters and mechanisms
that are important to the conclusions relating to
the long-term performance of the disposal facility,
including radionuclide inventory, radionuclide
characteristics, release rates, site and facility
characteristics, groundwater flow parameters,
site meteorology, and radionuclide transport
parameters.  Parametric and mechanistic
variations analyzed in the uncertainty analysis
that are important to the conclusions are justified
as reasonable for the site and facility using data
or related field investigations.

No

A deterministic base case was performed with a
number of sensitivity analyses performed on a sub-
systemlevel (e.g., vadose-zone transport). However,
the sensitivity analyses were occasionally performed
with a different sub-system model (e.g., unit-cell
model vs. disposal facility model). The lack of
consistency raises concern over the results and
conclusions of the sensitivity analyses. Additional
sensitivity studies on hydrologic properties and strata
types are needed. Specifically, the inclusion of
heterogeneities in the vadose zone can lead to fast
flow paths and should be considered in sensitivity
analyses.

Lack of consistency
between models used for
the facility and sensitivity
cases. Additional
sensitivity analyses are
needed to provide
robustness to the analysis
(e.g., vadose zone
heterogeneities, poorer
waste form performance).

31201 The parameters important to the
components of the analysis are analyzed to
identify the sensitive parameters, and the
selection of sensitive parameters is quantitatively
justified

No

Same as Section 3.1.2.i response.

Same as Section 3.1.2.i.
issues.

3.1.2.i.2. The sensitive parameters are analyzed
for uncertainty in the results of the analysis to
provide quantitative bounds for interpreting the
results of the analysis.

No

Same as Section 3.1.2.i response.

Same as Section 3.1.2.i.
issues.

3.1.2..3. The results of the sensitivity analysis
are determined using a prescribed methodology
that is technically justified. The results of the
analysis provide the necessary information to
justify the assumptions and conclusions of the
performance assessment.

No

Same as Section 3.1.2.i response.

Same as Section 3.1.2.i.
issues.
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Criteria Criteria Response Issues
met?
3.1.2.i.4. The maximum projected dose and time | No Same as Section 3.1.2.i. response. Same as Section 3.1.2.i.
of occurrence is presented in the performance issues.
assessment to provide for understanding of the
natural system being modeled and the behavior
of the model.
3.1.2j. The ALARA analysis provides a cost- [ No Minimal ALARA discussion was presented. There is | Minimal ALARA analysis.
benefit analysis that is an optimization of the no explicit cost-benefit analysis relating to ALARA
collective or population dose based on the cost of because conceptual facility designs were not
dose reduction in the exposed population of available at the time of the report generation.
$1,000 to $10,000 per person-rem averted.
[ALARA analysis is not required if the projected
individual or collective doses in the exposed
population are trivial.]
3.1.2k.  The inadvertent intruder analysis |Yes The inadvertent intruder analysis has considered | No issues.
considers the natural and man-made processes reasonable natural and man-made processes that
that impact the possible exposure to an intruder impact the possible exposure to an intruder. The
and calculates the dose using acceptable dose resulting from the scenarios was calculated
methodologies and parameters. using acceptable methodologies and parameters.
The analysis considers reduction in radionuclide
concentration by mixing with soil in a garden. It is
noteworthy that the ILAW PA used a more
conservative value for the size of the garden than the
value used in previous performance assessments
(the value used in previous assessments was
considered too large by some reviewers).
3.1.2k.1. The inadvertent intruder analysis | Yes Same as Section 3.1.2.k response. Same as Section 3.1.2.k
specifies the reductions in concentrations of issues.
radioactive material from mixing with
uncontaminated material or the transport of
radionuclides from the disposed waste mass, and
justifies the parameters used in the analysis with
site data, supporting analysis or referenced
information.
3.1.2k2. The inadvertent intruder analysis | Yes Same as Section 3.1.2.k response. Same as Section 3.1.2.k
accounts for naturally occurring processes (e.g., issues.
erosion, precipitation, flooding) and the
degradation of engineered barriers in the
calculation of results
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calculates the maximum dose from disposed
materials during the period of 100-1000 years
after site closure for waste acceptance criteria for
wastes to be disposed of in the disposal facility
using the recommendations of ICRP-30 (1979)
and dose conversion factors from recognized
published sources.

Criteria Criteria Response Issues
met?
3.1.2.k.3. The inadvertent intruder analysis |Yes The inadvertent intruder analysis has assumed that | No issues.

the Hanford barrier used to cover the closed disposal
facility remains intact for 1,000 years. The PA
assumed that the concrete vaults would be degraded
at 500 years. These assumptions are considered
reasonable.

The inadvertent intruder analysis presented the dose
calculated over the 1,000 year period of compliance.
The dose calculation used dose conversion factors
from recognized published sources that are
consistentwith ICRP-30. The maximum dose is used
to assess disposal facility performance and establish
waste acceptance criteria.

3.1.2.1. The results of the analyses for transport | Yes
of radionuclides and the inadvertentintrusion into
the disposal facility, and the sensitivity and
uncertainty of the calculated results are
comprehensive representations of the existing
knowledge of the site and the disposal facility
design and operations.

Based on the caveat of existing knowledge of the site
and since building criteria into the facility design and
waste form requirements, the results are a
reasonable representation. Specific facility design
criteria have not been fully defined such as: cover
design, including the hydraulic diverter; getter usage;
filler material, therefore leaving flexibility within the
design to compensate for waste form deviations if
necessary. This is not explicitly stated though implied
and leads to concern since decisions have not been
made.

Not all facility design
factors have been
selected.. If design
criteria are different than
the scenarios completed,
PA changes will have to
be made.

3.1.3. PA Conclusions Are Valid and Acceptable

3.1.3.a. The performance assessment presents | No
valid conclusions that demonstrate that the all-
pathways analysis, air pathway analysis,
groundwater resource protection analysis, and
inadvertent intruder analysis meet the
performance objectives of DOE Order 5820.2A.

The performance assessment conclusions are not
valid due to the incomplete information regarding
waste form performance. See criterion 3.1.2.b.

Waste form performance
notdemonstrated. Issueis
being addressed by
Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).

3.13.al The all pathways performance | No
objective of 25 mrem/year effective dose
equivalent is met over the performance period of
1000 years for all radionuclides disposed of in
the disposal facility.

Same as Section 3.1.3.a. response.

Same as Section 3.1.3.a.
issues.

313a2. The air pathways performance | Yes
objective of 10 mrem/year effective dose
equivalent is met over the performance period of
1000 years for all radionuclides disposed of in
the disposal facility.

The air pathways performance objective is met over
the 10,000 year period justified for this analysis.

No issues.
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conclusions incorporate the findings of the
calculated results for the all pathways analysis,
air pathway analysis, groundwater resource
protection analysis, inadvertentintruder analysis,
and sensitivity and uncertainty analysis. The
results are interpreted and integrated to formulate
conclusions which are supported by the results
and the uncertainties in the results.

Criteria Criteria Response Issues
met?
3.1.3.a.3. The radon performance objective of an | Yes This measure is met by two entirely separate [ No issues
average flux of 20 pCi/m%s at the disposal analytical approaches. First, there are insufficient
surface or 0.5 pCi/L in air at the point of radon precursors to generate significant radon.
compliance is met over the performance period of Second, the thick cover over the disposed waste
1000 years for all radionuclides disposed of in reduces radon emissions by providing a thick cover
the disposal facility. that attenuates the diffusion of radon into the air.
Consequently, the emissions of radon are trivial and
the performance measure is met.
3.1.3.a.4. The groundwater resource |No The conclusion that the groundwater protection |Glass waste form
performance measures for all radionuclides to be performance objective is met is not valid because no | performance was not
disposed of in the disposal facility are met over evidence that the assumed glass waste form | demonstrated. Issue is
the performance period of 1000 years at the performance is likely to be realized is provided. being addressed by
prescribed point of compliance. Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
3.1.3.a.5. The inadvertent intruder performance | Yes The inadvertent intruder performance objectives of | No issues.
objectives of 100 mrem/year effective dose 100 mrem/year for chronic exposure and 500 mrem
equivalent for chronic exposure and 500 mrem for acute exposure are met for the period from about
effective dose equivalent for acute exposure are 200 years to 1,000 years and beyond. The results for
met within the disposal facility over the the homesteader scenario exceed the 100 mrem/year
performance period of 1000 years. performance objective at 100 years following closure.
However, the assumption that inadvertent intrusion
will be prohibited for 500 years following closure by
passive means (markers, efc.) is reasonable.
3.1.3.a.6. The condition that doses from the | Yes An adequate ALARA discussion has been presented | Minimal ALARA analysis.
disposal of waste are ALARA has been based on the level of available detailed planning. No
demonstrated and incorporated into the design summary of ALARA considerations was presented;
and operations of the disposal facility. instead this considerations relied heavily on
references.
3.1.3.b. The performance assessment|No The PA conclusions do not incorporate all results | Waste form performance

because the waste form performance is not
demonstrated and therefore cannot be interpreted
into facility design criteria. See discussion of 3.1.2.b.
and 3.1.2.e.

notdemonstrated. Issueis
being addressed by
Hanford’s additional
research activities as
noted in the supplemental
information (see Appendix
F).
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the performance assessment provide both a
reasonable representation of the disposal
facility=s long-term performance and a
reasonable expectation that the disposal facility
will remain in compliance with DOE Order
5820.2A

Criteria Criteria Response Issues
met?

3.1.3.c. The conclusions of the performance | No The results of the performance assessment have | No evidence provided that

assessment are applied to the facility design and been interpreted to derive requirements on facility | assumed waste form

operations. The resulting design constraints and design, waste form and facility operations. These [performance is

limitations on operations can be reasonably requirements were then examined in comparison with | achievable. Issue is being

accomplished at the disposal facility. expected waste inventories, possible designs, etc. | addressed by Hanford’s
The conclusion is that the constraints can be readily | additional research
met. However, the conclusion regarding waste form | activities as noted in the
performance is not valid because no support for the | supplemental information
assumed performance is provided. (see Appendix F).

3.1.3.d. The conclusions of the performance | No This criterion is met with the exception of the | Same as Section 3.1.3.c.

assessment address and incorporate any constraint of long-term glass performance. No | issues.

constraints included in any Federal, state, and evidence is provided that the assumed performance

local statutes or regulations or agreements that can be achieved.

impact the site design, facility design, or facility

operations. The conclusions also address and

incorporate any procedural or site documentation

changes or constraints due to the results of the

facility performance assessment. Reasonable

assurance exists that these constraints and

impacts are appropriately addressed in the

performance assessment.

3.1.3.e. The analysis, results, and conclusions of | No This criterion is met with the exception of the | Same as Section 3.1.3.c.

constraint of long-term glass performance. No
evidence is provided that the assumed performance
can be achieved.

issues.
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Harry Babad Commentson the

Composite Analysisfor Hanford 200 Area Plateau and
Perfor mance Assessment for Hanford I mmobilized
Low-Activity Tank Waste

Potential Compoite Analysis Issues [?]:

» General Issue — | continue to be concerned by statements acknowledging conservatism in all
areas of the Composite Anaysis which do not even provide a best engineering judgement
assessment of the degree of conservatism of those “assumed” factors. The propagation of
conservatism by making use of source documentsin which extensive conservatism existed and
taming worse case data as the Composite Analysisinput is also troubling.

| philosophically object to estimatesand cal cul ationsthat make the waste management environment
managed by Department of Energy at Hanford appear worse then “it likely is.” It does not matter
that the projected “conservatively estimated” consequences are below regulatory guideline.
Examples include Kd values, treatment of uranium chain decay, maximal concentrations of
radionuclidesin ERDF, ...

e General Issue — Assessment of the effects of past practices liquid dischargesin the Composite
Analysis conclusion should be given a high priority for the next Composite Analysis update.
Specific examples of such concerns are noted below.

» Issue- Tank Retrieval losses dueto sluicing that assumed to the buffer zone boundary appear at
odds with assumptions in the Jacobs Engineering Retrieval report.

"DOE/RL 98-72; Retrieval Performance Evaluation Methodology for the AX Tank Farm, draft
issued September 1998. (Jacobs Engineering Report).

Recommendation - Future Tank Inventory estimates for tank residuals and for tank retrieval 1osses
should take into account Jacobs Engineering Retrieval report analyses in the next Composite
Analysis update. Leaching estimates (source terms) which relies on nitrate concentration of
unwashed sludge or saltcake samples typify unjustified conservatisms.

2 DEFINITIONS OF TERMS:

Show-Stopper: An item that prevents our approval of the CA or PA as presently written.

Issue: Needs your serious consideration for inclusion as a CA or PA shortfall requiring future PHMC or DOE-RL
attention.

Possible Issue: May be of technical concern and requires your assessment of importance to our recommendations.
Concern: Itemsthat troubled me but did not affect the technical acceptability of the CA or PA.
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» Possible Issue - Estimates of Tank residual after sluicing that assume migration to the buffer
zone boundary “during this century” appear at odds with the assumptions in the Jacobs
Engineering report. Note sluicing would remove most if not all of the so called soluble species
and barring a change in the tank environment to highly oxidizing, would not lead to the
generation of more soluble species.

» Possiblelssue - How does the fact that the tank related liquid discharge areas are considered to
be CERCLA past practicesunitsand will beremediated (in some TBD fashion) factored into the
Composite Analysis? Consideringthesizeand breadth of the contaminate area, aretrieve option
appears unlikely. The solution islikely to be a barrier of some kind. The isotope of primary
concern is 99-Technetium which was part of the “uranium process stream.”

» Issue- Neglect of direct releasesfrom canyon buildings, after possible“in plant” treatment such
as a FeCN or strontium strikes, as purposeful effluent discharges (e.g., Materia contained in
Borsheim, G.L.,andB. C. Simpson, 1991, An Assessment of theInventoriesof the Ferrocyanide
Watch List Tanks, WHC-SD-WM-ER-133, Rev. 0, Westinghouse Hanford Company, Richland,
Washington. For ferrocyanide related treatment the approximate size of the waste stream sent
to the tanks could support an back calculation of the volumes discharged which when coupled
with process information provide an estimate inventory.

| have not been ableto ascertain whether direct discharges to soil from canyon building occurred or

whether after the “strike” the supernatent liquids were routes through some part of the tank farm

system and would have been included with the190 MM Gallon release estimate in Appendix D of

Groundwater/V adose Zone Integration Project Specification, DOE/RL-98-48, Draft C, December

17, 1998.

Theeffects of cooling water, steam condensates volume appear to be factored into the ground water
characteristics but the inventory associated with other more highly radioactive streams has not
apparently been considered. It has not been demonstrated that the inventory from this material can
be neglected in Composite Analysis.

Specifically, how does an estimate of such past facility discharges volumes and inventory compare
to the 120 MM gallons purposely discharged from the Tanks farms by cascade?

» Possible Issue — Other excluded sites that may have a significant concern for the Composite
Analysis conclusions and need to be addressed in the future include:
- Unplanned release sites
- Liquid Discharge Sites

» Possible Issue - Accidental releases from canyon cells to soils under the facilities, especialy
from the various acidic process streams that would corrode cell floor cement and leak into soils
underneath. This could interact with existing plumes adding to their inventory.{ Were the cells
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inthereprocessing facilitieslined with steel 7} [ See PA Section 3.2 for justification of neglecting
them]

» Possible Issue - Purex Rail Road Tunnels as a source of 129-lodine containing silver coated
saddles. The assumption that remediation would leave a grout or gravel matrix cocoon in
conjunction with aRCRA barrier that would prevent rel ease of the radionuclide content has not
been evaluated with respect to radio iodine.

* Issue - Burial Grounds containing “saddles’ contaminated with 129-lodine from the Purex
scrubber. If these have been buried and indeed are leaded with 129-1odine, the assumptions of
migration from past practices burial grounds suggest that they would be amajor sourceterm that
must be considered in the Composite Analysis.

* Possible Issue - Past Practices (pre-1980 burial grounds) including so called retrievable
Transuranic disposal sites. Itisnot clear that thesewill indeed beretrieved, removing the source
term, or covered with a protective barrier. In any case the migrational characteristics of
transuranic in these burial sites, when admixed with organics and other waste has not been
evaluated. They could constitute a significant transuranic source term.

» Possible Issue - Northward migration to the Columbiain the unconfined and the first confined
aquifer near Gable Butte-Mountain “synclina” structures.

e Concern - Data Quality Objectives process application to source inventories, waste site
characteristics and al so vadose zone and groundwater were compiled. How wasthisdone? The
usual Data Quality Objectives process identifies what information is needed and how well itis
needed to define the parameter for sampling and analysis are needed to support specific decision
making actions.

* Issue- Why should the solid waste burial grounds, if remediated by puttingaRCRA or Hanford
cover over them, release their inventory of RN over the first hundred years? Even without a
cover, the nature of the buried materials makes efficient percolation and leaching of the RNs
improbable Compared to the liquid discharge areas these are really unsaturated |ow-moisture
sites containing, if I remember from the various Environmental Impact Statement assumptions,
ca. A maximum of 5-10% moisture in their soils.

| can understand why putting a cover over the cribs and trenches, which were drenched with fluids
and will have spread laterally beyond the “engineered structure,” may not be a viable option. But
the boundariesof the 200 Areaburial groundsarewell defined according to the Groundwater/V adose
Zone Integration Project Specification document (DOE/RL-98-48).
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Issue - Assumptions about high recharge rates, at solid waste disposal sites presently being
operated, seem at odds with reality. The baseline calculations that provided little credit for the
burial containers and were most of the migration took place prior to the placement of a cover
over the suite seemed overly conservative. Although the report acknowledges that if credit for
burial containersis taken extended the mean travel times for the radionuclides of concern.
Possible Issue- Effect of continuously decreasing groundwater mounds under facilities does not
seem to have been taken into account. Using conditions representing maximum hydrol ogical
drivers from these mounds seems overly conservative. These appear to be the drivers for the
morerapid then expected tritium plume migration described in some migration assessments. It
isnot clear from the Composite Analysiswhen that driving force, asthe mounds spread | aterally
while decreasing in height will provide a significant change the migrational aptitude in soluble
species (e.g., their ground water travel time) over the 1000 year period evaluated.

Comment: Isotopes selected for Composite Analysisconsideration appear appropriate based on
half-life, Kd and presence in Hanford waste (e.g., Tungsten to 187-rhenium).

Possible Inventory Issue - Use of ORIGENZ to estimate inventory (Carbon-14, Chlorine-99,
Selenium-79, Technetium-99 and/or iodine-129) for undocumented radionuclidesin SWITSand
CERCLA liquid discharge sitesis troublesome. For the most part, the amounts of these species
in condensates from evaporators or other process condensate would leave most nonvolatile
speciesbehind. Only, depending onthe conditionsinthewaste stream being evaporated, Carbon
and possible iodine are volatile when stripped from acid media and these (e.g., carbon dioxide
and elemental iodine) would not be efficiently condensed.

Possible Cesium Inventory Issue — The relationship of the estimated cesium inventory and the
amount of mobile cesium in tank that are know to contain a high silica content is usually not
correct. In the presence of aluminum and silica in akaline tank media, cesium cancrinite an
insoluble mineral if formed, a form in which the cesium is not mobile. To the best of my
knowledge, all aluminum clad fuels contained a bimetallic Al-Si compound as a “heat
exchanger-transfer agent” between the fuel and the cladding.

Inasimilar fashion, the* Technetium Workshop Report” identified thefact that i nsolubletechnetium
can aso exist in tanks, lower the source term with respect to migration of this species.

Possible Sources - | believe there was, in addition to the Shippingport blanket (aform of spent
fuel) stored in the head end of T-Plant in the 1970's, experimental spent fuel or spent fuel pieces
stored either in the burial grounds or perhapsin silos on the 200 Areaplateau. One of the tanks
also contains some experimental fuels and Berilium shere (so | have been told) but that should
not immediately affect the sourceterm for the Composite Analysis. | have not been ableto check
on detailsfrom the WIDS data base but spent fuel odds and ends may be another itemto consider
relative to either the T-Plant facility source term, the older transuranic burial grounds source
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termsor if my information is verified in silos containing small 1-5 metal cans of gallons of fuel
or fuel fragments.

Last but not Least — The presence and role in transport of complexing has been significantly
overstated. Discussions documented in Meacham ’98 indicate that complexing species such as
EDTA. HEDTA and citrate have been destroyed by a combination of radiolysis and thermolysisin
the tank environment, leading to residual organic specieswith little or no complexing power. Thus
the retardation caused by low Kds associated with such species are likely overestimated.

Meacham, J. E., W. L. Cowley, A. B. Web, N. W. Kirch,. J. A. Lecht, D. A. Reynolds, L. A.
Stauffer, D. B. Bechtold, D. M. Camaioni, F. Gao, R. T. Hallen, P. G. Headler, J. L. Huckaby, R. D.
Scheele, C. S. Simmons, J. J. Toth, and L. M. Stock; Organic Complexant Topical Report, HNF-
SD-WM-CN-058, Rev. 2, Fluor Daniel Hanford Co., 1998.

* Issue — The Composite Analysis (as well as the Performance Assessment) significantly over
estimatestank inventory of technetium asdescribed in TWRS T echnetium Workshop { Results}
WIT-97-027, Prepared for Department of Energy-Richland Operations by the Independent
Review Team, October, 1998, Richland, WA. [Authors. MosesAttrep, jr., Harry Babad, Vincent
Van Brunt, J. Louis Kovach, William Kuhn, and George G. Wicks.]

» Possiblelssueswith Critical Isotope Kds- Kdsassociated with complexants may underestimate
retardation since the presence in asignificant number of high TOC/technetium tanksof Tc (1V)
and Tc(V) speciesthat are sol ubleasreportedin the Technetium Workshop Report] suggeststhat
such speciescould react with soil constituentsand precipitate out asthe oxy-hydroxide, resulting
in reduced transport.

Recommendation - Future Tank Kd estimatesfor Technetiumin leaked waste, residualsand for tank
retrieval losses should takeinto account tank speciation information aspart of near field vadose zone
studies.

In general, getting near field and far Kd values for key radionuclides that have been given zero Kd
values in the vadose zone should be given priority prior to the next Composite Analysis revision.
Changes in the vadose zone environment, include a potential for not only changes in pH (e.g.,
neutralization by soil constituents) but also redox other chemical changes.
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POTENTIAL PERFORMANCE ASSESSMENT ISSUES[¥:

* Conclusion - There are no shop stoppers associated with this Immobilized Low-Activity Tank
Waste Performance Assessment document. | do have asignificant number of chemistry related
concerns that should be addressed in the next Performance Assessment update. | would liketo
see them become a part of our team recommendation.

* General Issue—1 continue to be concerned by statements acknowledging conservatism in all
areas of the Performance Assessment which does not providea SUMMARY best engineering
judgement assessment of the degree of conservatism of those combined “assumed” factors.
Although Mann et a are explicit in the detailing of such “conservatisms’, nowhere do they
estimate the cumulative effects of these COMBINED conservative assumptions on the
Performance Assessment results. Propagation of conservatisms by making use of individual
input data in which initially conservative estimates were documented and then combing as
bounding [“worse”’] case model input as the Performance Assessment input continue to be
troubling.

| continue to philosophically object to estimates and cal cul ations that make the waste management
environment managed by Department of Energy at Hanford appear more risky then “it likely is.”
It does not matter, whether under the calculated circumstances, that the projected “ conservatively
estimated” consequences are below regulatory guideline.

* General Conclusions on Waste Form Characteristics (Source Term) — Although the
assumptions on glass corrosion reflected the selected waste glass composition as defined by
BNFL they provide areasonable basis for release terms in the Performance Assessment. They
also did not reflected recent findings in Reference 3, PNNL-12014 (B. P. McGrail September
1998). Itislikely that the applied glass composition studies being funded at SRTC by BNFL and
other previously reported in the literature, and evaluated by the methods recommended in
McGrail et a October 1998 will create a high sodium glass waste Immobilized Low-Activity
Tank Waste form updates.

3 DEFINITIONS OF TERMS:

Show-Stopper: An item that prevents our approval of the Composite Analysis or Performance Assessment as
presently written.

Issue: Needs your serious consideration for inclusion as a Composite Analysis or Performance Assessment shortfall
requiring future PHMC or DOE-RL attention.

Possible Issue: May be of technical concern and requires your assessment of importance to our recommendations.
Concern: Itemsthat troubled me but did not affect the technical acceptability of the Composite Analysis or
Performance Assessment.
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Recommendation — Thework defined inthe McGrall et al strategy document should be performed
with best available glass composition asobtained from BNFL. Specifically, specificationsfor waste
glass in either future updates of the Performance Assessment or as needed in future contract
revisions (DOE-RL and BNFL) should be based on both model ed system performance estimates (e.
g., Performance Assessment type analysis) and waste form testing to assure that models as well as
data closely approximate the real waste system being designed by BNFL. This is the strategy
espoused in the present Performance Assessment and should be generally supported by Department
of Energy.

* Possible Cesium Inventory | ssue— Therelationship of the estimated cesium inventory and the
amount of cesium in tanks that are know to contain a high silica content is usually not correct.
In the presence of aluminum and silicain akaline tank media, cesium cancrinite an insoluble
minera if formed, aformin which the cesumisnot mobile. To the best of my knowledge, all
aluminum clad fuel scontained abimetallic Al-Si compound asa* heat exchanger-transfer agent”
between the fuel and the cladding.

In addition the contractual requirementsfor cesium removal by BNFL need to be updated, asinputs
to planned Performance Assessment revisions, asthey evolve. However the soluble cesium content
in existing waste may be significantly lower then that projected by present estimates in high
aluminum containing tanks.

Inasimilar fashion, the* Technetium Workshop Report” identified thefact that insol ubletechnetium
canalso exist intanks, lower the sourceterm with respect to lessinventory and subsequent migration
of this species.

» Specific Technetium inventory Issues — The Performance Assessment significantly over
estimates tank inventory of technetium, as well as technetium chemistry both in tanks and in
glassasdescribedin TWRS Technetium Workshop { Results Document} , WIT-97-027, Prepared
for Department of Energy-Richland Operations by the Independent Review Team, October,
1998, Richland, WA. [Authors: Moses Attrep, jr., Harry Babad, Vincent Van Brunt, J. Louis
Kovach, William Kuhn, and George G. Wicks.]

Specificaly:

- Shortfals in the PHMC and Agnew solubility model that do not take the presence of
significant amounts of Tc (1V) and Tc (V) in Hanford waste into account.

- Insufficient assessment of the amount of Tc shipped off site with Uranium to Fernald or
elsewhere. At Savannah River Site, most of the technetium inventory was considered removed
from the tanks along with the “exported” uranium separated in their Purex process.
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- The use of “conservative’ technetium splits estimates [e.g., in-tank and out of tank
partioning] in which the error bands utilized exceed a bounding +/- 10% inventory errors
associated with the ORIGENZ2 codes for generation of that nuclide. Such conservatisms are
scientifically unjustified.

- Seriousanalytical shortfallsthat appear to over estimate technetium concentration asaresult
of problemswith the primary assay methods used to historically measure technetiumin Hanford
waste tanks.

- Significant (ca. 50%) TcO, volatility occurs when pertechnetate is added to the glass melter.
That material would collect inthe off gas system not the Immobilized Low-Activity Tank Waste
according to lan L. Pegg’ swork at the Catholic University of Americain their Vitreous State
Laboratory in ca. 1997-8.

Also recent work at Argonne National Laboratories by Bill Ebert has demonstrated that TcO,
disproportionates in the glasses tested to Tc,O, (which is very volatile) and technetium metal
which may phase separate. However, Ebert found that sodium pertechnetate does dissolve in
glassif it is not concerted to sodium oxide and Tc,0O, under melter cold cap conditions. This
suggest that knowledge of the oxidation state and species in the melter feed is a critica
characteristic, one which was not addressed in this Performance A ssessment.

- Anapparently indefensible estimate of the amounts of technetium routed to cribseither from
in-plant cesium removal or intank cesium removal followed by release of the supernatant fluids
to ground. The estimate of technetium lost to tank leaks is also somewhat speculative. These
may below by about 100% of their reported val ues, reducing the amount of technetium available
to the Immobilized Low-Activity Tank Waste form.

» Possible Issueswith Critical Isotope Kds - The Kds (and species solubility) associated with
glassrel ease may underestimate retardation since the presence of secondary mineralsformed by
glass corrosions (e.g., Phillipsite) resulting in reduced transport. Various investigators have
ground greater then 80% of the technetiumin glassisbound up in secondary alteration products.
In addition, based on PUF/UFA by tests McGrail et al., the characteristics of the corroded
materials appears to reduce the ability of the radionuclides to migrate away from the corrosion
zone.

Recommendation — Both formation of insoluble technetium containing secondary minerals and
reduced transport resulting from lower density more tightly packed corrosion products need to be
considered in future Performance A ssessment updates.

* Possible Release-Migration | ssues

- Thevaluesfor Kdsin the near field of the vadose zone for the Performance Assessment and
the Composite Analysis appear to differ. Should we, the Composite Analysis/Performance
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Assessment review team, recommend acreation of a* universal” set of Kdsthat refl ect wasteand
waste form chemistry to be used in al future assessment-analysis documents? These can be
modified as experimental data on waste specific-soil type specific sorption coefficients being
sought by the site matures. “Paleo”-soilsare an exampl e of soil typesthat seem not to have been
explored but may have high capacity to interact with migrating radionuclides.

- Theassumption that the glassrelease, after an estimated time of waste package degradation
(no explicit credit for the container taken) is linear (4.4 x 10° of current inventory) despite [&]
the formation of alarger volume of corrosion products and [b] the fact that packages lower in
the “stack” are protected from vertical moisture migration appears to be too conservative and
should be replaced in future Performance A ssessments by a combination of experimental data
and some correction for the position of the glass block in the vauilt.

* MORE SPECIFIC CHEMICAL ISSUES

129-1odine. It wasnot clear to mefrom reading the Performance A ssessment how thefollowing
two conditions were considered in Performance Assessment:

- Thefact that data appears to make a case that iodine is either no longer in the tanks (based
on only alittle characterization data). Apparently much of the iodine released in reprocessing
was either vented up theindividual plant stacksor collected on silver-coated saddles and buried.

- lodinewill not be incorporated into glass but rather will be collected in the off gas scrubber
in the glass plant (See Shelton 1995 as referenced in the Performance A ssessment).

- Inlight of present knowledge, the assumption that 10% of the iodine inventory goes to
Immobilized Low-Activity Tank Waste continues to be troublesome.

Carbon-14.

- In akaline medium most carbonate salts are insoluble and would not get to the LAW
fraction.

- Alsothefact the carbon-14 as carbonate in the feed would vol atilize under melter conditions
as 14-carbon dioxide was not clearly discussed.

High Iron Waste Package Environment.

- How isthe fact that the near field environment around the corroding glassis a high iron
environment, one which can significantly effect waste form or released waste redox properties
being treated? Thisfactor appearsto have been defacto ignored in thisdraft of the Performance
Assessment
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— Itisnot clear (from Pete McGrail’ s presentations) why there is a concern about iron in the
Immobilized Low-Activity Tank Waste melter. | wasunder theimpression that ironin Hanford
waste is insoluble and would preferentially be sent to the HLW fraction.

[More on iron in the waste package environment can be found below.]

Waste Partioning of Tin. — There is no referenced credible basis to assume that all the tin in
Hanford waste tanks will partition to the Immobilized Low-Activity Tank Waste. Solubility
information for the various tin species should be applied for this radionuclide for the next
Performance Assessment revision.

Possible Recommendation: Potential Use of FeS Getter — Savannah River has demonstrated,
as have other literature references, the relatively irreversible reduction of pertechnetate to
technetium sulfide by the iron sulfide in the power plant ash based slag used in their grout
formulation. Using such material in either vaults or admixed with thefill within the vault could
appreciably reduce migration of technetium and other “ oxidized species. | believethisdeserves
atrade-off study as part of the data used in the next update of the Performance A ssessment.
Doing so would minimize the long term uncertainties associated with Tc migration over the
10,000 years of concern.

Possiblel ssue On K ey Radionuclidesof Concer n —If indeed Technetium become anon-issue
in Immobilized Low-Activity Tank Waste for reasons cited both in the Technetium Workshop
document and in my previous comments, DOE needs to take a closer look at 126-Tin and 79-
Selenium asradionuclidesof concern, along with the uraniumisotopesal ready being considered.

Recommendation on the Performance Assessment and Contractual Changes - The
Performance Assessment should continue to follow and take cognizance of, changes in the
contract between DOE and BNFL asthe Performance A ssessment isupdated, particularly those
associated with either the pretreatment requirements or glass product specifications.
Furthermore, as stated in the Performance A ssessment, as the disposal system design evolves,
these too should be factored in future Performance Assessment revisions. As the Performance
Assessment staff iswell aware, the current contract between BNFL and DOE no longer assumes
in-tank sludge washing or alkali leaching by the PHMC. Such activities are part of the
pretreatment steps that may be included by the privatization contractor in order to meet DOE
performance specifications.

Possible Issue Unconfined Aquifer Travel Time - | am not sure how much excess
conservatism isimplied by the fact that “ because radionuclides spend significantly lesstimein
the unconfined aquifer then in the vadose zone, no credit for increased travel time in the
unconfined aquifer because of geochemical retardation was taken.” [Performance A ssessment
Page 3-32] My major concern, isthat | have not read anything that explicitly proves that the
redox stateintheaquifer isoxidizing [e.g., high (Fe(l11)/Fe(Il) ratios]. That would berequired
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before one can conclude that the environment along the travel path would indeed not reduce
multivalent radionuclides along this pathway.

* The Role of Iron in the Waste Disposal Environment — Assuming that the container
containing the Immobilized Low-Activity Tank Waste glass must meet transportation
specifications, therewill be alot of iron in the filled waste packages in the vault. The effect of
this reducing agent on properties of the water infiltrating into the vault, and on the release of
radionuclide needsto be carefully determined. Itisjust aslikely that the vault environment (for
as long as appreciable iron remains unoxidized), will be reducing and possibly anoxic as the
assumptions [oxic oxidizing environment] defined in the Performance A ssessment.

Furthermoreisbasalt rip-rap or other fresh crushed basalt isused in closing thelow-level repository,
it too will contribute a reducing environment.
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